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where û is a unit vector. The terms E(θ, φ) and ψ(θ, φ) represent, respectively, the
(θ, φ) variations of the amplitude and phase.

In navigation, tracking, homing, landing, and other aircraft and aerospace systems
it is usually desirable to assign to the antenna a reference point such that for a given
frequency, ψ(θ, φ) of (13-63) is independent of θ and φ (i.e., ψ(θ, φ) = constant). The
reference point which makes ψ(θ, φ) independent of θ and φ is known as the phase
center of the antenna [53]–[57]. When referenced to the phase center, the fields radi-
ated by the antenna are spherical waves with ideal spherical wave fronts or equiphase
surfaces. Therefore a phase center is a reference point from which radiation is said
to emanate, and radiated fields measured on the surface of a sphere whose center
coincides with the phase center have the same phase.

For practical antennas such as arrays, reflectors, and others, a single unique phase
center valid for all values of θ and φ does not exist; for most, however, their phase cen-
ter moves along a surface, and its position depends on the observation point. However,
in many antenna systems a reference point can be found such that ψ(θ, φ) = constant,
or nearly so, over most of the angular space, especially over the main lobe. When the
phase center position variation is sufficiently small, that point is usually referred to as
the apparent phase center.

The need for the phase center can best be explained by examining the radiation
characteristics of a paraboloidal reflector (parabola of revolution). Plane waves inci-
dent on a paraboloidal reflector focus at a single point which is known as the focal
point. Conversely, spherical waves emanating from the focal point are reflected by the
paraboloidal surface and form plane waves. Thus in the receiving mode all the energy
is collected at a single point. In the transmitting mode, ideal plane waves are formed
if the radiated waves have spherical wavefronts and emanate from a single point.

In practice, no antenna is a point source with ideal spherical equiphases. Many of
them, however, contain a point from which their radiation, over most of the angular
space, seems to have spherical wavefronts. When such an antenna is used as a feed for
a reflector, its phase center must be placed at the focal point. Deviations of the feed
from the focal point of the reflector lead to phase errors which result in significant
gain reductions of the antenna, as illustrated in Section 15.4.1(G) of Chapter 15.

The analytical formulations for locating the phase center of an antenna are usually
very laborious and exist only for a limited number of configurations [53]–[55]. Exper-
imental techniques [56], [57] are available to locate the phase center of an antenna.
The one reported in [56] is also discussed in some detail in [2], and it will not be
repeated here. The interested reader is referred to [2] and [56].

The horn is a microwave antenna that is widely used as a feed for reflectors [58].
To perform as an efficient feed for reflectors, it is imperative that its phase center
is known and it is located at the focal point of the reflector. Instead of presenting
analytical formulations for the phase center of a horn, graphical data will be included
to illustrate typical phase centers.

Usually the phase center of a horn is not located at its mouth (throat) or at its
aperture but mostly between its imaginary apex point and its aperture. The exact
location depends on the dimensions of the horn, especially on its flare angle. For large
flare angles the phase center is closer to the apex. As the flare angle of the horn
becomes smaller, the phase center moves toward the aperture of the horn.

Computed phase centers for an E-plane and an H -plane sectoral horn are displayed
in Figure 13.36(a, b). It is apparent that for small flare angles the E- and H -plane phase



PHASE CENTER 801

0 5 10 15 20
–1

0

1

2

ψ

λ λρ

(a) E-plane

H-plane

E-plane

Flare angle e (degrees)

Ph
as

e 
ce

nt
er

 Z
0 

(w
av

el
en

gt
hs

)

e = 5   , a = 0.7

0 5 10 15 20
–1

0

1

2

ψ

λ λρ

(b) H-plane

E-plane

H-plane

Flare angle h (degrees)

Ph
as

e 
ce

nt
er

 Z
0 

(w
av

el
en

gt
hs

)

h = 5   , a = 0.7

b

a

b

a ψh

e

Z0

ψe

Z0

ρ

hρ

Figure 13.36 Phase center location, as a function of flare angle, for E- and H -plane sectoral
horns. (Adapted from Hu [53]).

centers are identical. Although each specific design has its own phase center, the data
of Figure 13.36(a, b) are typical. If the E- and H -plane phase centers of a pyramidal
horn are not identical, its phase center can be taken to be the average of the two.

Phase center nomographs for conical corrugated and uncorrugated (TE11-mode)
horns are available [55], and they can be found in [2] and [55]. The procedure to
use these in order to locate a phase center is documented in [2] and [55], and it is
not repeated here. The interested reader is referred to [2] where examples are also
illustrated.



802 HORN ANTENNAS

13.11 MULTIMEDIA

In the CD that is part of the book, the following multimedia resources are included for
the review, understanding, and visualization of the material of this chapter:

a. Java-based interactive questionnaire, with answers.

b. Matlab and Fortran computer programs, designated
ž Analysis
ž Design

for computing and displaying the analysis and design characteristics of a pyra-
midal horn.

c. Matlab-based animation-visualization program, designated te horn, that can be
used to animate and visualize the radiation of a two-dimensional horn. A detailed
description of this program is provided in Section 1.3.4 and in the corresponding
READ ME file of Chapter 1.

d. Power Point (PPT) viewgraphs, in multicolor.
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PROBLEMS

13.1. Derive (13-1a)–(13-1e) by treating the E-plane horn as a radial waveguide.

13.2. Design an E-plane horn such that the maximum phase difference between
two points at the aperture, one at the center and the other at the edge, is 120◦.
Assuming that the maximum length along its wall (ρe), measured from the
aperture to its apex, is 10λ, find the
(a) maximum total flare angle of the horn
(b) largest dimension of the horn at the aperture
(c) directivity of the horn (dimensionless and in dB )
(d) gain of the antenna (in dB ) when the reflection coefficient within the

waveguide feeding the horn is 0.2. Assume only mismatch losses. The
waveguide feeding the horn has dimensions of 0.5λ and 0.25λ

13.3. For an E-plane horn with ρ1 = 6λ, b1 = 3.47λ, and a = 0.5λ,
(a) compute (in dB ) its pattern at θ = 0◦, 10◦, and 20◦ using the results of

Figure 13.6. Show all the steps for one angle.
(b) compute its directivity using (13-19) and (13-20c). Compare the answers.

13.4. Repeat Problem 13.3 for ρ1 = 6λ, b1 = 6λ, and a = 0.5λ.

13.5. For an E-plane sectoral horn, plot b1 (in λ) versus ρ1 (in λ) using (13-19a).
Verify, using the data of Figure 13.8, that the maximum directivities occur
when (13-19a) is satisfied.

13.6. For an E-plane sectoral horn with ρ1 = 20λ, a = 0.5λ
(a) find its optimum aperture dimensions for maximum normalized directivity
(b) compute the total flare angle of the horn
(c) compute its directivity, using (13-19), and compare it with the graphi-

cal answer
(d) find its half-power beamwidth (in degrees)
(e) compute the directivity using (13-20c)

13.7. An E-plane horn is fed by an X-band WR 90 rectangular waveguide with
inner dimensions of 0.9 in. (2.286 cm) and b = 0.4 in. (1.016 cm). Design
the horn so that its maximum directivity at f = 11 GHz is 30 (14.77 dB).
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13.8. Design an optimum directivity E-plane sectoral horn whose axial length is
ρ1 = 10λ. The horn is operating at X-band with a desired center frequency
equal to f = 10 GHz. The dimensions of the feed waveguide are a = 0.9 in.
(2.286 cm) and b = 0.4 in. (1.016 cm). Assuming a 100% efficient horn
(e0 = 1), find the
(a) horn aperture dimensions b1 and ρe (in λ), and flare half-angle ψe (in

degrees)
(b) directivity DE (in dB ) using (13-20c)
(c) aperture efficiency
(d) largest phase difference (in degrees) between center of horn at the aperture

and any point on the horn aperture along the principal E-plane.

13.9. Derive (13-21a)–(13-21e) by treating the H -plane horn as a radial waveguide.

13.10. For an H -plane sectoral horn with ρ2 = 6λ, a1 = 6λ, and b = 0.25λ com-
pute the
(a) directivity (in dB ) using (13-41), (13-42c) and compare the answers
(b) normalized field strength (in dB ) at θ = 30◦, 45◦, and 90◦. Approximate

it using linear interpolation.

13.11. For an H -plane sectoral horn, plot a1 (in λ) versus ρ2 (in λ) using (13-41c).
Verify, using the data of Figure 13.16, that the maximum directivities occur
when (13-41c) is satisfied.

13.12. Design an H -plane horn so that its maximum directivity at f = 10 GHz is
13.25 dB. The horn is fed with a standard X-band waveguide with dimensions
a = 2.286 cm and b = 1.016 cm. Determine:
(a) the horn aperture dimension a1 (in cm).
(b) the axial length ρ2 of the horn (in cm).
(c) the flare angle of the horn (in degrees).

13.13. An H -plane sectoral horn is fed by an X-band WR 90 rectangular waveg-
uide with dimensions of a = 0.9 in. (2.286 cm) and b = 0.4 in. (1.016 cm).
Design the horn so that its maximum directivity at f = 11 GHz is 16.3
(12.12 dB).

13.14. Repeat the design of Problem 13.8 for an H -plane sectoral horn where axial
length is also ρ2 = 10λ. The feed waveguide dimensions and center frequency
of operation are the same as in Problem 13.8. Assuming an 100% efficient
horn (e0 = 1), find the
(a) horn aperture dimensions a1 and ρh (in λ), and the flare half-angle ψh

(in degrees)
(b) directivity DH (in dB ) using (13-42c)
(c) aperture efficiency
(d) largest phase difference (in degrees) between the center of the horn at

the aperture and any point on the horn aperture along the principal H -
plane.
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13.15. Show that (13-49a) and (13-49b) must be satisfied in order for a pyramidal
horn to be physically realizable.

13.16. A standard-gain X-band (8.2–12.4 GHz) pyramidal horn has dimensions of
ρ1 	 13.5 in. (34.29 cm), ρ2 	 14.2 in. (36.07 cm), a1 = 7.65 in. (19.43 cm),
b1 = 5.65 in. (14.35 cm), a = 0.9 in. (2.286 cm), and b = 0.4 in. (1.016 cm).
(a) Check to see if such a horn can be constructed physically.
(b) Compute the directivity (in dB) at f = 8.2, 10.3, 12.4 GHz using for

each (13-52a), (13-53), and (13-54e). Compare the answers. Verify with
the computer program Pyramidal Horn-Analysis of this chapter.

13.17. A standard-gain X-band (8.2–12.4 GHz) pyramidal horn has dimensions of
ρ1 	 5.3 in. (13.46 cm), ρ2 	 6.2 in. (15.75 cm), a1 = 3.09 in. (7.85 cm),
b1 = 2.34 in. (5.94 cm), a = 0.9 in. (2.286 cm), and b = 0.4 in. (1.016 cm).
(a) Check to see if such a horn can be constructed physically.
(b) Compute the directivity (in dB) at f = 8.2, 10.3, 12.4 GHz using for

each (13-52a), (13-53), and (13-54e). Compare the computed answers with
the gains of Figure 13.24. Verify with the computer program Pyramidal
Horn-Analysis of this chapter.

13.18. A lossless linearly polarized pyramidal horn antenna is used as a receiver in
a microwave communications system operating at 10 GHz. Over the aperture
of the horn, the incident wave of the communications system is uniform and
circularly polarized with a total power density of 10 mW/λ2 . The pyramidal
horn has been designed for optimum gain. The dimensions of the horn at the
aperture are 4λo by 2.5λo. Determine the:
(a) Approximate aperture efficiency of the optimum gain horn (in %).
(b) Maximum directivity of the horn (in dB ).
(c) Maximum power (in mW ) that can be delivered to the receiver that is

assumed to be matched to the transmission line that connects the antenna
to the receiver. Assume no other losses.

13.19. Repeat the design of the optimum X-band pyramidal horn of Example 13.6
so that the gain at f = 11 GHz is 17.05 dB.

13.20. It is desired to design an optimum directivity pyramidal horn antenna. The
length of the horn from its interior apex is ρ1 = ρ2 = 9λ. The horn is fed by
an X-band waveguide whose interior dimensions are 0.5λ by 0.22λ.
(a) To accomplish this, what should the aperture dimensions (in λ) of the

horn be?
(b) What is the directivity (in dB ) of the horn?

13.21. Design a pyramidal horn antenna with optimum gain at a frequency of 10 GHz.
The overall length of the antenna from the imaginary vertex of the horn to
the center of the aperture is 10λ and is nearly the same in both planes. Deter-
mine the
(a) Aperture dimensions of the horn (in cm).
(b) Gain of the antenna (in dB )
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(c) Aperture efficiency of the antenna (in %). Assume the reflection, conduc-
tion, and dielectric losses of the antenna are negligible.

(d) Power delivered to a matched load when the incident power density is
10 µwatts/m2.

13.22. Design an optimum gain C-band (3.95–5.85 GHz) pyramidal horn so that
its gain at f = 4.90 GHz is 20.0 dBi. The horn is fed by a WR 187 rect-
angular waveguide with inner dimensions of a = 1.872 in. (4.755 cm) and
b = 0.872 in. (2.215 cm). Refer to Figure 13.18 for the horn geometry. Deter-
mine in cm, the remaining dimensions of the horn: ρe, ρh, a1, b1, pe, and ph.
Verify using the computer program Pyramidal Horn Design of this chapter.

13.23. For a conical horn, plot dm (in λ) versus l (in λ) using (13-60). Verify, using
the data of Figure 13.27, that the maximum directivities occur when (13-60)
is satisfied.

13.24. A conical horn has dimensions of L = 19.5 in. (49.53 cm), dm = 15 in.
(38.10 cm), and d = 2.875 in. (7.3025 cm).
(a) Find the frequency (in GHz ) which will result in maximum directivity for

this horn. What is that directivity (in dB )?
(b) Find the directivity (in dB ) at 2.5 and 5 GHz.
(c) Compute the cutoff frequency (in GHz ) of the TE11-mode which can exist

inside the circular waveguide that is used to feed the horn.

13.25. It is desired to design an optimum directivity conical horn antenna of circular
cross section whose overall slanted length l is 10λ. Determine the
(a) geometrical dimensions of the conical horn [radius (in λ), diameter (in λ),

total flare angle (in degrees)].
(b) aperture efficiency of the horn (in %).
(c) directivity of the horn (dimensionless and in dB ).

13.26. Design an optimum directivity conical horn, using (13-59)–(13-60), so that
its directivity (above isotropic) at f = 11 GHz is 22.6 dB. Check your design
with the data in Figure 13.27. Compare the design dimensions with those of
the pyramidal horn of Example 13.6.

13.27. Design an optimum directivity conical horn so that its directivity at 10 GHz
(above a standard-gain horn of 15 dB directivity) is 5 dB. Determine the horn
diameter (in cm) and its flare angle (in degrees).

13.28. As part of a 10-GHz microwave communication system, you purchase a horn
antenna that is said to have a directivity of 75 (dimensionless). The conduction
and dielectric losses of the antenna are negligible, and the horn is polarization
matched to the incoming signal. A standing wave meter indicates a voltage
reflection coefficient of 0.1 at the antenna-waveguide junction.
(a) Calculate the maximum effective aperture of the horn.
(b) If an impinging wave with a uniform power density of 1 µwatts/m2 is

incident upon the horn, what is the maximum power delivered to a load
which is connected and matched to the lossless waveguide?
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13.29. For an X-band pyramidal corrugated horn operating at 10.3 GHz, find the
(a) smallest lower and upper limits of the corrugation depths (in cm)
(b) width w of each corrugation (in cm)
(c) width t of each corrugation tooth (in cm)

13.30. Find the E- and H -plane phase centers (in λ) of
(a) an E-plane (ρe = 5λ, a = 0.7λ)
(b) an H -plane (ρh = 5λ, a = 0.7λ)
sectoral horn with a total included angle of 30◦.
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Figure 14.29 E- and H -plane arrangements of microstrip patch antennas.
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Figure 14.30 Measured and calculated mutual coupling between two coax-fed microstrip
antennas, for both E-plane and H -plane coupling, (W = 10.57 cm, L = 6.55 cm, h = 0.1588
cm, εr = 2.55, fr = 1,410 MHz). (SOURCE: D. M. Pozar, “Input Impedance and Mutual Cou-
pling of Rectangular Microstrip Antennas,” IEEE Trans. Antennas Propagat., Vol. AP-30, No.
6, November 1982.  1982 IEEE)

referred to as the H-plane, as shown in Figure 14.29(b). For an edge-to-edge separation
of s, the E-plane exhibits the smallest coupling isolation for very small spacing (typ-
ically s < 0.10λ0) while the H -plane exhibits the smallest coupling for large spacing
(typically s > 0.10λ0). The spacing at which one plane coupling overtakes the other
one depends on the electrical properties and geometrical dimensions of the microstrip
antenna. Typical variations are shown in Figure 14.30.

In general, mutual coupling is primarily attributed to the fields that exist along
the air-dielectric interface. The fields can be decomposed to space waves (with 1/ρ
radial variations), higher order waves (with 1/ρ2 radial variations), surface waves (with
1/ρ1/2 radial variations), and leaky waves [with exp(−λρ)/ρ1/2 radial variations] [23],
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[86]. Because of the spherical radial variation, space (1/ρ) and higher order waves
(1/ρ2) are most dominant for very small spacing while surface waves, because of their
1/ρ1/2 radial variations are dominant for large separations. Surface waves exist and
propagate within the dielectric, and their excitation is a function of the thickness of the
substrate [79]. In a given direction, the lowest order (dominant) surface wave mode
is TM(odd) with zero cutoff frequency followed by a TE(even), and alternatively by
TM(odd) and TE(even) modes. For a rectangular microstrip patch, the fields are TM
in a direction of propagation along the E-plane and TE in a direction of propagation
along the H -plane. Since for the E-plane arrangement of Figure 14.29(a) the elements
are placed collinearly along the E-plane where the fields in the space between the
elements are primarily TM, there is a stronger surface wave excitation (based on
a single dominant surface wave mode) between the elements, and the coupling is
larger. However for the H -plane arrangement of Figure 14.29(b), the fields in the
space between the elements are primarily TE and there is not a strong dominant mode
surface wave excitation; therefore there is less coupling between the elements. This
does change as the thickness of the substrate increases which allows higher order TE
surface wave excitation.

The mutual conductance between two rectangular microstrip patches has also been
found using the basic definition of conductance given by (14-18), the far fields based
on the cavity model, and the array theory of Chapter 6. For the E-plane arrangement
of Figure 14.29(a) and for the odd mode field distribution beneath the patch, which is
representative of the dominant mode, the mutual conductance is [8]

G12 = 1

π

√
ε

µ

∫ π

0




sin

(
k0W

2
cos θ

)
cos θ




2

sin3 θ

{
2J0

(
Y

λ0
2π sin θ

)

+J0

(
Y + L

λ0
2π sin θ

)
+ J0

(
Y − L

λ0
2π sin θ

)}
dθ (14-92)

where Y is the center-to-center separation between the slots and J0 is the Bessel
function of the first kind of order zero. The first term in (14-92) represents the mutual
conductance of two slots separated by a distance X along the E-plane while the second
and third terms represent, respectively, the conductances of two slots separated along
the E-plane by distances Y + L and Y − L. Typical normalized results are shown by
the solid curve in Figure 14.31.

For the H -plane arrangement of Figure 14.29(b) and for the odd mode field distri-
bution beneath the patch, which is representative of the dominant mode, the mutual
conductance is [8]

G12 = 2

π

√
ε

µ

∫ π

0




sin

(
k0W

2
cos θ

)
cos θ




2

sin3 θ cos

(
Z

λ0
2π cos θ

)

·
{

1+ J0

(
L

λ0
2π sin θ

)}
dθ (14-93)



CIRCULAR POLARIZATION 859

0.0 0.5 1.0 1.5 2.0 2.5 3.0
–0.002

–0.001

0.0

0.001

0.002

0.003

s/ o

G
12

 (
si

em
en

s)
E-plane
H-plane

λ

Figure 14.31 E- and H -plane mutual conductance versus patch separation for rectangular
microstrip patch antennas (W = 1.186 cm, L = 0.906 cm, εr = 2.2, λ0 = 3 cm).

where Z is the center-to-center separation between the slots and J0 is the Bessel
function of the first kind of order zero. The first term in (14-93) represents twice the
mutual conductance of two slots separated along the H -plane by a distance Z while the
second term represents twice the conductance between two slots separated along the
E-plane by a distance L and along the H -plane by a distance Z. Typical normalized
results are shown by the dashed curve in Figure 14.31. By comparing the results of
Figure 14.31 it is clear that the mutual conductance for the H -plane arrangement, as
expected, decreases with distance faster than that of the E-plane. Also it is observed
that the mutual conductance for the E-plane arrangement is higher for wider elements
while it is lower for wider elements for the H -plane arrangement.

14.7 CIRCULAR POLARIZATION

The patch elements that we discussed so far, both the rectangular and the circular,
radiate primarily linearly polarized waves if conventional feeds are used with no mod-
ifications. However, circular and elliptical polarizations can be obtained using various
feed arrangements or slight modifications made to the elements. We will discuss here
some of these arrangements.

Circular polarization can be obtained if two orthogonal modes are excited with a
90◦ time-phase difference between them. This can be accomplished by adjusting the
physical dimensions of the patch and using either single, or two, or more feeds. There
have been some suggestions made and reported in the literature using single patches.
For a square patch element, the easiest way to excite ideally circular polarization is
to feed the element at two adjacent edges, as shown in Figures 14.32(a,b), to excite
the two orthogonal modes; the TMx

010 with the feed at one edge and the TMx
001 with

the feed at the other edge. The quadrature phase difference is obtained by feeding the
element with a 90◦ power divider or 90◦ hybrid. Examples of arrays of linear elements
that generate circular polarization are discussed in [87].



860 MICROSTRIP ANTENNAS

λ /4

Power
divider

Square
patch

(a) Square patch driven at adjacent
sides through a power divider

90° hybrid
Square
patch

(b) Square patch driven at adjacent
sides through a 90° hybrid

90°
hybrid

Coaxial connector

Coaxial connector

Center of
disk grounded to

ground plane

90° x

y

(c) Circular patch fed with coax

(d) Circular patch feed arrangements for TMz
110 and higher order modes

a

TM110

0°

180°

270° 90°

90°

TM410

0°

0°

90°
90°

67.5°

TM210

0°

0°

90°

90°

45°

TM310

0°

180°
90°

30°

270°

Figure 14.32 Rectangular and circular patch arrangements for circular polarization. (SOURCE: J.
Huang, “Circularly Polarized Conical Patterns from Circular Microstrip Antennas,” IEEE Trans.
Antennas Propagat., Vol. AP-32, No. 9, Sept. 1984.  1984 IEEE)

For a circular patch, circular polarization for the TMz
110 mode is achieved by using

two feeds with proper angular separation. An example is shown in Figure 14.32(c)
using two coax feeds separated by 90◦ which generate fields that are orthogonal to
each other under the patch, as well as outside the patch. Also with this two-probe
arrangement, each probe is always positioned at a point where the field generated
by the other probe exhibits a null; therefore there is very little mutual coupling
between the two probes. To achieve circular polarization, it is also required that the
two feeds are fed in such a manner that there is 90◦ time-phase difference between
the fields of the two; this is achieved through the use of a 90◦ hybrid, as shown in
Figure 14.32(c). The shorting pin is placed at the center of the patch to ground the
patch to the ground plane which is not necessary for circular polarization but is used
to suppress modes with no φ variations and also may improve the quality of circular
polarization.
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TABLE 14.1 Feed Probe Angular Spacing of Different Modes for Circular Polarization
(after [88])

TM110 TM210 TM310 TM410 TM510 TM610

45◦ 30◦ 22.5◦ 18◦, 54◦ 15◦, 45◦

α 90◦ or or or or or
135◦ 90◦ 67.5◦ 90◦ 75◦

For higher order modes, the spacing between the two feeds to achieve circular polar-
ization is different. This is illustrated in Figure 14.32(d) and tabulated in Table 14.1,
for the TMz

110 [same as in Figure 14.32(c)], TMz
210, TMz

310, and TMz
410 modes [88].

However to preserve symmetry and minimize cross polarization, especially for rela-
tively thick substrates, two additional feed probes located diametrically opposite of the
original poles are usually recommended. The additional probes are used to suppress
the neighboring (adjacent) modes which usually have the next highest magnitudes [88].
For the even modes (TMz

210 and TMz
410), the four feed probes should have phases of

0◦, 90◦, 0◦ and 90◦ while the odd modes (TMz
110 and TMz

310) should have phases of
0◦, 90◦, 180◦ and 270◦, as shown in Figure 14.32(d) [88].

To overcome the complexities inherent in dual-feed arrangements, circular polariza-
tion can also be achieved with a single feed. One way to accomplish this is to feed the
patch at a single point to excite two orthogonal degenerate modes (of some resonant
frequency) of ideally equal amplitudes. By introducing then a proper asymmetry in
the cavity, the degeneracy can be removed with one mode increasing with frequency
while the orthogonal mode will be decreasing with frequency by the same amount.
Since the two modes will have slightly different frequencies, by proper design the field
of one mode can lead by 45◦ while that of the other can lag by 45◦ resulting in a
90◦ phase difference necessary for circular polarization [16]. To achieve this, several
arrangements have been suggested.

To illustrate the procedure, let us consider a square patch, as shown in Figure 14.33(a)
[34]. Initially assume that the dimensions L and W are nearly the same such that the
resonant frequencies of the TMx

010 and TMx
001 overlap significantly. In the broadside

direction to the patch, the TMx
010 mode produces an electric far-fieldEy which is linearly

polarized in the y direction while the TMx
001 mode produces an electric far-fieldEz which

is linearly polarized in the z direction. These fields can be expressed as

Ey = c

sin
(π
L
y ′
)

k2(1− j/Qt)− (ky)2
(14-94a)

Ez = c

sin
( π
W
z′
)

k2(1− j/Qt)− (kz)2
(14-94b)

ky = π

L
(14-94c)

kz = π

W
(14-94d)
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Figure 14.33 Single-feed arrangements for circular polarization of rectangular microstrip
patches.

where c (a proportionality constant) and Qt (Qt = 1/ tan δeff ) are identical in the
broadside direction for both polarizations. If the feed point (y ′, z′) is selected along
the diagonal so that

y ′

L
= z′

W
(14-95)

then the axial ratio at broadside of the Ey to the Ez field can be expressed as

Ey

Ez

	 k(1− j/2Qt)− ky

k(1− j/2Qt)− kz
(14-96)

To achieve circular polarization, the magnitude of the axial ratio must be unity while
the phase must be ±90◦. This is achieved when the two phasors representing the
numerator and denominator are of equal magnitude and 90◦ out of phase. This can
occur when [34]

ky − kz = k

Qt

(14-97)

and the operating frequency is selected at the midpoint between the resonant frequencies
of the TMx

010 and TMx
001 modes. The condition of (14-97) is satisfied when

L = W

(
1+ 1

Qt

)
(14-98)
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Based on (14-98) the resonant frequencies f1 and f2 of the bandwidth of (14-88a)
associated with the two lengths L and W of a rectangular microstrip are [89]

f1 = f0√
1+ 1/Qt

(14-99a)

f2 = f0

√
1+ 1/Qt (14-99b)

where f0 is the center frequency.
Feeding the element along the diagonal starting at the lower left corner toward the

upper right corner, shown dashed in Figure 14.33(b), yields ideally left-hand circular
polarization at broadside. Right-hand circular polarization can be achieved by feeding
along the opposite diagonal, which starts at the lower right corner and proceeds toward
the upper left corner, shown dashed in Figure 14.33(c). Instead of moving the feed point
each time to change the modes in order to change the type of circular polarization,
varactor diodes can be used to adjust the capacitance and bias, which effectively shifts
by electrical means the apparent physical location of the feed point.

This type of a feed to achieve circular polarization at broadside has been shown
experimentally to extend to a larger angular region [18]. However, the bandwidth
over which circular polarization is maintained, even at broadside, is very narrow. An
empirical formula of the percent bandwidth is [34]

BW (percent) 	 12
AR

Qt

(14-100)

where the axial ratio is specified in dB. The design formulas of (14-98) and (14-100)
yield good results for Q values as low as 10. Better designs are achieved for values
of Q much greater than 10.

Circular polarization can also be achieved by feeding the element off the main
diagonals. This can be accomplished if the dimensions of the rectangular patch are
related by

L = W


1+

A+ 1

A

2Qt


 (14-101)

where

A =
cos

(
π
y ′

L

)

cos

(
π
z′

W

) (14-101a)

There are some other practical ways of achieving nearly circular polarization. For
a square patch, this can be accomplished by cutting very thin slots as shown in
Figures 14.34(a,b) with dimensions

c = L

2.72
= W

2.72
(14-102a)

d = c

10
= L

27.2
= W

27.2
(14-102b)
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Figure 14.34 Circular polarization for square patch with thin slots on patch (c = W/2.72 =
L/2.72, d = c/10 = W/27.2 = L/27.2).
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Figure 14.35 Circular polarization by trimming opposite corners of a square patch and by
making circular patch slightly elliptical and adding tabs.

An alternative way is to trim the ends of two opposite corners of a square patch and
feed at points 1 or 3, as shown in Figure 14.35(a). Circular polarization can also be
achieved with a circular patch by making it slightly elliptical or by adding tabs, as
shown in Figure 14.35(b).

Example 14.5

The fractional bandwidth at a center frequency of 10 GHz of a rectangular patch antenna
whose substrate is RT/duroid 5880 (εr = 2.2) with height h = 0.1588 cm is about 5% for
a VSWR of 2:1. Within that bandwidth, find resonant frequencies associated with the two
lengths of the rectangular patch antenna, and the relative ratio of the two lengths.

Solution: The total quality factor Qt of the patch antenna is found using (14-88a) or

Qt = 1

0.05
√

2
= 14.14
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Using (14-99a) and (14-99b)

f1 = 10× 109

√
1+ 1/14.14

= 9.664 GHz

f2 = 10× 109
√

1+ 1/14.14 = 10.348 GHz

The relative ratio of the two lengths according to (14-98) is

L

W
= 1+ 1

Qt

= 1+ 1

14.14
= 1.07

which makes the patch nearly square.

14.8 ARRAYS AND FEED NETWORKS

Microstrip antennas are used not only as single elements but are very popular in
arrays [17], [23], [30], [31], [50], [51], [54], [63]–[65], and [74]–[77]. As discussed
in Chapter 6, arrays are very versatile and are used, among other things, to synthesize
a required pattern that cannot be achieved with a single element. In addition, they
are used to scan the beam of an antenna system, increase the directivity, and perform
various other functions which would be difficult with any one single element. The
elements can be fed by a single line, as shown in Figure 14.36(a), or by multiple lines
in a feed network arrangement, as shown in Figure 14.36(b). The first is referred to as
a series-feed network while the second is referred to as a corporate-feed network.

The corporate-feed network is used to provide power splits of 2n (i.e., n = 2, 4,
8, 16, 32, etc.). This is accomplished by using either tapered lines, as shown in
Figure 14.37(a), to match 100-ohm patch elements to a 50-ohm input or using quarter-
wavelength impedance transformers, as shown in Figure 14.37(b) [3]. The design of
single- and multiple-section quarter-wavelength impedance transformers is discussed
in Section 9.7.

Series-fed arrays can be conveniently fabricated using photolithography for both the
radiating elements and the feed network. However, this technique is limited to arrays
with a fixed beam or those which are scanned by varying the frequency, but it can be
applied to linear and planar arrays with single or dual polarization. Also any changes

(b) Corporate feed

(a) Series feed

Figure 14.36 Feed arrangements for microstrip patch arrays.
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Figure 14.37 Tapered and λ/4 impedance transformer lines to match 100-ohm patches to a
50-ohm line. (SOURCE: R. E. Munson, “Conformal Microstrip Antennas and Microstrip Phased
Arrays,” IEEE Trans. Antennas Propagat., Vol. AP-22, No. 1, January 1974.  1974 IEEE)

in one of the elements or feed lines affects the performance of the others. Therefore
in a design it is important to be able to take into account these and other effects, such
as mutual coupling, and internal reflections.

Corporate-fed arrays are general and versatile. With this method the designer has
more control of the feed of each element (amplitude and phase) and it is ideal for
scanning phased arrays, multibeam arrays, or shaped-beam arrays. As discussed in
Chapter 6, the phase of each element can be controlled using phase shifters while the
amplitude can be adjusted using either amplifiers or attenuators. An electronically-
steered phased array (ATDRSS) of 10× 10 rectangular microstrip elements, operating
in the 2–2.3 GHz frequency range and used for space-to-space communications, is
shown in Figure 14.38.

Those who have been designing and testing microstrip arrays indicate that radiation
from the feed line, using either a series or corporate-feed network, is a serious problem
that limits the cross-polarization and side lobe level of the arrays [38]. Both cross-
polarization and side lobe levels can be improved by isolating the feed network from
the radiating face of the array. This can be accomplished using either probe feeds or
aperture coupling.

Arrays can be analyzed using the theory of Chapter 6. However, such an approach
does not take into account mutual coupling effects, which for microstrip patches can be
significant. Therefore for more accurate results, full-wave solutions must be performed.
In microstrip arrays [63], as in any other array [90], mutual coupling between elements
can introduce scan blindness which limits, for a certain maximum reflection coefficient,
the angular volume over which the arrays can be scanned. For microstrip antennas,
this scan limitation is strongly influenced by surface waves within the substrate. This
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Figure 14.38 Antenna array of 10× 10 rectangular microstrip patches, 2–2.3 GHz, for
space-to-space communications. (Courtesy: Ball Aerospace & Technologies Corp.)

scan angular volume can be extended by eliminating surface waves. One way to do
this is to use cavities in conjunction with microstrip elements [50], [51]. Figure 14.39
shows an array of circular patches backed by either circular or rectangular cavities.
It has been shown that the presence of cavities, either circular or rectangular, can
have a pronounced enhancement in the E-plane scan volume, especially for thicker
substrates [51]. The H -plane scan volume is not strongly enhanced. However the shape
of the cavity, circular or rectangular, does not strongly influence the results. Typical
results for broadside-matched reflection coefficient infinite array of circular patches,
with a substrate 0.08λ0 thick and backed by circular and rectangular cavities, are
shown in Figure 14.40 for the E-plane and H -plane. The broadside-matched reflection
coefficient ?(θ, φ) is defined as

?(θ, φ) = Zin(θ, φ)− Zin(0, 0)

Zin(θ, φ)+ Z∗in(0, 0)
(14-103)

where Zin(θ, φ) is the input impedance when the main beam is scanned toward an angle
(θ, φ). The results are compared with those of a conventional cavity (noncavity backed).
It is apparent that there is a significant scan enhancement for the E-plane, especially
for a VSWR of about 2:1. H -plane enhancement occurs for reflection coefficients
greater than about 0.60. For the conventional array, the E-plane response exhibits a
large reflection coefficient, which approaches unity, near a scan angle of θ0 = 72.5◦.
This is evidence of scan blindness which ideally occurs when the reflection coefficient
is unity, and it is attributed to the coupling between the array elements due to leaky
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Figure 14.39 Array of circular patches backed by circular cavities. (Courtesy J. T. Aberle and
F. Zavosh)
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for infinite array of circular microstrip patches with and without cavities. (Courtesy J. T. Aberle
and F. Zavosh)

waves [63]. Scan blindness occurs for both the E- and H -planes at grazing incidence
(θ0 = 90◦).

A summary of the pertinent parameters, and associated formulas and equation num-
bers for this chapter are listed in Table 14.2.
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TABLE 14.2 Summary of Important Parameters and Associated Formulas and
Equation Numbers

Parameter Formula Equation Number

Transmission-Line Model-Rectangular Patch

Effective dielectric
constant
εreff (W/h� 1)

εreff = εr + 1

2
+ εr − 1

2

[
1+ 12

h

W

]−1/2
(14-1)

Effective length
Leff Leff = L+ 23L (14-3)

Normalized
extension length
3L/h 3L

h
= 0.412

(εreff + 0.3)

[
W

h
+ 0.264

]

(εreff − 0.258)

[
W

h
+ 0.8

]
(14-2)

Resonant
frequency;
dominant mode
(L > W)

(no fringing)

(fr )010 = 1

2L
√
εr
√
µoεo

(14-4)

Resonant
frequency;
dominant mode
(L > W)

(with fringing)

(frc)010 = 1

2Leff
√
εreff

√
µoεo

(14-5)

Slot conductance
G1 G1 = W

120λo

[
1− 1

24
(koh)

2

]
,

h

λo
<

1

10
(14-8a)

Slot susceptance
B1 B1 = W

120λo
[1− 0.636 ln(koh)],

h

λo
<

1

10
(14-8b)

Input slot
resistance Rin
(at resonance;
no coupling)

Rin = 1

2G1

(14-16)

Input slot
resistance Rin
(at resonance;
with coupling)

Rin = 1

2(G1 ±G12)

+ for modes with odd symmetry
− for modes with even symmetry

(14-17)

Input resistance
Rin(y = yo)

(no coupling)
Rin(y = yo) = Rin(y = 0) cos2

(π
L
yo

)
= 1

2G1
cos2

(π
L
yo

)
(14-20a)

(continued overleaf )
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TABLE 14.2 (continued )

Input resistance
Rin(y = yo)

(with coupling)
Rin(y = yo) = Rin(y = 0) cos2

(π
L
yo

)
= 1

2(G1 ±G12)
cos2

(π
L
yo

)
(14-20a)

Cavity Model-Rectangular Patch

Resonant
frequency (frc)010;
dominant mode
(L > W) (no
fringing)

(frc)010 = 1

2L
√
εr
√
µoεo

(14-33)

Resonant
frequency (fr )010;
dominant mode
(L > W)

(with fringing)

(fr )010 = 1

2Leff
√
εreff

√
µoεo

(14-5)

Resonant
frequency (fr )001;
dominant mode
(L > W >

L/2 > h)

(no fringing)

(fr )001 = 1

2W
√
εr
√
µoεo

(14-34)

Resonant
frequency (fr )020;
dominant mode
(L > L/2 > h);
(no fringing)

(fr )020 = 1

L
√
εr
√
µoεo

(14-35)

Total electric field
Et
φ

Et
φ = Eφ(single slot)× AF (14-40a)–

(14-41), (14-43)

Array factor (AF)y

(AF)y = 2 cos

(
koLe

2
sin θ sinφ

)
(14-42)

Directivity Do

(single slot)

Do =




3.3 (dimensionless) = 5.2 dB; W � λo

4

(
W

λo

)
; W � λo

(14-54)

Directivity Do

(two slots)

Do =




6.6 (dimensionless) = 8.2 dB; W � λo

8

(
W

λo

)
; W � λo

(14-57)
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TABLE 14.2 (continued )

Cavity Model-Circular Patch

Resonant
frequency (fr )110;
dominant mode
TM110 mode;
(no fringing)

(fr )110 = 1.8412

2πa
√
εr
√
µoεo

(14-66)

Resonant
frequency (frc)110;
dominant mode
TM110 mode;
(with fringing)

(frc)110 = 1.8412

2πae
√
εr
√
µoεo

(14-68)

Effective radius ae

ae = a

{
1+ 2h

πaεr

[
ln
(πa

2h

)
+ 1.7726

]}1/2
(14-68)

Physical radius a

a = F{
1+ 2h

πεrF

[
ln

(
πF

2h

)
+ 1.7726

]}1/2

F = 8.791× 109

fr
√
εr

; (h in cm)

(14-69)

(14-69a)

Directivity Do

Do = (koae)
2

120Grad

(14-80)

Radiation
conductance Grad Grad = (koae)

2

480

∫ π/2

0
[(J ′02)

2 + cos2 θ(J02)
2] sin θ dθ (14-76)

J ′02 = Jo(koae sin θ)− J2(koae sin θ) (14-72d)

J02 = Jo(koae sin θ)+ J2(koae sin θ) (14-72e)

Rin(ρ
′ = ρo) = Rin(ρ

′ = ae)
J 2

1 (kρo)

J 2
1 (kae)

(14-82)

Rin(ρ
′ = ae) = 1

Gt

(14-82a)

Gt = Grad +Gc +Gd (14-79)

Input resistance
Rin(ρ

′ = ρo)

Gc = εmoπ(πµofr )
−3/2

4h2
√
σ

[(kae)2 −m2] (14-77)

Gd = εmo tan δ

4µohf r
[(kae)2 −m2] (14-78)

where for mn0 mode (m = n = 1 for dominant mode)

εmo = 2 for m = 0

εmo = 1 for m �= 0

(continued overleaf )
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TABLE 14.2 (continued )

Total quality factor
Qt

1

Qt

= 1

Qrad
+ 1

Qc

+ 1

Qd

+ 1

Qsw

For h� λo

Qc = h
√
πfµσ ; Qd = 1

tan δ

Qrad = 2ωεr
hGt /l

K ; K =

∫∫
area

|E|2 dA
∮

perimeter
|E|2 dl

(14-83)

(14-84), (14-85)

(14-86), (14-86a)

Fractional

bandwidth
3f

fo

3f

fo
= VSWR − 1

Qt

√
VSWR

(14-88a)

14.9 MULTIMEDIA

In the CD that is part of the book, the following multimedia resources are included for
the review, understanding, and visualization of the material of this chapter:

a. Java-based interactive questionnaire, with answers.
b. Matlab and Fortran computer program, designated Microstrip, for computing

and displaying the radiation characteristics of rectangular and circular microstrip
antennas.

c. Power Point (PPT) viewgraphs, in multicolor.
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PROBLEMS

14.1. A microstrip line is used as a feed line to a microstrip patch. The substrate of
the line is alumina (εr 	 10) while the dimensions of the line are w/h = 1.2
and t/h = 0. Determine the effective dielectric constant and characteristic
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impedance of the line. Compare the computed characteristic impedance to
that of a 50-ohm line.

14.2. A microstrip transmission line of beryllium oxide (εr 	 6.8) has a width-
to-height ratio of w/h = 1.5. Assuming that the thickness-to-height ratio is
t/h = 0, determine:

(a) effective dielectric constant

(b) characteristic impedance of the line

14.3. A microstrip line, which is open at one end and extends to infinity toward the
other end, has a center conductor width = 0.4λo, substrate height of 0.05λo,
and it is operating at 10 GHz. The dielectric constant of the substrate is 2.25.
This type of microstrip line is used to construct rectangular patch antennas.
Determine the following:

(a) The input admittance (real and imaginary parts) of the microstrip line at
the leading open edge. Is it capacitive or inductive?

(b) What kind of a lumped element (capacitor or inductor) can be placed at the
leading open edge between the center conductor of the line and its ground
plane to resonate the admittance? What is the value of the lumped element?

(c) The new input impedance, taking into account the presence of the lumped
element.

14.4. Design a rectangular microstrip antenna so that it will resonate at 2 GHz.
The idealistic lossless substrate (RT/Duroid 6010.2) has a dielectric constant
of 10.2 and a height of 0.05 in. (0.127 cm).

(a) Determine the physical dimensions (width and length) of the patch
(in cm).

(b) Approximate range of lengths (in cm) between the two radiating slots of
the rectangular patch, if we want the input impedance (taking into account
both radiating slots) to be real.

(c) What is the real input impedance of Part b? Neglect coupling.

(d) Location (in cm from the leading radiating slot) of a coaxial feed so that
the total input impedance is 150 ohms.

14.5. Design a rectangular microstrip antenna to resonate at 9 GHz using a substrate
with a dielectric constant of 2.56. Determine the following:

(a) Directivity of a single radiating slot (dimensionless and in dB ). Use the
cavity model.

(b) Approximate directivity of the entire patch (dimensions and in dB ). Use
the cavity model and neglect coupling between the two slots.

14.6. A rectangular microstrip antenna was designed, without taking into account
fringing effects from any of the four edges of the patch, to operate at a
center frequency of 4.6 GHz. The width of the patch was chosen to be
W = 1.6046 cm and the substrate had a height of 0.45 cm and a dielectric
constant of 6.8. However, when the patch was tested, it was found to resonate
at a frequency of 4.046 GHz!

(a) Find the physical length L of the patch (in cm).
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(b) Why did the patch resonate at 4.046 GHz, instead of the designed fre-
quency of 4.6 GHz? Verify the new resonant frequency. Must justify
your answer mathematically. Show that the measured resonant frequency
is correct.

14.7. Cellular and mobile telephony, using earth-based repeaters, has received wide
acceptance and has become an essential means of communication for busi-
ness, even for the household. Cellular telephony by satellites is the wave of
the future and communication systems are being designed for that purpose.
The present allocated frequency band for satellites is at L-band (	 1.6 GHz).
Various antennas are being examined for that purpose; one candidate is the
microstrip patch antenna. Design a rectangular microstrip patch antenna, based
on the dominant mode, that can be mounted on the roof of a car to be used
for satellite cellular telephone. The designed center frequency is 1.6 GHz, the
dielectric constant of the substrate is 10.2 (i.e., RT/duroid), and the thickness
of the substrate is 0.127 cm. Determine the
(a) dimensions of the rectangular patch (in cm)
(b) resonant input impedance, assuming no coupling between the two radiat-

ing slots
(c) mutual conductance between the two radiating slots of the patch
(d) resonant input impedance, taking into account coupling
(e) position of the feed to match the patch antenna to a 75-ohm line

14.8. Repeat the design of Problem 14.7 using a substrate with a dielectric constant
of 2.2 (i.e., RT/duroid 5880) and with a height of 0.1575 cm. Are the new
dimensions of the patch realistic for the roof of a personal car?

14.9. Design a rectangular microstrip patch with dimensions W and L, over a sin-
gle substrate, whose center frequency is 10 GHz. The dielectric constant of
the substrate is 10.2 and the height of the substrate is 0.127 cm (0.050 in.).
Determine the physical dimensions W and L (in cm) of the patch, taking into
account field fringing.

14.10. Using the transmission-line model of Figure 14.9(b), derive (14-14)–(14-15).

14.11. To take into account coupling between the two radiating slots of a rectangu-
lar microstrip patch, the resonant input resistance is represented by (14-17).
Justify, explain, and/or show why the plus (+) sign is used for modes with
odd (antisymmetric) resonant voltage distributions beneath the patch while
the minus (−) sign is used for modes with even (symmetric) resonant voltage
distributions.

14.12. Show that for typical rectangular microstrip patches G1/Yc � 1 and B1/Yc �
1 so that (14-20) reduces to (14-20a).

14.13. A rectangular microstrip patch antenna is operating at 10 GHz with εr =
10.2 and dimensions of length L = 0.4097 cm, width W = 0.634 cm, and
substrate height h = 0.127 cm. It is desired to feed the patch using a probe
feed. Neglecting mutual coupling, calculate:
(a) What is the input impedance of the patch at one of the radiating edges

based on the transmission-line model?



PROBLEMS 879

(b) At what distance y0 (in cm) from one of the radiating edges should the
coax feed be placed so that the input impedance is 50 ohms?

14.14. A rectangular microstrip patch antenna, whose input impedance is 152.44 ohms
at its leading radiating edge, is fed by a microstrip line as shown in Figure 14.11.
Assuming the width of the feeding line is W0 = 0.2984 cm, the height of the
substrate is 0.1575 cm and the dielectric constant of the substrate is 2.2, at what
distance y0 should the microstrip patch antenna be fed so as to have a perfect
match between the line and the radiating element? The overall microstrip patch
element length is 0.9068 cm.

14.15. The rectangular microstrip patch of Example 14.2 is fed by a microstrip trans-
mission line of Figure 14.5. In order to reduce reflections at the inset feed point
between the line and the patch element, design the microstrip line so that its
characteristic impedance matches that of the radiating element.

14.16. Repeat the design of Example 14.2 so that the input impedance of the radiating
patch at the feed point is:

(a) 75 ohms

(b) 100 ohms

Then, assuming the feed line is a microstrip line, determine the dimensions of
the line so that its characteristic impedance matches that of the radiating patch.

14.17. A rectangular microstrip patch antenna has dimensions of L = 0.906 cm, W =
1.186 cm, and h = 0.1575 cm. The dielectric constant of the substrate is εr =
2.2. Using the geometry of Figure 14.13 and assuming no fringing, determine
the resonant frequency of the first 4 TMZ

0np modes, in order of ascending
resonant frequency.

14.18. Derive the TMZ
mnp field configurations (modes) for the rectangular microstrip

patch based on the geometry of Figure P14.18. Determine the:

(a) eigenvalues

(b) resonant frequency (fr)mnp for the mnp mode.

(c) dominant mode if L > W > h

(d) resonant frequency of the dominant mode.

y P14.18

x

z

εr

L

h

W

14.19. Repeat Problem 14.18 for the TMy
mnp modes based on the geometry of

Figure P14.19.
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x

z

y

εr

L

h

W

14.20. Derive the array factor of (14-42).

14.21. Assuming the coordinate system for the rectangular microstrip patch is that of
Problem 14.18 (Figure P14.18), derive based on the cavity model the
(a) far-zone electric field radiated by one of the radiating slots of the patch
(b) array factor for the two radiating slots of the patch
(c) far-zone total electric field radiated by both of the radiating slots

14.22. Repeat Problem 14.21 for the rectangular patch geometry of Problem 14.19
(Figure P14.19).

14.23. Determine the directivity (in dB) of the rectangular microstrip patch of
Example 14.3 using
(a) Kraus’ approximate formula
(b) Tai & Pereira’s approximate formula

14.24. Derive the directivity (in dB) of the rectangular microstrip patch of Prob-
lem 14.7.

14.25. Derive the directivity (in dB) of the rectangular microstrip patch of Prob-
lem 14.8.

14.26. For a circular microstrip patch antenna operating in the dominant TMZ
110

mode, derive the far-zone electric fields radiated by the patch based on the
cavity model.

14.27. Using the cavity model, derive the TMZ
mnp resonant frequencies for a micro-

strip patch whose shape is that of a half of a circular patch (semicircle).

14.28. Repeat Problem 14.27 for a 90◦ circular disc (angular sector of 90◦) microstrip
patch.

14.29. Repeat Problem 14.27 for the circular sector microstrip patch antenna whose
geometry is shown in Figure P14.29.

y

z

z

y

x

x

a

h

σ = ∞

φ f
ρf

φ   0

Top view Side view

Feed s, sµε

a
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14.30. Repeat Problem 14.27 for the annular microstrip patch antenna whose geom-
etry is shown in Figure P14.30.

z

y
x

x

h

Side view

Top view
Feed

y

s, sµε

f
bb

z

ρ

fρ
ρ

b
a

σ   = ∞ φ

aa

14.31. Repeat Problem 14.27 for the annular sector microstrip patch antenna whose
geometry is shown in Figure P14.31.

y

z

z

y

x

x

b

h

σ = ∞

a

Side view

Top view

Feed

s, sµε

b
a

φ   0

fφρf

14.32. Repeat the design of Problem 14.7 for a circular microstrip patch antenna oper-
ating in the dominant TMZ

110 mode. Use σ = 107 S/m and tan δ = 0.0018.

14.33. Repeat the design of Problem 14.8 for a circular microstrip patch antenna oper-
ating in the dominant TMZ

110 mode. Use σ = 107 S/m and tan δ = 0.0018.

14.34. For ground-based cellular telephony, the desired pattern coverage is omnidi-
rectional and similar to that of a monopole (with a null toward zenith, θ = 0o).
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This can be accomplished using a circular microstrip patch antenna operating
in a higher order mode, such as the TMZ

210. Assuming the desired resonant
frequency is 900 MHz, design a circular microstrip patch antenna operating
in the TMZ

210 mode. Assuming a substrate with a dielectric constant of 10.2
and a height of 0.127 cm:
(a) Derive an expression for the resonant frequency of the TMZ

210 mode;
(b) Determine the radius of the circular patch (in cm). Neglect fringing.

14.35. For ground-based cellular telephony, the desired pattern coverage is omnidi-
rectional and similar to that of a monopole (with a null toward zenith). This
can be accomplished using circular microstrip patch antennas operating in
higher order modes, such as the TMZ

210,TMZ
310,TMZ

410, etc. Assuming that
the desired resonant frequency is 900 MHz, design a circular microstrip patch
antenna operating in the TMZ

210 mode. Assuming a substrate with a dielectric
constant of 10.2 and a height of 0.127 cm:
(a) Derive an expression for the resonant frequency.
(b) Determine the radius of the circular patch. Neglect fringing.
(c) Derive expressions for the far-zone radiated fields.
(d) Plot the normalized E- and H -plane amplitude patterns (in dB).
(e) Plot the normalized azimuthal (x-y plane) amplitude pattern (in dB).
(f) Determine the directivity (in dB) using the DIRECTIVITY computer pro-

gram of Chapter 2.

14.36. Repeat Problem 14.35 for the TMZ
310 mode.

14.37. Repeat Problem 14.35 for the TMZ
410 mode.

14.38. The diameter of a typical probe feed for a microstrip patch antenna is d =
0.1 cm. At f = 10 GHz, determine the feed reactance assuming a substrate
with a dielectric constant of 2.2 and height of 0.1575 cm.

14.39. Determine the impedance of a single-section quarter-wavelength impedance
transformer to match a 100-ohm patch element to a 50-ohm microstrip line.
Determine the dimensions of the line assuming a substrate with a dielectric
constant of 2.2 and a height of 0.1575 cm.

14.40. Repeat the design of Problem 14.39 using a two-section binomial transformer.
Determine the dimensions of each section of the transformer.

14.41. Repeat the design of Problem 14.39 using a two-section Tschebyscheff trans-
former. Determine the dimensions of each section of the transformer.



CHAPTER15

Reflector Antennas

15.1 INTRODUCTION

Reflector antennas, in one form or another, have been in use since the discovery of
electromagnetic wave propagation in 1888 by Hertz. However the fine art of analyzing
and designing reflectors of many various geometrical shapes did not forge ahead until
the days of World War II when numerous radar applications evolved. Subsequent
demands of reflectors for use in radio astronomy, microwave communication, and
satellite tracking resulted in spectacular progress in the development of sophisticated
analytical and experimental techniques in shaping the reflector surfaces and optimizing
illumination over their apertures so as to maximize the gain. The use of reflector
antennas for deep-space communication, such as in the space program and especially
their deployment on the surface of the moon, resulted in establishing the reflector
antenna almost as a household word during the 1960s. Although reflector antennas
take many geometrical configurations, some of the most popular shapes are the plane,
corner, and curved reflectors (especially the paraboloid), as shown in Figure 15.1,
each of which will be discussed in this chapter. Many articles on various phases of
the analysis and design of curved reflectors have been published and some of the most
referenced can be found in a book of reprinted papers [1].

15.2 PLANE REFLECTOR

The simplest type of reflector is a plane reflector introduced to direct energy in a desired
direction. The arrangement is that shown in Figure 15.1(a) which has been extensively
analyzed in Section 4.7 when the radiating source is a vertical or horizontal linear ele-
ment. It has been clearly demonstrated that the polarization of the radiating source and
its position relative to the reflecting surface can be used to control the radiating proper-
ties (pattern, impedance, directivity) of the overall system. Image theory has been used
to analyze the radiating characteristics of such a system. Although the infinite dimen-
sions of the plane reflector are idealized, the results can be used as approximations
for electrically large surfaces. The perturbations introduced by keeping the dimensions

Antenna Theory: Analysis Design, Third Edition, by Constantine A. Balanis
ISBN 0-471-66782-X Copyright  2005 John Wiley & Sons, Inc.

883



884 REFLECTOR ANTENNAS

Figure 15.1 Geometrical configuration for some reflector systems.

finite can be accounted for by using special methods such as the Geometrical Theory
of Diffraction [2]–[5] which was introduced in Section 12.10.

15.3 CORNER REFLECTOR

To better collimate the energy in the forward direction, the geometrical shape of the
plane reflector itself must be changed so as to prohibit radiation in the back and side
directions. One arrangement which accomplishes that consists of two plane reflectors
joined so as to form a corner, as shown in Figures 15.1(b) and in 15.2(a). This is
known as the corner reflector. Because of its simplicity in construction, it has many
unique applications. For example, if the reflector is used as a passive target for radar
or communication applications, it will return the signal exactly in the same direction
as it received it when its included angle is 90◦. This is illustrated geometrically in
Figure 15.2(b). Because of this unique feature, military ships and vehicles are designed
with minimum sharp corners to reduce their detection by enemy radar. Corner reflectors
are also widely used as receiving elements for home television.

In most practical applications, the included angle formed by the plates is usually
90◦; however other angles are sometimes used. To maintain a given system efficiency,
the spacing between the vertex and the feed element must increase as the included
angle of the reflector decreases, and vice versa. For reflectors with infinite sides, the
gain increases as the included angle between the planes decreases. This, however, may
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Figure 15.2 Side and perspective views of solid and wire-grid corner reflectors.

not be true for finite size plates. For simplicity, in this chapter it will be assumed that
the plates themselves are infinite in extent (l = ∞). However, since in practice the
dimensions must be finite, guidelines on the size of the aperture (Da), length (l), and
height (h) will be given.

The feed element for a corner reflector is almost always a dipole or an array of
collinear dipoles placed parallel to the vertex a distance s away, as shown in a per-
spective view in Figure 15.2(c). Greater bandwidth is obtained when the feed elements
are cylindrical or biconical dipoles instead of thin wires. In many applications, espe-
cially when the wavelength is large compared to tolerable physical dimensions, the
surfaces of the corner reflector are frequently made of grid wires rather than solid
sheet metal, as shown in Figure 15.2(d). One of the reasons for doing that is to reduce
wind resistance and overall system weight. The spacing (g) between wires is made a
small fraction of a wavelength (usually g ≤ λ/10). For wires that are parallel to the
length of the dipole, as is the case for the arrangement of Figure 15.2(d), the reflectivity
of the grid-wire surface is as good as that of a solid surface.
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In practice, the aperture of the corner reflector (Da) is usually made between one
and two wavelengths (λ < Da < 2λ). The length of the sides of a 90◦ corner reflector
is most commonly taken to be about twice the distance from the vertex to the feed (l 	
2s). For reflectors with smaller included angles, the sides are made larger. The feed-to-
vertex distance (s) is usually taken to be between λ/3 and 2λ/3(λ/3 < s < 2λ/3). For
each reflector, there is an optimum feed-to-vertex spacing. If the spacing becomes too
small, the radiation resistance decreases and becomes comparable to the loss resistance
of the system which leads to an inefficient antenna. For very large spacing, the system
produces undesirable multiple lobes, and it loses its directional characteristics. It has
been experimentally observed that increasing the size of the sides does not greatly affect
the beamwidth and directivity, but it increases the bandwidth and radiation resistance.
The main lobe is somewhat broader for reflectors with finite sides compared to that of
infinite dimensions. The height (h) of the reflector is usually taken to be about 1.2 to
1.5 times greater than the total length of the feed element, in order to reduce radiation
toward the back region from the ends.

The analysis for the field radiated by a source in the presence of a corner reflector
is facilitated when the included angle (α) of the reflector is α = π/n, where n is an
integer (α = π, π/2, π/3, π/4, etc.). For those cases (α = 180◦, 90◦, 60◦, 45◦, etc.) it

Figure 15.3 Corner reflectors and their images (with perpendicularly polarized feeds) for
angles of 90◦, 60◦, 45◦, and 30◦.
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is possible to find a system of images, which when properly placed in the absence of
the reflector plates, form an array that yields the same field within the space formed by
the reflector plates as the actual system. The number of images, polarity, and position
of each is controlled by the included angle of the corner reflector and the polarization of
the feed element. In Figure 15.3 we display the geometrical and electrical arrangement
of the images for corner reflectors with included angles of 90◦, 60◦, 45◦, and 30◦ and a
feed with perpendicular polarization. The procedure for finding the number, location,
and polarity of the images is demonstrated graphically in Figure 15.4 for a corner
reflector with a 90◦ included angle. It is assumed that the feed element is a linear
dipole placed parallel to the vertex. A similar procedure can be followed for all other
reflectors with an included angle of α = 180◦/n, where n is an integer.

15.3.1 90◦ Corner Reflector

The first corner reflector to be analyzed is the one with an included angle of
90◦. Because its radiation characteristics are the most attractive, it has become the
most popular.

Figure 15.4 Geometrical placement and electrical polarity of images for a 90◦ corner reflector
with a parallel polarized feed.
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Referring to the reflector of Figure 15.2(c) with its images in Figure 15.4(b), the
total field of the system can be derived by summing the contributions from the feed
and its images. Thus

E(r, θ, φ) = E1(r1, θ, φ)+ E2(r2, θ, φ)+ E3(r3, θ, φ)+ E4(r4, θ, φ) (15-1)

In the far-zone, the normalized scalar field can be written as

E(r, θ, φ) = f (θ, φ)
e−jkr1

r1
− f (θ, φ)

e−jkr2

r2
+ f (θ, φ)

e−jkr3

r3
− f (θ, φ)

e−jkr4

r4

E(r, θ, φ) = [e+jks cosψ1 − e+jks cosψ2 + e+jks cosψ3 − e+jks cosψ4 ]f (θ, φ)
e−jkr

r
(15-2)

where

cosψ1 = âx · âr = sin θ cosφ (15-2a)

cosψ2 = ây · âr = sin θ sinφ (15-2b)

cosψ3 = −âx · âr = − sin θ cosφ (15-2c)

cosψ4 = −ây · âr = − sin θ sinφ (15-2d)

since âr = âx sin θ cosφ + ây sin θ sinφ + âz cos θ . Equation (15-2) can also be writ-
ten, using (15-2a)–(15-2d), as

E(r, θ, φ) = 2[cos(ks sin θ cosφ)− cos(ks sin θ sinφ)]f (θ, φ)
e−jkr

r
(15-3)

where for α = π/2 = 90◦

0 ≤ θ ≤ π,
0 ≤ φ ≤ α/2

2π − α/2 ≤ φ ≤ 2π
(15-3a)

Letting the field of a single isolated (radiating in free-space) element to be

E0 = f (θ, φ)
e−jkr

r
(15-4)

(15-3) can be rewritten as

E

E0
= AF(θ, φ) = 2[cos(ks sin θ cosφ)− cos(ks sin θ sinφ)] (15-5)

Equation (15-5) represents not only the ratio of the total field to that of an isolated
element at the origin but also the array factor of the entire reflector system. In the
azimuthal plane (θ = π/2), (15-5) reduces to

E

E0
= AF(θ = π/2, φ) = 2[cos(ks cosφ)− cos(ks sinφ)] (15-6)
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Figure 15.5 Normalized radiation amplitude patterns for α = 90◦ corner reflector.

To gain some insight into the performance of a corner reflector, in Figure 15.5
we display the normalized patterns for an α = 90◦ corner reflector for spacings of
s = 0.1λ, 0.7λ, 0.8λ, 0.9λ, and 1.0λ. It is evident that for the small spacings the pattern
consists of a single major lobe whereas multiple lobes appear for the larger spacings
(s > 0.7λ). For s = λ the pattern exhibits two lobes separated by a null along the
φ = 0◦ axis.

Another parameter of performance for the corner reflector is the field strength along
the symmetry axis (θ = 90◦, φ = 0◦) as a function of feed-to-vertex distance s [6]. The
normalized (relative to the field of a single isolated element) absolute field strength
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|E/E0| as a function of s/λ(0 ≤ s ≤ 10λ) for α = 90◦ is shown plotted in Figure 15.6.
It is apparent that the first field strength peak is achieved when s = 0.5λ, and it is equal
to 4. The field is also periodic with a period of 3s/λ = 1.

15.3.2 Other Corner Reflectors

A similar procedure can be used to derive the array factors and total fields for all other
corner reflectors with included angles of α = 180◦/n. Referring to Figure 15.3, it can
be shown that the array factors for α = 60◦, 45◦, and 30◦ can be written as

α = 60◦

AF(θ, φ) = 4 sin

(
X

2

)[
cos

(
X

2

)
− cos

(√
3
Y

2

)]
(15-7)

α = 45◦

AF(θ, φ) = 2

[
cos(X)+ cos(Y )− 2 cos

(
X√

2

)
cos

(
Y√

2

)]
(15-8)

α = 30◦

AF(θ, φ) = 2

[
cos(X)− 2 cos

(√
3

2
X

)
cos

(
Y

2

)

− cos(Y )+ 2 cos

(
X

2

)
cos

(√
3

2
Y

)] (15-9)

where

X = ks sin θ cosφ

Y = ks sin θ sinφ

(15-9a)

(15-9b)

These are assigned, at the end of the chapter, as exercises to the reader (Problem 15.2).
For a corner reflector with an included angle of α = 180◦/n, n = 1, 2, 3, . . . , the

number of images is equal to N = (360/α)− 1 = 2n− 1.
It has also been shown [7] by using long filament wires as feeds, that the azimuthal

plane (θ = π/2) array factor for corner reflectors with α = 180◦/n, where n is an
integer, can also be written as

n = even (n = 2, 4, 6, . . .)

AF(φ) = 4n(−1)n/2[Jn(ks) cos(nφ)+ J3n(ks) cos(3nφ)

+ J5n(ks) cos(5nφ)+ · · ·] (15-10a)
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Figure 15.6 Relative field strength along the axis (θ = 90◦, φ = 0◦) of an α = 90◦ corner
reflector as a function of feed-to-vertex spacing.

n = odd (n = 1, 3, 5, . . .)

AF(φ) = 4nj (−1)(n−1)/2[Jn(ks) cos(nφ)− J3n(ks) cos(3nφ)

+ J5n(ks) cos(5nφ)+ · · ·] (15-10b)

where Jm(x) is the Bessel function of the first kind of order m (see Appendix V).
When n is not an integer, the field must be found by retaining a sufficient number

of terms of the infinite series. It has also been shown [7] that for all values of n = m

(integral or fractional) that the field can be written as

AF(φ) = 4m[ejmπ/2Jm(ks) cos(mφ)+ ej3mπ/2J3m(ks) cos(3mφ)+ · · ·] (15-11)

The array factor for a corner reflector, as given by (15-10a)–(15-11), has a form
that is similar to the array factor for a uniform circular array, as given by (6-121).
This should be expected since the feed sources and their images in Figure 15.3 form
a circular array. The number of images increase as the included angle of the corner
reflector decreases.

Patterns have been computed for corner reflectors with included angles of 60◦, 45◦,
and 30◦. It has been found that these corner reflectors have also single-lobed patterns
for the smaller values of s, and they become narrower as the included angle decreases.
Multiple lobes begin to appear when

s 	 0.95λ for α = 60◦

s 	 1.2λ for α = 45◦

s 	 2.5λ for α = 30◦
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The field strength along the axis of symmetry (θ = 90◦, φ = 0◦) as a function of
the feed-to-vertex distance s, has been computed for reflectors with included angles
of α = 60◦, 45◦, and 30◦. The results for α = 45◦ are shown in Figure 15.7 for
0 ≤ s ≤ 10λ.

For reflectors with α = 90◦ and 60◦, the normalized field strength is periodic with
periods of λ and 2λ, respectively. However, for the 45◦ and 30◦ reflectors the nor-
malized field is not periodic but rather “almost periodic” or “pseudoperiodic” [8].
For the 45◦ and 30◦ reflectors the arguments of the trigonometric functions represent-
ing the arrays factors, and given by (15-8)–(15-9b), are related by irrational numbers
and therefore the arrays factors do not repeat. However, when plotted they look very
similar. Therefore when examined only graphically, the observer erroneously may con-
clude that the patterns are periodic (because they look so much the same). However,
when the array factors are examined analytically it is concluded that the functions
are not periodic but rather nearly periodic. The field variations are “nearly similar”
in form in the range 3s 	 16.69λ for the α = 45◦ and 3s 	 30λ for the α = 30◦.
Therefore the array factors of (15-8) and (15-9) belong to the class of nearly periodic
functions [8].

It has also been found that the maximum field strength increases as the included
angle of the reflector decreases. This is expected since a smaller angle reflector exhibits
better directional characteristics because of the narrowness of its angle. The maximum
values of |E/E0| for α = 60◦, 45◦, and 30◦ are approximately 5.2, 8, and 9, respec-
tively. The first field strength peak, but not necessarily the ultimate maximum, is
achieved when

s 	 0.65λ for α = 60◦

s 	 0.85λ for α = 45◦

s 	 1.20λ for α = 30◦

Figure 15.7 Relative field strength along the axis (θ = 90◦, φ = 0◦) for an α = 45◦ corner
reflector as a function of feed-to-vertex spacing.
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15.4 PARABOLIC REFLECTOR

The overall radiation characteristics (antenna pattern, antenna efficiency, polarization
discrimination, etc.) of a reflector can be improved if the structural configuration of
its surface is upgraded. It has been shown by geometrical optics that if a beam of
parallel rays is incident upon a reflector whose geometrical shape is a parabola, the
radiation will converge (focus) at a spot which is known as the focal point. In the
same manner, if a point source is placed at the focal point, the rays reflected by a
parabolic reflector will emerge as a parallel beam. This is one form of the principle of
reciprocity, and it is demonstrated geometrically in Figure 15.1(c). The symmetrical
point on the parabolic surface is known as the vertex. Rays that emerge in a parallel
formation are usually said to be collimated. In practice, collimation is often used to
describe the highly directional characteristics of an antenna even though the emanating
rays are not exactly parallel. Since the transmitter (receiver) is placed at the focal point
of the parabola, the configuration is usually known as front fed.

The disadvantage of the front-fed arrangement is that the transmission line from the
feed must usually be long enough to reach the transmitting or the receiving equipment,
which is usually placed behind or below the reflector. This may necessitate the use
of long transmission lines whose losses may not be tolerable in many applications,
especially in low-noise receiving systems. In some applications, the transmitting or
receiving equipment is placed at the focal point to avoid the need for long transmis-
sion lines. However, in some of these applications, especially for transmission that
may require large amplifiers and for low-noise receiving systems where cooling and
weatherproofing may be necessary, the equipment may be too heavy and bulky and
will provide undesirable blockage.

Another arrangement that avoids placing the feed (transmitter and/or receiver) at
the focal point is that shown in Figure 15.1(d), and it is known as the Cassegrain feed.
Through geometrical optics, Cassegrain, a famous astronomer (hence its name), showed
that incident parallel rays can be focused to a point by utilizing two reflectors. To
accomplish this, the main (primary) reflector must be a parabola, the secondary reflector
(subreflector) a hyperbola, and the feed placed along the axis of the parabola usually
at or near the vertex. Cassegrain used this scheme to construct optical telescopes, and
then its design was copied for use in radio frequency systems. For this arrangement,
the rays that emanate from the feed illuminate the subreflector and are reflected by
it in the direction of the primary reflector, as if they originated at the focal point of
the parabola (primary reflector). The rays are then reflected by the primary reflector
and are converted to parallel rays, provided the primary reflector is a parabola and
the subreflector is a hyperbola. Diffractions occur at the edges of the subreflector
and primary reflector, and they must be taken into account to accurately predict the
overall system pattern, especially in regions of low intensity [9]–[11]. Even in regions
of high intensity, diffractions must be included if an accurate formation of the fine
ripple structure of the pattern is desired. With the Cassegrain-feed arrangement, the
transmitting and/or receiving equipment can be placed behind the primary reflector.
This scheme makes the system relatively more accessible for servicing and adjustments.

A parabolic reflector can take two different forms. One configuration is that of the
parabolic right cylinder, shown in Figure 15.8(a), whose energy is collimated at a line
that is parallel to the axis of the cylinder through the focal point of the reflector. The
most widely used feed for this type of a reflector is a linear dipole, a linear array, or a
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Reflector
(parabolic cylinder)

Feed (dipole) Feed (horn)

Reflector
(paraboloid)

(a) Parabolic right cylinder (b) Paraboloid

Figure 15.8 Parabolic right cylinder and paraboloid.

slotted waveguide. The other reflector configuration is that of Figure 15.8(b) which is
formed by rotating the parabola around its axis, and it is referred to as a paraboloid
(parabola of revolution). A pyramidal or a conical horn has been widely utilized as a
feed for this arrangement.

There are many other types of reflectors whose analysis is widely documented
in the literature [12]–[14]. The spherical reflector, for example, has been utilized for
radioastronomy and small earth-station applications, because its beam can be efficiently
scanned by moving its feed. An example of that is the 1,000-ft (305-m) diameter
spherical reflector at Arecibo, Puerto Rico [12] whose primary surface is built into
the ground and scanning of the beam is accomplished by movement of the feed. For
spherical reflectors a substantial blockage may be provided by the feed leading to
unacceptable minor lobe levels, in addition to the inherent reduction in gain and less
favorable cross-polarization discrimination.

To eliminate some of the deficiencies of the symmetric configurations, offset-
parabolic reflector designs have been developed for single- and dual-reflector systems
[13]. Because of the asymmetry of the system, the analysis is more complex. However
the advent and advances of computer technology have made the modeling and
optimization of the offset-reflector designs available and convenient. Offset-reflector
designs reduce aperture blocking and VSWR. In addition, they lead to the use of
larger f/d ratios while maintaining acceptable structural rigidity, which provide an
opportunity for improved feed pattern shaping and better suppression of cross-polarized
radiation emanating from the feed. However, offset-reflector configurations generate
cross-polarized antenna radiation when illuminated by a linearly polarized primary
feed. Circularly polarized feeds eliminate depolarization, but they lead to squinting of
the main beam from boresight. In addition, the structural asymmetry of the system is
usually considered a major drawback.

Paraboloidal reflectors are the most widely used large aperture ground-based anten-
nas [14]. At the time of its construction, the world’s largest fully steerable reflector
was the 100-m diameter radio telescope [15] of the Max Planck Institute for Radioas-
tronomy at Effelsberg, West Germany, while the largest in the United States was the
64-m diameter [16] reflector at Goldstone, California built primarily for deep-space
applications. When fed efficiently from the focal point, paraboloidal reflectors produce
a high-gain pencil beam with low side lobes and good cross-polarization discrimination
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characteristics. This type of an antenna is widely used for low-noise applications, such
as in radioastronomy, and it is considered a good compromise between performance
and cost. To build a large reflector requires not only a large financial budget but also a
difficult structural undertaking, because it must withstand severe weather conditions.

Cassegrain designs, employing dual-reflector surfaces, are used in applications where
pattern control is essential, such as in satellite ground-based systems, and have effi-
ciencies of 65–80%. They supersede the performance of the single-reflector front-fed
arrangement by about 10%. Using geometrical optics, the classical Cassegrain config-
uration, consisting of a paraboloid and a hyperboloid, is designed to achieve a uniform
phase front in the aperture of the paraboloid. By employing good feed designs, this
arrangement can achieve lower spillover and more uniform illumination of the main
reflector. In addition, slight shaping of one or both of the dual-reflector’s surfaces can
lead to an aperture with almost uniform amplitude and phase with a substantial enhance-
ment in gain [14]. These are referred to as shaped reflectors. Shaping techniques have

Figure 15.9 Shaped 10-m earth-station dual-reflector antenna. (Courtesy Andrew Corp)
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been employed in dual-reflectors used in earth-station applications. An example is the
10-m earth-station dual-reflector antenna, shown in Figure 15.9, whose main reflector
and subreflector are shaped.

For many years horns or waveguides, operating in a single mode, were used as
feeds for reflector antennas. However because of radioastronomy and earth-station
applications, considerable efforts have been placed in designing more efficient feeds to
illuminate either the main reflector or the subreflector. It has been found that corrugated
horns that support hybrid mode fields (combination of TE and TM modes) can be used
as desirable feeds. Such feed elements match efficiently the fields of the feeds with
the desired focal distribution produced by the reflector, and they can reduce cross-
polarization. Dielectric cylinders and cones are other antenna structures that support
hybrid modes [14]. Their structural configuration can also be used to support the
subreflector and to provide attractive performance figures.

There are primarily two techniques that can be used to analyze the performance
of a reflector system [17]. One technique is the aperture distribution method and the
other the current distribution method. Both techniques will be introduced to show the
similarities and differences.

15.4.1 Front-Fed Parabolic Reflector

Parabolic cylinders have widely been used as high-gain apertures fed by line sources.
The analysis of a parabolic cylinder (single curved) reflector is similar, but consid-
erably simpler than that of a paraboloidal (double curved) reflector. The principal
characteristics of aperture amplitude, phase, and polarization for a parabolic cylinder,
as contrasted to those of a paraboloid, are as follows:

1. The amplitude taper, due to variations in distance from the feed to the sur-
face of the reflector, is proportional to 1/ρ in a cylinder compared to 1/r2 in
a paraboloid.

2. The focal region, where incident plane waves converge, is a line source for a
cylinder and a point source for a paraboloid.

3. When the fields of the feed are linearly polarized parallel to the axis of the
cylinder, no cross-polarized components are produced by the parabolic cylinder.
That is not the case for a paraboloid.

Generally, parabolic cylinders, as compared to paraboloids, (1) are mechanically
simpler to build, (2) provide larger aperture blockage, and (3) do not possess the attrac-
tive characteristics of a paraboloid. In this chapter, only paraboloidal reflectors will
be examined.

A. Surface Geometry
The surface of a paraboloidal reflector is formed by rotating a parabola about its axis. Its
surface must be a paraboloid of revolution so that rays emanating from the focus of the
reflector are transformed into plane waves. The design is based on optical techniques,
and it does not take into account any deformations (diffractions) from the rim of the
reflector. Referring to Figure 15.10 and choosing a plane perpendicular to the axis of
the reflector through the focus, it follows that

OP + PQ = constant = 2f (15-12)
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Figure 15.10 Two-dimensional configuration of a paraboloidal reflector.

Since
OP = r ′ (15-13)

PQ = r ′ cos θ ′

(15-12) can be written as
r ′(1+ cos θ ′) = 2f (15-14)

or

r ′ = 2f

1+ cos θ ′
= f sec2

(
θ ′

2

)
θ ≤ θ0 (15-14a)

Since a paraboloid is a parabola of revolution (about its axis), (15-14a) is also the
equation of a paraboloid in terms of the spherical coordinates r ′, θ ′, φ′. Because of its
rotational symmetry, there are no variations with respect to φ′.

Equation (15-14a) can also be written in terms of the rectangular coordinates
x ′, y ′, z′. That is,

r ′ + r ′ cos θ ′ =
√
(x ′)2 + (y ′)2 + (z′)2 + z′ = 2f (15-15)

or
(x ′)2 + (y ′)2 = 4f (f − z′) with (x ′)2 + (y ′)2 ≤ (d/2)2 (15-15a)



898 REFLECTOR ANTENNAS

In the analysis of parabolic reflectors, it is desirable to find a unit vector that is
normal to the local tangent at the surface reflection point. To do this, (15-14a) is first
expressed as

f − r ′ cos2

(
θ ′

2

)
= S = 0 (15-16)

and then a gradient is taken to form a normal to the surface. That is,

N = ∇
[
f − r ′ cos2

(
θ ′

2

)]
= â′r

∂S

∂r ′
+ â′θ

1

r ′
∂S

∂θ ′

= −â′r cos2

(
θ ′

2

)
+ â′θ cos

(
θ ′

2

)
sin

(
θ ′

2

)
(15-17)

A unit vector, normal to S, is formed from (15-17) as

n̂ = N
|N| = −â′r cos

(
θ ′

2

)
+ â′θ sin

(
θ ′

2

)
(15-18)

To find the angle between the unit vector n̂ which is normal to the surface at the
reflection point, and a vector directed from the focus to the reflection point, we form

cosα = −â′r · n̂ = −â′r ·
[
−â′r cos

(
θ ′

2

)
+ â′θ sin

(
θ ′

2

)]

= cos

(
θ ′

2

) (15-19)

In a similar manner we can find the angle between the unit vector n̂ and the z-axis.
That is,

cosβ = −âz · n̂ = −âz ·
[
−â′r cos

(
θ ′

2

)
+ â′θ sin

(
θ ′

2

)]
(15-20)

Using the transformation of (4-5), (15-20) can be written as

cosβ = −(â′r cos θ ′ − â′θ sin θ ′) ·
[
−â′r cos

(
θ ′

2

)
+ â′θ sin

(
θ ′

2

)]

= cos

(
θ ′

2

) (15-21)

which is identical to α of (15-19). This is nothing more than a verification of Snell’s
law of reflection at each differential area of the surface, which has been assumed to
be flat locally.
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Another expression that is usually very prominent in the analysis of reflectors is that
relating the subtended angle θ0 to the f/d ratio. From the geometry of Figure 15.10

θ0 = tan−1

(
d/2

z0

)
(15-22)

where z0 is the distance along the axis of the reflector from the focal point to the edge
of the rim. From (15-15a)

z0 = f − x0
2 + y0

2

4f
= f − (d/2)2

4f
= f − d2

16f
(15-23)

Substituting (15-23) into (15-22) reduces it to

θ0 = tan−1

∣∣∣∣∣∣∣∣
d

2

f − d2

16f

∣∣∣∣∣∣∣∣ = tan−1

∣∣∣∣∣∣∣∣∣
1

2

(
f

d

)
(
f

d

)2

− 1

16

∣∣∣∣∣∣∣∣∣
(15-24)

It can also be shown that another form of (15-24) is

f =
(
d

4

)
cot

(
θ0

2

)
(15-25)

B. Induced Current Density
To determine the radiation characteristics (pattern, gain, efficiency, polarization, etc.)
of a parabolic reflector, the current density induced on its surface must be known.

The current density Js can be determined by using

Js = n̂ × H = n̂ × (Hi +Hr ) (15-26)

where Hi and Hr represent, respectively, the incident and reflected magnetic field
components evaluated at the surface of the conductor, and n̂ is a unit vector normal to
the surface. If the reflecting surface can be approximated by an infinite plane surface
(this condition is met locally for a parabola), then by the method of images

n̂ × Hi = n̂ × Hr (15-27)

and (15-26) reduces to

Js = n̂ × (Hi +Hr ) = 2n̂ × Hi = 2n̂ × Hr (15-28)

The current density approximation of (15-28) is known as the physical-optics approx-
imation, and it is valid when the transverse dimensions of the reflector, radius of
curvature of the reflecting object, and the radius of curvature of the incident wave are
large compared to a wavelength.
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If the reflecting surface is in the far-field of the source generating the incident waves,
then (15-28) can also be written as

Js = 2n̂ × Hi 	 2

η
[n̂ × (ŝi × Ei )] (15-29)

or

Js = 2n̂ × Hr 	 2

η
[n̂ × (ŝr × Er )] (15-29a)

where η is the intrinsic impedance of the medium, ŝi and ŝr are radial unit vectors
along the ray paths of the incident and reflected waves (as shown in Figure 15.11),
and Ei and Er are the incident and reflected electric fields.

C. Aperture Distribution Method
It was pointed out earlier that the two most commonly used techniques in analyzing
the radiation characteristics of reflectors are the aperture distribution and the current
distribution methods.

For the aperture distribution method, the field reflected by the surface of the
paraboloid is first found over a plane which is normal to the axis of the reflector.
Geometrical optics techniques (ray tracing) are usually employed to accomplish this.
In most cases, the plane is taken through the focal point, and it is designated as the
aperture plane, as shown in Figure 15.12. Equivalent sources are then formed over that
plane. Usually it is assumed that the equivalent sources are zero outside the projected
area of the reflector on the aperture plane. These equivalent sources are then used to
compute the radiated fields utilizing the aperture techniques of Chapter 12.

For the current distribution method, the physical optics approximation of the induced
current density Js given by (15-28) (Js 	 2n̂ × Hi where Hi is the incident magnetic
field and n̂ is a unit vector normal to the reflector surface) is formulated over the
illuminated side of the reflector (S1) of Figure 15.11. This current density is then
integrated over the surface of the reflector to yield the far-zone radiation fields.

b

a

G

S2

S1

st

ds′
∧

sr
∧

n∧

Figure 15.11 Reflecting surface with boundary ?.
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Figure 15.12 Three-dimensional geometry of a paraboloidal reflector system.

For the reflector of Figure 15.11, approximations that are common to both meth-
ods are:

1. The current density is zero on the shadow side (S2) of the reflector.

2. The discontinuity of the current density over the rim (?) of the reflector is
neglected.

3. Direct radiation from the feed and aperture blockage by the feed are neglected.

These approximations lead to accurate results, using either technique, for the radi-
ated fields on the main beam and nearby minor lobes. To predict the pattern more
accurately in all regions, especially the far minor lobes, geometrical diffraction tech-
niques [9]–[11] can be applied. Because of the level of the material, it will not be
included here. The interested reader can refer to the literature.

The advantage of the aperture distribution method is that the integration over the
aperture plane can be performed with equal ease for any feed pattern or feed position
[18]. The integration over the surface of the reflector as required for the current dis-
tribution method, becomes quite complex and time consuming when the feed pattern
is asymmetrical and/or the feed is placed off-axis.

Let us assume that a y-polarized source with a gain function of Gf (θ
′, φ′) is placed

at the focal point of a paraboloidal reflector. The radiation intensity of this source is
given by

U(θ ′, φ′) = Pt

4π
Gf (θ

′, φ′) (15-30)
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where Pt is the total radiated power. Referring to Figure 15.12, at a point r ′ in the
far-zone of the source

U(θ ′, φ′) = 1

2
Re[E◦(θ ′, φ′)× H◦∗(θ ′, φ′)] = 1

2η
|E◦(θ ′, φ′)|2 (15-31)

or

|E◦(θ ′, φ′)| = [2ηU(θ ′, φ′)]1/2 =
[
η
Pt

2π
Gf (θ

′, φ′)
]1/2

(15-31a)

The incident field, with a direction perpendicular to the radial distance, can then be
written as

Ei (r ′, θ ′, φ′) = êi

[√
µ

ε

Pt

2π
Gf (θ

′, φ′)
]1/2

e−jkr ′

r ′
= êiC1

√
Gf (θ ′, φ′)

e−jkr ′

r ′
(15-32)

C1 =
(µ
ε

)1/4
(
Pt

2π

)1/2

(15-32a)

where êi is a unit vector perpendicular to â′r and parallel to the plane formed by â′r
and ây , as shown in Figure 15.13.

It can be shown [19] that on the surface of the reflector

Js = 2
√
ε

µ
[n̂ × (ŝi × Ei )] = 2

√
ε

µ
C1

√
Gf (θ ′, φ′)

e−jkr ′

r ′
u (15-33)

where
u = n̂ × (â′r × êi ) = (n̂ · êi )â′r − (n̂ · â′r )êi (15-33a)

Figure 15.13 Unit vector alignment for a paraboloidal reflector system.
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which reduces to

u =
[
−âx sin θ ′ sin

(
θ ′

2

)
sinφ′ cosφ′

+ ây cos

(
θ ′

2

)
(sin2 φ′ cos θ ′ + cos2 φ′)

− âz cos θ ′ sinφ′ sin

(
θ ′

2

)]/√
1− sin2 θ ′ sin2 φ′ (15-34)

To find the aperture field Eap at the plane through the focal point, due to the reflector
currents of (15-33), the reflected field Er at r ′ (the reflection point) is first found. This
is of the form

Er = êrC1

√
Gf (θ ′, φ′)

e−jkr ′

r ′
(15-35)

where êr is a unit vector depicting the polarization of the reflected field. From (15-29a)

Js = 2
√
ε

µ
[n̂ × (ŝr × Er )] (15-36)

Because ŝr = −âz, (15-36) can be written, using (15-35), as

Js = 2
√
ε

µ
C1

√
Gf (θ ′, φ′)

e−jkr ′

r ′
u (15-37)

where

u = n̂ × (−âz × êr ) = −âz(n̂ · êr )− êr cos

(
θ ′

2

)
(15-37a)

Since u in (15-37) and (15-37a) is the same as that of (15-33)–(15-34), it can be shown
[19] through some extensive mathematical manipulations that

êr = âx sinφ′ cosφ′(1− cos θ ′)− ây(sin2 φ′ cos θ ′ + cos2 φ′)√
1− sin2 θ ′ sin2 φ′

(15-38)

Thus the field Er at the point of reflection r ′ is given by (15-35) where êr is given
by (15-38). At the plane passing through the focal point, the field is given by

Eap = êrC1

√
Gf (θ ′, φ′)

e−jkr ′(1+cos θ ′)

r ′
= âxExa + âyEya (15-39)

where Exa and Eya represent the x- and y-components of the reflected field over the
aperture. Since the field from the reflector to the aperture plane is a plane wave, no
correction in amplitude is needed to account for amplitude spreading.
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Using the reflected electric field components (Exa and Eya) as given by (15-39), an
equivalent is formed at the aperture plane. That is,

J′s = n̂ × Ha = −âz ×
(

âx
Eay

η
− ây

Eax

η

)
= −âx

Eax

η
− ây

Eay

η
(15-40a)

M′
s = −n̂ × Ea = +âz × (âxEax + âyEay) = −âxEay + âyEax (15-40b)

The radiated field can be computed using the (15-40a), (15-40b), and the formulations
of Section 12.3. The integration is restricted only over the projected cross-sectional
area S0 of the reflector at the aperture plane shown dashed in Figure 15.12. That is,

Eθs = jke−jkr

4πr
(1− cos θ)

∫∫
S0

(−Eax cosφ − Eay sinφ)

× ejk(x
′ sin θ cosφ+y ′ sin θ sinφ) dx ′ dy ′

Eφs = jke−jkr

4πr
(1− cos θ)

∫∫
S0

(−Eax sinφ + Eay cosφ)

× ejk(x
′ sin θ cosφ+y ′ sin θ sinφ) dx ′ dy ′

(15-41a)

(15-41b)

The aperture distribution method has been used to compute, using efficient numerical
integration techniques, the radiation patterns of paraboloidal [18] and spherical [20]
reflectors. The fields given by (15-41a) and (15-41b) represent only the secondary
pattern due to scattering from the reflector. The total pattern of the system is represented
by the sum of secondary pattern and the primary pattern of the feed element. For most
feeds (such as horns), the primary pattern in the boresight (forward) direction of the
reflector is of very low intensity and usually can be neglected.

To demonstrate the utility of the techniques, the principal E- and H -plane secondary
patterns of a 35 GHz reflector, with an f/d 	 0.82 [f = 8.062 in. (20.48 cm), d =
9.84 in. (24.99 cm)] and fed by a conical dual-mode horn, were computed and they are
displayed in Figure 15.14. Since the feed horn has identical E- and H -plane patterns
and the reflector is fed symmetrically, the reflector E- and H -plane patterns are also
identical and do not possess any cross-polarized components.

To simultaneously display the field intensity associated with each point in the aper-
ture plane of the reflector, a computer generated plot was developed [20]. The field
point locations, showing quantized contours of constant amplitude in the aperture plane,
are illustrated in Figure 15.15. The reflector system has an f/d 	 0.82 with the same
physical dimensions [f = 8.062 in. (20.48 cm), d = 9.84 in. (24.99 cm)] and the same
feed as the principal pattern of Figure 15.14. One symbol is used to represent the ampli-
tude level of each 3-dB region. The field intensity within the bounds of the reflector
aperture plane is within the 0–15 dB range.

D. Cross-Polarization
The field reflected by the paraboloid, as represented by (15-35) and (15-38) of the aper-
ture distribution method, contains x- and y-polarized components when the incident
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Figure 15.14 Principal E- or H -plane pattern of a symmetrical front-fed paraboloidal reflector.
(Courtesy M. C. Bailey, NASA Langley Research Center)

Figure 15.15 Field point locations of constant amplitude contours in the aperture plane of a
symmetrical front-fed paraboloidal reflector. (Courtesy M. C. Bailey, NASA Langley Research
Center)
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Figure 15.16 Principal (y-direction) and cross-polarization (x-direction) components of a
paraboloidal reflector. (SOURCE: S. Silver (ed.), Microwave Antenna Theory and Design (MIT
Radiation Lab. Series, Vol. 12), McGraw-Hill, New York, 1949)

field is y-polarized. The y-component is designated as the principal polarization and
the x-component as the cross-polarization. This is illustrated in Figure 15.16. It is also
evident that symmetrical (with respect to the principal planes) cross-polarized compo-
nents are 180◦ out of phase with one another. However for very narrow beam reflectors
or for angles near the boresight axis (θ ′ 	 0◦), the cross-polarized x-component dimin-
ishes and it vanishes on axis (θ ′ = 0◦). A similar procedure can be used to show that
for an incident x-polarized field, the reflecting surface decomposes the wave to a
y-polarized field, in addition to its x-polarized component.

An interesting observation about the polarization phenomenon of a parabolic reflec-
tor can be made if we first assume that the feed element is an infinitesimal electric
dipole (l � λ) with its length along the y-axis. For that feed, the field reflected by the
reflector is given by (15-35) where from (4-114)

C1

√
Gf (θ

′, φ′) = jη
kI0l

4π
sinψ = jη

kI0l

4π

√
1− cos2 ψ

= jη
kI0l

4π

√
1− sin2 θ ′ sin2 φ′

(15-42)

The angle ψ is measured from the y-axis toward the observation point.
When (15-42) is inserted in (15-35), we can write with the aid of (15-38) that

Er = [âx sinφ′ cosφ′(1− cos θ ′)− ây(sin2 φ′ cos θ ′ + cos2 φ′)]× jη
kI0l

4π

e−jkr ′

r ′
(15-43)

Now let us assume that an infinitesimal magnetic dipole, with its length along the
x-axis (or a small loop with its area parallel to the y-z plane) and with a magnetic
moment of −âxM , is placed at the focal point and used as a feed. It can be shown
[21]–[23] that the field reflected by the reflector has x- and y-components. However
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Figure 15.17 Electric and magnetic dipole fields combined to form a Huygens’ source with
ideal feed polarization for reflector. (SOURCE: A. W. Love, “Some Highlights in Reflector Antenna
Development,” Radio Science, Vol. 11, Nos. 8, 9, August–September 1976)

the x-component has a reverse sign to the x-component of the electric dipole feed.
By adjusting the ratio of the electric to the magnetic dipole moments to be equal
to
√
µ/ε, the two cross-polarized reflected components (x-components) can be made

equal in magnitude and for their sum to vanish (because of reverse signs). Thus a cross
electric and magnetic dipole combination located at the focal point of a paraboloid can
be used to induce currents on the surface of the reflector which are parallel everywhere.
This is illustrated graphically in Figure 15.17.

The direction of the induced current flow determines the far-field polarization of
the antenna. Thus for the crossed electric and magnetic dipole combination feed, the
far-field radiation is free of cross-polarization. This type of feed is “ideal” in that it
does not require that the surface of the reflector be solid but can be formed by closely
spaced parallel conductors. Because of its ideal characteristics, it is usually referred to
as a Huygens’ source.

E. Current Distribution Method
The current distribution method was introduced as a technique that can be used to
better approximate, as compared to the geometrical optics (ray-tracing) method, the
field scattered from a surface. Usually the main difficulty in applying this method is
the approximation of the current density over the surface of the scatterer.

To analyze the reflector using this technique, we refer to the radiation integrals and
auxiliary potential functions formulations of Chapter 3. While the two-step procedure
of Figure 3.1 often simplifies the solution of most problems, the one-step formulation
of Figure 3.1 is most convenient for the reflectors.

Using the potential function methods outlined in Chapter 3, and referring to the
coordinate system of Figure 12.2(a), it can be shown [17] that the E- and H-fields
radiated by the sources J and M can be written as

E = EA + EF = −j 1

4πωε

∫
V

[(J · ∇)∇ + k2J+ jωεM×∇]
e−jkR

R
dv′ (15-44a)

H = HA +HF = −j 1

4πωµ

∫
V

[(M · ∇)∇ + k2M− jωµJ×∇]
e−jkR

R
dv′ (15-44b)
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which for far-field observations reduce, according to the coordinate system of
Figure 12.2(b), to

E 	 −j ωµ
4πr

e−jkr
∫
V

[
J− (J · âr )âr +

√
ε

µ
M × âr

]
e+jkr′·âr dv′ (15-45a)

H 	 −j ωε
4πr

e−jkr
∫
V

[
M− (M · âr )âr −

√
µ

ε
J × âr

]
e+jkr′ ·âr dv′ (15-45b)

If the current distributions are induced by electric and magnetic fields incident on a
perfect electric conducting (σ = ∞) surface shown in Figure 15.18, the fields created
by these currents are referred to as scattered fields. If the conducting surface is closed,
the far-zone fields are obtained from (15-45a) and (15-45b) by letting M = 0 and
reducing the volume integral to a surface integral with the surface current density J
replaced by the linear current density Js . Thus

Es = −j ωµ
4πr

e−jkr#
S

[Js − (Js · âr )âr ]e+jkr′·âr ds ′

Hs = +j ω
√
µε

4πr
e−jkr#

S

[Js × âr ]e+jkr′·âr ds ′

(15-46a)

(15-46b)

The electric and magnetic fields scattered by the closed surface of the reflector of
Figure 15.11, and given by (15-46a) and (15-46b), are valid provided the source-density
functions (current and charge) satisfy the equation of continuity. This would be satisfied
if the scattering object is a smooth closed surface. For the geometry of Figure 15.11,
the current distribution is discontinuous across the boundary ? (being zero over the
shadow area S2) which divides the illuminated (S1) and shadow (S2) areas. It can be
shown [17] that the equation of continuity can be satisfied if an appropriate line-source
distribution of charge is introduced along the boundary ?. Therefore the total scattered
field would be the sum of the (1) surface currents over the illuminated area, (2) surface
charges over the illuminated area, and (3) line-charge distribution over the boundary ?.

Figure 15.18 Geometrical arrangement of reflecting surface.
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The contributions from the surface charge density are taken into account by the
current distribution through the equation of continuity. However it can be shown [17]
that in the far-zone the contribution due to line-charge distribution cancels out the lon-
gitudinal component introduced by the surface current and charge distributions. Since
in the far-zone the field components are predominantly transverse, the contribution
due to the line-charge distribution need not be included and (15-46a)–(15-46b) can be
applied to an open surface.

In this section, (15-46a) and (15-46b) will be used to calculate the field scattered
from the surface of a parabolic reflector. Generally the field radiated by the currents
on the shadow region of the reflector is very small compared to the total field, and
the currents and field can be set equal to zero. The field scattered by the illuminated
(concave) side of the parabolic reflector can be formulated, using the current distri-
bution method, by (15-46a) and (15-46b) when the integration is restricted over the
illuminated area.

The total field of the system can be obtained by a superposition of the radiation from
the primary source in directions greater than θ0(θ > θ0) and that scattered by the surface
as obtained by using either the aperture distribution or the current distribution method.

Generally edge effects are neglected. However the inclusion of diffracted fields
[9]–[11] from the rim of the reflector not only introduce fields in the shadow region
of the reflector, but also modify those present in the transition and lit regions. Any
discontinuities introduced by geometrical optics methods along the transition region
(between lit and shadow regions) are removed by the diffracted components.

The far-zone electric field of a parabolic reflector, neglecting the direct radiation, is
given by (15-46a). When expanded, (15-46a) reduces, by referring to the geometry of
Figure 15.18, to the two components of

Eθ = −j ωµ
4πr

e−jkr
∫∫
S1

âθ · Jse+jkr′·âr ds ′

Eφ = −j ωµ
4πr

e−jkr
∫∫
S1

âφ · Jse+jkr′·âr ds ′

(15-47a)

(15-47b)

According to the geometry of Figure 15.19

ds ′ = dW dN = (r ′ sin θ ′ dφ′)
[
r ′ sec

(
θ ′

2

)
dθ ′
]

= (r ′)2 sin θ ′ sec

(
θ ′

2

)
dθ ′ dφ′ (15-48)

since

dW = r ′ sin θ ′ dφ′ (15-48a)

dH = −â′r · dN = −â′r · n̂ dN

= −â′r ·
[
−â′r cos

(
θ ′

2

)
+ â′θ sin

(
θ ′

2

)]
dN = cos

(
θ ′

2

)
dN (15-48b)
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Figure 15.19 Projected cross section and side view of reflector.

dN = sec

(
θ ′

2

)
dH = sec

(
θ ′

2

)
r ′ dθ ′ = r ′ sec

(
θ ′

2

)
dθ ′ (15-48c)

Therefore, it can be shown that (15-47a) and (15-47b) can be expressed, with the aid
of (15-37), (15-37a), and (15-48), as

[
Eθ

Eφ

]
= −j ωµ

2πr

√
ε

µ
C1e

−jkr
[

âθ · I
âφ · I

]

= −j ωµe
−jkr

2πr

[√
ε

µ

Pt

2π

]1/2 [
âθ · I
âφ · I

]
(15-49)

where
I = It + Iz (15-49a)
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It = −
∫ 2π

0

∫ θ0

0
êr cos

(
θ ′

2

)√
Gf (θ ′, φ′)

r ′
e−jkr

′[1−sin θ ′ sin θ cos(φ′−φ)−cos θ ′ cos θ]

× (r ′)2 sin θ ′ sec

(
θ ′

2

)
dθ ′ dφ′ (15-49b)

Iz = −âz

∫ 2π

0

∫ θ0

0
(n̂ · êr )

√
Gf (θ

′, φ′)
r ′

e−jkr
′[1−sin θ ′ sin θ cos(φ′−φ)−cos θ ′ cos θ]

× (r ′)2 sin θ ′ sec

(
θ ′

2

)
dθ ′ dφ′ (15-49c)

By comparing (15-49) with (15-35), the radiated field components formulated by the
aperture distribution and current distribution methods lead to similar results provided
the Iz contribution of (15-49c) is neglected. As the ratio of the aperture diameter to
wavelength (d/λ) increases, the current distribution method results reduce to those of
the aperture distribution and the angular pattern becomes more narrow.

For variations near the θ = π region, the Iz contribution becomes negligible because

âθ · [−âz(n̂ · êr )] = [âx sin θ cosφ + ây cos θ sinφ − âz sin θ ]

· [−âz(n̂ · êr )] = (n̂ · êr ) sin θ (15-50a)

âφ · [−âz(n̂ · êr )] = [−âx sinφ + ây cosφ] · [−âz(n̂ · êr )] = 0 (15-50b)

F. Directivity and Aperture Efficiency
In the design of antennas, the directivity is a very important figure of merit. The
purpose of this section will be to examine the dependence of the directivity and aperture
efficiency on the primary-feed pattern Gf (θ

′, φ′) and f/d ratio (or the included angle
2θ0) of the reflector. To simplify the analysis, it will be assumed that the feed pattern
Gf (θ

′, φ′) is circularly symmetric (not a function of φ′) and that Gf (θ
′) = 0 for

θ ′ > 90◦.
The secondary pattern (formed by the surface of the reflector) is given by (15-49).

Approximating the I of (15-49a) by It , the total E-field in the θ = π direction is given
by either Eθ or Eφ of (15-49). Assuming the feed is circularly symmetric, linearly
polarized in the y-direction, and by neglecting cross-polarized contributions, it can be
shown with the aid of (15-14a) that (15-49) reduces to

E(r, θ = π) = −j 2ωµf

r

[√
ε

µ

Pt

2π

]1/2

e−jk(r+2f )
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′

(15-51)
The power intensity (power/unit solid angle) in the forward direction U(θ = π) is

given by

U(θ = π) = 1

2
r2
√
ε

µ
|E(r, θ = π)|2 (15-52)

which by using (15-51) reduces to

U(θ = π) = 16π2

λ2
f 2 Pt

4π

∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

(15-52a)



912 REFLECTOR ANTENNAS

The antenna directivity in the forward direction can be written, using (15-52a), as

D0 = 4πU(θ = π)

Pt
= U(θ = π)

Pt/4π
= 16π2

λ2
f 2

∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

(15-53)

The focal length is related to the angular spectrum and aperture diameter d by (15-25).
Thus (15-53) reduces to

D0 =
(
π d

λ

)2
{

cot2
(
θ0

2

) ∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2
}

(15-54)

The factor (πd/λ)2 is the directivity of a uniformly illuminated constant phase aperture;
the remaining part is the aperture efficiency defined as

εap = cot2
(
θ0

2

) ∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

(15-55)

It is apparent by examining (15-55) that the aperture efficiency is a function of the
subtended angle (θ0) and the feed pattern Gf (θ

′) of the reflector. Thus for a given
feed pattern, all paraboloids with the same f/d ratio have identical aperture efficiency.

To illustrate the variation of the aperture efficiency as a function of the feed pattern
and the angular extent of the reflector, Silver [17] considered a class of feeds whose
patterns are defined by

Gf (θ
′) =

{
G0

(n) cosn(θ ′) 0 ≤ θ ′ ≤ π/2

0 π/2 < θ ′ ≤ π
(15-56)

where G0
(n) is a constant for a given value of n. Although idealistic, these patterns

were chosen because (1) closed form solutions can be obtained, and (2) they often
are used to represent a major part of the main lobe of many practical antennas. The
intensity in the back region (π/2 < θ ′ ≤ π) was assumed to be zero in order to avoid
interference between the direct radiation from the feed and scattered radiation from
the reflector.

The constant G0
(n) can be determined from the relation

#
S

Gf (θ
′) d2 =#

S

Gf (θ
′) sin θ ′ dθ ′ dφ′ = 4π (15-57)

which for (15-56) becomes

G0
(n)

∫ π/2

0
cosn θ ′ sin θ ′ dθ ′ = 2 ➱G0

(n) = 2(n+ 1) (15-58)
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Substituting (15-56) and (15-58) into (15-55) leads, for the even values of n = 2
through n = 8, to

εap(n = 2) = 24

{
sin2

(
θ0

2

)
+ ln

[
cos

(
θ0

2

)]}2

cot2
(
θ0

2

)
(15-59a)

εap(n = 4) = 40

{
sin4

(
θ0

2

)
+ ln

[
cos

(
θ0

2

)]}2

cot2
(
θ0

2

)
(15-59b)

εap(n = 6) = 14

{
2 ln

[
cos

(
θ0

2

)]
+ [1− cos(θ0)]3

3

+ 1

2
sin2(θ0)

}2

cot2
(
θ0

2

)
(15-59c)

εap(n = 8) = 18

{
1− cos4(θ0)

4
− 2 ln

[
cos

(
θ0

2

)]
− [1− cos(θ0)]3

3

− 1

2
sin2(θ0)

}2

cot2
(
θ0

2

)
(15-59d)

The variations of (15-59a)–(15-59d), as a function of the angular aperture of the
reflector θ0 or the f/d ratio, are shown plotted in Figure 15.20. It is apparent, from the
graphical illustration, that for a given feed pattern (n = constant)

1. There is only one reflector with a given angular aperture or f/d ratio which leads
to a maximum aperture efficiency.

2. Each maximum aperture efficiency is in the neighborhood of 82–83%.
3. Each maximum aperture efficiency, for any one of the given patterns, is almost

the same as that of any of the others.
4. As the feed pattern becomes more directive (n increases), the angular aperture

of the reflector that leads to the maximum efficiency is smaller.

The aperture efficiency is generally the product of the

1. fraction of the total power that is radiated by the feed, intercepted, and collimated
by the reflecting surface (generally known as spillover efficiency εs)

2. uniformity of the amplitude distribution of the feed pattern over the surface of
the reflector (generally known as taper efficiency εt )

3. phase uniformity of the field over the aperture plane (generally known as phase
efficiency εp)

4. polarization uniformity of the field over the aperture plane (generally known as
polarization efficiency εx)

5. blockage efficiency εb

6. random error efficiency εr over the reflector surface

Thus in general

εap = εsεt εpεxεbεr (15-60)
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Figure 15.20 Aperture, and taper and spillover efficiencies as a function of the reflector
half-angle θ0 (or f/d ratio) for different feed patterns.

For feeds with symmetrical patterns

εs =

∫ θ0

0
Gf (θ

′) sin θ ′ dθ ′∫ π

0
Gf (θ

′) sin θ ′ dθ ′
(15-61)
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εt = 2 cot2
(
θ0

2

) ∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

∫ θ0

0
Gf (θ

′) sin θ ′ dθ ′
(15-62)

which by using (15-25) can also be written as

εt = 32

(
f

d

)2

∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

∫ θ0

0
Gf (θ

′) sin θ ′ dθ ′
(15-62a)

Thus

1. 100(1− εs) = percent power loss due to energy from feed spilling past the
main reflector.

2. 100(1− εt ) = percent power loss due to nonuniform amplitude distribution over
the reflector surface.

3. 100(1− εp) = percent power loss if the field over the aperture plane is not in
phase everywhere.

4. 100(1− εx) = percent power loss if there are cross-polarized fields over the
antenna aperture plane.

5. 100(1− εb) = percent power loss due to blockage provided by the feed or sup-
porting struts (also by subreflector for a dual reflector).

6. 100(1− εr ) = percent power loss due to random errors over the reflector surface.

An additional factor that reduces the antenna gain is the attenuation in the antenna
feed and associated transmission line.

For feeds with

1. symmetrical patterns

2. aligned phase centers

3. no cross-polarized field components

4. no blockage

5. no random surface error

the two main factors that contribute to the aperture efficiency are the spillover and
nonuniform amplitude distribution losses. Because these losses depend primarily on
the feed pattern, a compromise between spillover and taper efficiency must emerge.
Very high spillover efficiency can be achieved by a narrow beam pattern with low
minor lobes at the expense of a very low taper efficiency.
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Example 15.1

Show that a parabolic reflector using a point source as a feed, as shown in Figure 15.21,
creates an amplitude taper proportional to(

f

r ′

)
= cos4

(
θ ′

2

)

and that the feed pattern has to be equal to

Gf (θ
′) = G0 sec4

(
θ ′

2

)
= sec4

(
θ ′

2

)

to produce uniform illumination.
Solution: The field radiated by a point source varies as

e−jkr

r

Therefore, a field radiated by a point source at the focal point of a parabolic reflector, which
acts as a feed, creates an amplitude taper across the reflector due to the space factor (r ′/f ),
by referring to Figure 15.21, which compares the field at the vertex to that at any other point
θ ′ on the reflector surface.

f

f
r ′

q′

Dr

q0

0

Figure 15.21 Geometry of a parabola (solid) and that of a circle (dashed) for aperture
illumination.
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According to (15-14) or (15-14a)

r ′

f
= 2

1+ cos(θ ′)
= sec2

(
θ ′

2

)
⇒
(
f

r ′

)
= 1

sec2(θ ′/2)
= cos

(
θ ′

2

)

The power amplitude taper created across the reflector is therefore

(
f

r ′

)2

= cos4

(
θ ′

2

)

To compensate for this and obtain uniform illumination, the feed power must be

Gf (θ
′) = 1

cos4(θ ′/2)
= sec4

(
θ ′

2

)
, θ ′ ≤ θ0

Through Example 15.1, uniform illumination and ideal taper, spillover and aperture
efficiencies can be obtained when the feed power pattern is

Gf (θ
′) =



G0 sec4

(
θ ′

2

)
0 ≤ θ ′ ≤ θ0

0 θ ′ > θ0

(15-63)

whose normalized distribution is shown plotted in Figure 15.22. To accomplish this, the
necessary value of G0 is derived in Example 15.2. Although such a pattern is “ideal”
and impractical to achieve, much effort has been devoted to develop feed designs which
attempt to approximate it [14].

Figure 15.22 Normalized gain pattern of feed for uniform amplitude illumination of
paraboloidal reflector with a total subtended angle of 80◦.
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Example 15.2

Show that a feed pattern of

Gf (θ
′) =



G0 sec4

(
θ ′

2

)
0 ≤ θ ′ ≤ θ0

0 θ ′ > θ0

in conjunction with a parabolic reflector, leads to an ideal aperture efficiency of εap = 1.
Determine the value of G0 that will accomplish this.

Solution: The aperture efficiency of (15-55) reduces, using the given feed pattern, to

εap = cot2
(
θ0

2

) ∣∣∣∣
∫ θ0

0

√
Gf (θ ′) tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

= cot2
(
θ0

2

)
G0

∣∣∣∣
∫ θ0

0
sec2

(
θ ′

2

)
tan

(
θ ′

2

)
dθ ′
∣∣∣∣
2

εap = cot2
(
θ0

2

)
G0|I |2

where

I =
∫ θ0

0
sec2

(
θ ′

2

)
tan

(
θ ′

2

)
dθ ′ =

∫ θ0

0

1

cos2(θ ′/2)
sin(θ ′/2)
cos(θ ′/2)

dθ ′ =
∫ θ0

0

sin(θ ′/2)
cos3(θ ′/2)

dθ ′

I =
[

1

cos2(θ0/2)
− 1

]
=
[

sec2

(
θ0

2

)
− 1

]
= tan2

(
θ0

2

)

Thus

εap = G0 cot2
(
θ0

2

)
tan4

(
θ0

2

)
= G0 tan2

(
θ0

2

)

To insure also an ideal spillover efficiency (εs = 1), all the power that is radiated by the
feed must be contained within the angular region subtended by the edges of the reflector.
Using (15-57), and assuming symmetry in the pattern with respect to φ, we can write that

∫ 2π

0

∫ π

0
Gf (θ

′) sin θ ′ dθ ′ dφ′︸ ︷︷ ︸
d2

= 2π
∫ π

0
Gf (θ

′) sin θ ′ dθ ′ = 4π

∫ π

0
Gf (θ

′) sin θ ′ dθ ′ = 2

Using the given feed pattern

Gf (θ
′) = G0 sec4

(
θ ′

2

)
0 ≤ θ ′ ≤ θ0
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we can write that∫ θ0

0
G0 sec4

(
θ ′

2

)
sin θ ′ dθ ′ = G0

∫ θ0

0
sec4

(
θ ′

2

)
sin θ ′ dθ ′ = 2

G0 = 2∫ θ0

0 sec4(θ ′/2) sin θ ′ dθ ′
= 2

2 tan2(θ0/2)
= cot2

(
θ0

2

)

Thus the total aperture efficiency, taking into account uniform illumination and total spillover
control, is

εap = G0 cot2
(
θ0

2

)
tan4

(
θ0

2

)
= G0 tan2

(
θ0

2

)
= cot2

(
θ0

2

)
tan2

(
θ0

2

)
= 1

To develop guidelines for designing practical feeds which result in high aperture
efficiencies, it is instructive to examine the relative field strength at the edges of the
reflector’s bounds (θ ′ = θ0) for patterns that lead to optimum efficiencies. For the
patterns of (15-56), when used with reflectors that result in optimum efficiencies as
demonstrated graphically in Figure 15.20, the relative field strength at the edges of
their angular bounds (θ ′ = θ0) is shown plotted in Figure 15.23. Thus for n = 2 the
field strength of the pattern at θ ′ = θ0 is 8 dB down from the maximum. As the
pattern becomes more narrow (n increases), the relative field strength at the edges for
maximum efficiency is further reduced as illustrated in Figure 15.20. Since for n = 2
through n = 10 the field strength is between 8 to 10.5 dB down, for most practical
feeds the figure used is 9–10 dB.

Another parameter to examine for the patterns of (15-56), when used with reflectors
that lead to optimum efficiency, is the amplitude taper or illumination of the main
aperture of the reflector which is defined as the ratio of the field strength at the edge of
the reflector surface to that at the vertex. The aperture illumination is a function of the
feed pattern and the f/d ratio of the reflector. To obtain that, the ratio of the angular
variation of the pattern toward the two points [Gf (θ

′ = 0)/Gf (θ
′ = θ0)] is multiplied

by the space attenuation factor (r0/f )
2, where f is the focal distance of the reflector

and r0 is the distance from the focal point to the edge of the reflector. For each of the
patterns, the reflector edge illumination for maximum efficiency is nearly 11 dB down
from that at the vertex. The details for 2 ≤ n ≤ 8 are shown in Table 15.1.

The results obtained with the idealized patterns of (15-56) should only be taken as
typical, because it was assumed that

1. the field intensity for θ ′ > 90◦ was zero
2. the feed was placed at the phase center of the system
3. the patterns were symmetrical
4. there were no cross-polarized field components
5. there was no blockage
6. there were no random errors at the surface of the reflector
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Figure 15.23 Relative field strength of feed pattern along reflector edge bounds as a function
of primary-feed pattern number (cosn θ). (SOURCE: S. Silver (ed.), Microwave Antenna Theory
and Design (MIT Radiation Lab. Series, Vol. 12), McGraw-Hill, New York, 1949)

TABLE 15.1 Aperture Efficiency and Field Strength at the Edge of Reflector, Relative
to That at the Vertex, due to the Feed Pattern (Feed) and Path Length (Path) between
the Edge and the Vertex

n εap θo (deg)
f
d

Feed (dB)
10 log[G(θo)]

Path (dB)

10 log
(

r ′

f

)2 Total (dB)
Feed + Path

2 0.829 66 0.385 −7.8137 −3.056 −10.87

4 0.8196 53.6 0.496 −8.8215 −1.959 −10.942

6 0.8171 46.2 0.5861 −9.4937 −1.439 −10.93

8 0.8161 41.2 0.6651 −9.7776 1.137 −10.914

Each factor can have a significant effect on the efficiency, and each has received much
attention which is well documented in the open literature [1].

In practice, maximum reflector efficiencies are in the 65–80% range. To demonstrate
that, paraboloidal reflector efficiencies for square corrugated horns feeds were com-
puted, and they are shown plotted in Figure 15.24. The corresponding amplitude taper
and spillover efficiencies for the aperture efficiencies of Figures 15.20(a) and 15.24 are
displayed, respectively, in Figures 15.20(b) and 15.25. For the data of Figure 15.24
and 15.25, each horn had aperture dimensions of 8λ× 8λ, their patterns were assumed
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Figure 15.24 Parabolic reflector aperture efficiency as a function of angular aperture for
8λ× 8λ square corrugated horn feed with total flare angles of 2ψ0 = 70◦, 85◦, and 100◦.

Figure 15.25 Parabolic reflector taper and spillover efficiencies as a function of reflector aper-
ture for different corrugated horn feeds.

to be symmetrical (by averaging the E- and H -planes), and they were computed using
the techniques of Section 13.6. From the plotted data, it is apparent that the maxi-
mum aperture efficiency for each feed pattern is in the range of 74–79%, and that
the product of the taper and spillover efficiencies is approximately equal to the total
aperture efficiency.

We would be remiss if we left the discussion of this section without reporting the
gain of some of the largest reflectors that exist around the world [23]. The gains are
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Figure 15.26 Gains of some worldwide large reflector antennas. (SOURCE: A. W. Love,
“Some Highlights in Reflector Antenna Development”, Radio Science, Vol. 11, Nos. 8, 9,
August–September 1976)

shown in Figure 15.26 and include the 1,000-ft (305-m) diameter spherical reflector
[12] at Arecibo, Puerto Rico, the 100-m radio telescope [15] at Effelsberg, West Ger-
many, the 64-m reflector [16] at Goldstone, California, the 22-m reflector at Krim,
USSR, and the 12-m telescope at Kitt Peak, Arizona. The dashed portions of the
curves indicate extrapolated values. For the Arecibo reflector, two curves are shown.
The 215-m diameter curve is for a reduced aperture of the large reflector (305-m) for
which a line feed at 1,415 MHz was designed [12].

G. Phase Errors
Any departure of the phase, over the aperture of the antenna, from uniform can lead
to a significant diminution of its directivity [24]. For a paraboloidal reflector system,
phase errors result from [17]

1. displacement (defocusing) of the feed phase center from the focal point
2. deviation of the reflector surface from a parabolic shape or random errors at the

surface of the reflector
3. departure of the feed wavefronts from spherical shape

The defocusing effect can be reduced by first locating the phase center of the
feed antenna and then placing it at the focal point of the reflector. In Chapter 13
(Section 13.10) it was shown that the phase center for horn antennas, which are widely
utilized as feeds for reflectors, is located between the aperture of the horn and the apex
formed by the intersection of the inclined walls of the horn [25].

Very simple expressions have been derived [24] to predict the loss in directivity for
rectangular and circular apertures when the peak values of the aperture phase deviation
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is known. When the phase errors are assumed to be relatively small, it is not necessary
to know the exact amplitude or phase distribution function over the aperture.

Assuming the maximum radiation occurs along the axis of the reflector, and that
the maximum phase deviation over the aperture of the reflector can be represented by

|3φ(ρ)| = |φ(ρ)− φ(ρ)| ≤ m, ρ ≤ a (15-64)

where φ(ρ) is the aperture phase function and φ(ρ) is its average value, then the ratio
of the directivity with (D) and without (D0) phase errors can be written as [24]

D

D0
= directivity with phase error

directivity without phase error
≥
(

1− m2

2

)2

(15-65)

and the maximum fractional reduction in directivity as

3D

D0
= D0 −D

D0
≤ m2

(
1− m2

4

)
(15-66)

Relatively simple expressions have also been derived [24] to compute the maximum
possible change in half-power beamwidth.

Example 15.3

A 10-m diameter reflector, with an f/d ratio of 0.5, is operating at f = 3 GHz. The reflector
is fed with an antenna whose primary pattern is symmetrical and which can be approximated
by Gf (θ

′) = 6 cos2 θ ′. Find its

(a) aperture efficiency
(b) overall directivity
(c) spillover and taper efficiencies
(d) directivity when the maximum aperture phase deviation is π/8 rad

Solution: Using (15-24), half of the subtended angle of the reflector is equal to

θ0 = tan−1


 0.5(0.5)

(0.5)2 − 1

16


 = 53.13◦

(a) The aperture efficiency is obtained using (15-59a). Thus

εap = 24{sin2(26.57◦)+ ln[cos(26.57◦)]}2 cot2(26.57◦)

= 0.75 = 75%

which agrees with the data of Figure 15.20.
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(b) The overall directivity is obtained by (15-54), or

D = 0.75[π(100)]2 = 74,022.03 = 48.69 dB

(c) The spillover efficiency is computed using (15-61) where the upper limit of
the integral in the denominator has been replaced by π/2. Thus

εs =

∫ 53.13◦

0
cos2 θ ′ sin θ ′ dθ ′∫ 90◦

0
cos2 θ ′ sin θ ′ dθ ′

= 2 cos3 θ ′|53.13◦
0

2 cos3 θ ′|90◦
0

= 0.784 = 78.4%

In a similar manner, the taper efficiency is computed using (15-62). Since
the numerator in (15-62) is identical in form to the aperture efficiency of
(15-55), the taper efficiency can be found by multiplying (15-59a) by 2 and
dividing by the denominator of (15-62). Thus

εt = 2(0.75)

1.568
= 0.9566 = 95.66%

The product of εs and εt is equal to

εsεt = 0.784(0.9566) = 0.75

and it is identical to the total aperture efficiency computed above.
(d) The directivity for a maximum phase error of m = π/8 = 0.3927 rad can

be computed using (15-65). Thus

D

D0
≥
(

1− m2

2

)2

=
[

1− (0.3927)2

2

]2

= 0.8517 = −0.69 dB

or D ≥ 0.8517D0 = 0.8517(74,022.03) = 63,046.94 = 48.0 dB

Surface roughness effects on the directivity of the antenna were first examined by
Ruze [26] where he indicated that for any reflector antenna there is a wavelength (λmax)

at which the directivity reaches a maximum. This wavelength depends on the RMS
deviation (σ ) of the reflector surface from an ideal paraboloid. For a random roughness
of Gaussian distribution, with correlation interval large compared to the wavelength,
they are related by

λmax = 4πσ (15-67)

Thus the directivity of the antenna, given by (15-54), is modified to include surface
roughness and can be written as

D =
(
π d

λ

)2

εape
−(4πσ/λ)2 (15-68)
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Using (15-67), the maximum directivity of (15-68) can be written as

Dmax = 102qεap

(
e−1

16

)
(15-69)

where q is the index of smoothness defined by

d

σ
= 10+q (15-70)

In decibels, (15-69) reduces to

Dmax(dB) = 20q − 16.38+ 10 log10(εap) (15-71)

For an aperture efficiency of unity (εap = 1), the directivity of (15-68) is plotted
in Figure 15.27, as a function of (d/λ), for values of q = 3.5, 4.0, and 4.5. It is
apparent that for each value of q and a given reflector diameter d , there is a maximum
wavelength where the directivity reaches a maximum value. This maximum wavelength
is given by (15-67).

H. Feed Design
The widespread use of paraboloidal reflectors has stimulated interest in the develop-
ment of feeds to improve the aperture efficiency and to provide greater discrimination
against noise radiation from the ground. This can be accomplished by developing design

Figure 15.27 Reflector surface roughness effects on antenna directivity. (SOURCE: A. W. Love,
“Some Highlights in Reflector Antenna Development,” Radio Science, Vol. 11, Nos. 8, 9,
August–September 1976)
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techniques that permit the synthesis of feed patterns with any desired distribution over
the bounds of the reflector, rapid cutoff at its edges, and very low minor lobes in all
the other space. In recent years, the two main problems that concerned feed designers
were aperture efficiency and low cross-polarization.

In the receiving mode, an ideal feed and a matched load would be one that would
absorb all the energy intercepted by the aperture when uniform and linearly polarized
plane waves are normally incident upon it. The feed field structure must be made to
match the focal region field structure formed by the reflecting, scattering, and diffract-
ing characteristics of the reflector. By reciprocity, an ideal feed in the transmitting
mode would be one that radiates only within the solid angle of the aperture and estab-
lishes within it an identical outward traveling wave. For this ideal feed system, the
transmitting and receiving mode field structures within the focal region are identical
with only the direction of propagation reversed.

An optical analysis indicates that the focal region fields, formed by the reflection of
linearly polarized plane waves incident normally on an axially symmetric reflector, are
represented by the well-known Airy rings described mathematically by the amplitude
distribution intensity of [2J1(u)/u]2. This description is incomplete, because it is a
scalar solution, and it does not take into account polarization effects. In addition, it
is valid only for reflectors with large f/d ratios, which are commonly used in optical
systems, and it would be significantly in error for reflectors with f/d ratios of 0.25 to
0.5, which are commonly used in microwave applications.

A vector solution has been developed [27] which indicates that the fields near
the focal region can be expressed by hybrid TE and TM modes propagating along
the axis of the reflector. This representation provides a clear physical picture for the
understanding of the focal region field formation. The boundary conditions of the hybrid
modes indicate that these field structures can be represented by a spectrum of hybrid
waves that are linear combinations of TE1n and TM1n modes of circular waveguides.

A single hollow pipe cannot simultaneously satisfy both the TE and TM modes
because of the different radial periodicities. However, it has been shown that λ/4 deep
annular slots on the inner surface of a circular pipe force the boundary conditions
on E and H to be the same and provide a single anisotropic reactance surface which
satisfies the boundary conditions on both TE and TM modes. This provided the genesis
of hybrid mode waveguide radiators [28] and corrugated horns [29]. Corrugated horns,
whose aperture size and flare angle are such that at least 180◦ phase error over their
aperture is assured, are known as “scalar” horns [30]. Design data for uncorrugated
horns that can be used to maximize the aperture efficiency or to produce maximum
power transmission to the feed have been calculated [31] and are shown in graphical
form in Figure 15.28.

A FORTRAN software package for computer-aided analysis and design of reflector
antennas has been developed [32]. A converted MATLAB version of it is included
in the CD attached to the book. The program computes the radiation of a parabolic
reflector. In addition it provides spatial and spectral methods to compute radiation due
to an aperture distribution. The software package can also be used to investigate the
directivity, sidelobe level, polarization, and near-to-far-zone fields.

15.4.2 Cassegrain Reflectors

To improve the performance of large ground-based microwave reflector antennas for
satellite tracking and communication, it has been proposed that a two-reflector system
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Figure 15.28 Optimum pyramidal horn dimensions versus f/d ratio for various horn lengths.

be utilized. The arrangement suggested was the Cassegrain dual-reflector system [33]
of Figure 15.1(d), which was often utilized in the design of optical telescopes and it
was named after its inventor. To achieve the desired collimation characteristics, the
larger (main) reflector must be a paraboloid and the smaller (secondary) a hyperboloid.
The use of a second reflector, which is usually referred to as the subreflector or subdish,
gives an additional degree of freedom for achieving good performance in a number of
different applications. For an accurate description of its performance, diffraction tech-
niques must be used to take into account diffractions from the edges of the subreflector,
especially when its diameter is small [34].

In general, the Cassegrain arrangement provides a variety of benefits, such as the

1. ability to place the feed in a convenient location
2. reduction of spillover and minor lobe radiation
3. ability to obtain an equivalent focal length much greater than the physical length
4. capability for scanning and/or broadening of the beam by moving one of the

reflecting surfaces

To achieve good radiation characteristics, the subreflector or subdish must be several,
at least a few, wavelengths in diameter. However, its presence introduces shadowing
which is the principal limitation of its use as a microwave antenna. The shadowing
can significantly degrade the gain of the system, unless the main reflector is several
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wavelengths in diameter. Therefore the Cassegrain is usually attractive for applications
that require gains of 40 dB or greater. There are, however, a variety of techniques that
can be used to minimize aperture blocking by the subreflector. Some of them are
[33] (1) minimum blocking with simple Cassegrain, and (2) twisting Cassegrains for
least blocking.

The first comprehensive published analysis of the Cassegrain arrangement as a
microwave antenna is that by Hannan [33]. He uses geometrical optics to derive the
geometrical shape of the reflecting surfaces, and he introduces the equivalence concepts
of the virtual feed and the equivalent parabola. Although his analysis does not predict
fine details, it does give reasonably good results. Refinements to his analysis have been
introduced [34]–[36].

To improve the aperture efficiency, suitable modifications to the geometrical shape
of the reflecting surfaces have been suggested [37]–[39]. The reshaping of the reflecting
surfaces is used to generate desirable amplitude and phase distributions over one or both
of the reflectors. The resultant system is usually referred to as shaped dual reflector. The
reflector antenna of Figure 15.9 is such a system. Shaped reflector surfaces, generated
using analytical models, are illustrated in [39]. It also has been suggested [35] that a
flange is placed around the subreflector to improve the aperture efficiency.

Since many reflectors have dimensions and radii of curvature large compared to the
operating wavelength, they were traditionally designed based on geometrical optics
(GO) [39]. Both the single- and double-reflector (Cassegrain) systems were designed
to convert a spherical wave at the source (focal point) into a plane wave. Therefore
the reflecting surfaces of both reflector systems were primarily selected to convert the
phase of the wavefront from spherical to planar. However, because of the variable
radius of curvature at each point of reflection, the magnitude of the reflected field is
also changed due to spatial attenuation or amplitude spreading factor [40] or diver-
gence factor (4-131) of Section 4.8.3, which are functions of the radius of curvature
of the surface at the point of reflection. This ultimately leads to amplitude taper of the
wavefront at the aperture plane. This is usually undesirable, and it can sometimes be
compensated to some extent by the design of the pattern of the feed element or of the
reflecting surface.

For a shaped-dual reflector system, there are two surfaces or degrees of freedom that
can be utilized to compensate for any variations in the phase and amplitude of the field
at the aperture plane. To determine how each surface may be reshaped to control the
phase and/or amplitude of the field at the aperture plane, let us use geometrical optics
and assume that the field radiated by the feed (pattern) is represented, both in amplitude
and phase, by a bundle of rays which has a well-defined periphery. This bundle of rays
is initially intercepted by the subreflector and then by the main reflector. Ultimately
the output, after two reflections, is also a bundle of rays with prescribed phase and
amplitude distributions, and a prescribed periphery, as shown in Figure 15.29(a) [41].
It has been shown in [42] that for a two-reflector system with high magnification (i.e.,
large ratio of main reflector diameter to subreflector diameter) that over the aperture
plane the

(a) amplitude distribution is controlled largely by the subreflector curvature.
(b) phase distribution is controlled largely by the curvature of the main reflector.

Therefore in a Cassegrain two-reflector system the reshaping of the paraboloid main
reflector can be used to optimize the phase distribution while the reshaping of the
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Figure 15.29 Geometrical optics for the reshaping and synthesis of the reflectors of a
Cassegrain system. (SOURCE: R. Mittra and V. Galindo-Israel “Shaped Dual Reflector Synthesis,”
IEEE Antennas and Propagation Society Newsletter, Vol. 22, No. 4, pp. 5–9, August 1980. 
(1980) IEEE)

hyperboloid subreflector can be used to control the amplitude distribution. This was
used effectively in [42] to design a shaped two-reflector system whose field reflected by
the subreflector had a nonspherical phase but a csc4(θ/2) amplitude pattern. However,
the output from the main reflector had a perfect plane wave phase front and a very
good approximate uniform amplitude distribution, as shown in Figure 15.29(b).

Because a comprehensive treatment of this arrangement can be very lengthy, only a
brief introduction of the system will be presented here. The interested reader is referred
to the referenced literature.

A. Classical Cassegrain Form
The operation of the Cassegrain arrangement can be introduced by referring to
Figure 15.1(d) and assuming the system is operating in the receiving or transmitting
mode. To illustrate the principle, a receiving mode is adopted.
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Let us assume that energy, in the form of parallel rays, is incident upon the reflector
system. Energy intercepted by the main reflector, which has a large concave surface,
is reflected toward the subreflector. Energy collected by the convex surface of the
subdish is reflected by it, and it is directed toward the vertex of the main dish. If the
incident rays are parallel, the main reflector is a paraboloid, and the subreflector is a
hyperboloid, then the collected bundle of rays is focused at a single point. The receiver
is then placed at this focusing point.

A similar procedure can be used to describe the system in the transmitting mode.
The feed is placed at the focusing point, and it is usually sufficiently small so that the
subdish is located in its far-field region. In addition, the subreflector is large enough that
it intercepts most of the radiation from the feed. Using the geometrical arrangement of
the paraboloid and the hyperboloid, the rays reflected by the main dish will be parallel.
The amplitude taper of the emerging rays is determined by the feed pattern and the
tapering effect of the geometry.

The geometry of the classical Cassegrain system, employing a concave paraboloid
as the main dish and a convex hyperboloid as the subreflector, is simple and it can
be described completely by only four independent parameters (two for each reflector).
The analytical details can be found in [33].

To aid in the understanding and in predicting the essential performance of a
Cassegrain, the concept of virtual feed [33] is useful. By this principle, the real feed
and the subreflector are replaced by an equivalent system which consists of a virtual
feed located at the focal point of the main reflector, as shown by the dashed lines
of Figure 15.30(a). For analysis purposes then, the new system is a single-reflector
arrangement with the original main dish, a different feed, and no subreflector.

The configuration of the virtual feed can be determined by finding the optical image
of the real feed. This technique is only accurate when examining the effective aperture
of the feed and when the dimensions of the real and virtual feeds are larger than a
wavelength. In fact, for the classical Cassegrain arrangement of Figure 15.30(a), the
virtual feed has a smaller effective aperture, and a corresponding broader beamwidth,
than the real feed. The increase in beamwidth is a result of the convex curvature of the
subreflector, and it can be determined by equating the ratio of the virtual to real-feed
beamwidths to the ratio of the angles θv/θr .

The ability to obtain a different effective aperture for the virtual feed as compared to
that of the real feed is useful in many applications such as in a monopulse antenna [33].
To maintain efficient and wideband performance and effective utilization of the main
aperture, this system requires a large feed aperture, a corresponding long focal length,
and a large antenna structure. The antenna dimensions can be maintained relatively
small by employing the Cassegrain configuration which utilizes a large feed and a
short focal length for the main reflector.

Although the concept of virtual feed can furnish useful qualitative information for
a Cassegrain system, it is not convenient for an accurate quantitative analysis. Some
of the limitations of the virtual-feed concept can be overcome by the concept of the
equivalent parabola [33].

By the technique of the equivalent parabola, the main dish and the subreflector are
replaced by an equivalent focusing surface at a certain distance from the real focal
point. This surface is shown dashed in Figure 15.30(b), and it is defined as [33] “the
locus of intersection of incoming rays parallel to the antenna axis with the extension
of the corresponding rays converging toward the real focal point.” Based on simple
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Figure 15.30 Virtual-feed and equivalent parabola concepts. (SOURCE: P. W. Hannan,
“Microwave Antennas Derived from the Cassegrain Telescope,” IRE Trans. Antennas Propagat.
Vol. AP-9, No. 2, March 1961.  (1961) IEEE)

geometrical optics ray tracing, the equivalent focusing surface for a Cassegrain con-
figuration is a paraboloid whose focal length equals the distance from its vertex to
the real focal point. This equivalent system also reduces to a single-reflector arrange-
ment, which has the same feed but a different main reflector, and it is accurate when
the subreflector is only a few wavelengths in diameter. More accurate results can be
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obtained by including diffraction patterns. It also has the capability to focus toward
the real focal point an incoming plane wave, incident from the opposite direction, in
exactly the same manner as the actual main dish and the subreflector.

B. Cassegrain and Gregorian Forms
In addition to the classical Cassegrain forms, there are other configurations that employ
a variety of main reflector and subreflector surfaces and include concave, convex, and
flat shapes [33]. In one form, the main dish is held invariant while its feed beamwidth
progressively increases and the axial dimensions of the antenna progressively decrease.
In another form, the feed beamwidth is held invariant while the main reflector becomes
progressively flatter and the axial dimensions progressively increase.

A series of configurations in which the feed beamwidth is progressively increased,
while the overall antenna dimensions are held fixed, are shown in Figure 15.31. The
first five are referred to as Cassegrain forms while the last two are Gregorian forms,
whose configurations are similar to the Gregorian telescope. A number of parameter
ranges, along with distinguishing characteristics, are indicated alongside each config-
uration sketch. The main dish for the fourth configuration has degenerated to a flat
contour, the subreflector to a parabolic contour, and they can be separated by distances
where the ray-tracing approximation is valid. For the fifth configuration, the subreflec-
tor has degenerated to a ridiculous extreme concave elliptical contour and the main
dish to a convex parabolic form, with the former being larger than the latter.

For the last two configurations, which are referred to as Gregorian forms, the focal
point of the main dish has moved to the region between the two dishes and the sub-
reflector has attained a concave elliptical contour. When the overall size and the feed
beamwidth of the classical Gregorian are identical to those of the classical Cassegrain,
the Gregorian form requires a shorter focal length for the main dish. The feed for the
second of the Gregorian forms has moved to a location between the focus of the main
dish and the subreflector while the main dish has kept the same dimensions as the
first form. In general, this configuration has several major disadvantages that make it
unattractive for many antenna applications.

From the data in Figure 15.31, the relative sizes of the effective apertures of the
virtual and real feeds can be inferred. When the subreflector is flat, the real and virtual
feeds are identical. The virtual feeds of the Cassegrain configurations, which have a
concave subreflector, possess smaller beamwidths and larger effective apertures than
their corresponding real feeds. However, the virtual feed of the classical Gregorian
configuration, which also has a concave subreflector, possesses an effective aperture
which is smaller than that of the real feed.

The equivalent parabola concept is applicable to all the Cassegrain and Gregorian
forms, and they are shown dashed in Figure 15.31. The classical Cassegrain and Gre-
gorian configurations have equivalent focal lengths which are greater than the focal
lengths of the corresponding main dishes. For the Cassegrain arrangement with the
flat subreflector, the equivalent focal length is equal to the focal length of the main
dish. In general, the equivalent focal lengths of the Cassegrain configurations which
have a concave subreflector are shorter than the focal lengths of their corresponding
main dishes. For the configuration with the flat main dish, the equivalent parabola is
identical with the subreflector.

The equivalent parabola concept can also be used to determine the amplitude taper
across the aperture of a Cassegrain arrangement. As for the front-fed configuration, the
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Figure 15.31 Series of Cassegrain and Gregorian reflector forms. (SOURCE: P. W. Hannan,
“Microwave Antennas Derived from the Cassegrain Telescope,” IRE Trans. Antennas Propagat.,
Vol. AP-9, No. 2, March 1961.  (1961) IEEE)
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amplitude taper or aperture illumination is determined by the radiation pattern of the
feed modified by the space attenuation factor of the reflector. The amplitude taper of a
Cassegrain configuration is identical to that of a front-fed arrangement whose feed is
the actual feed and whose focal length is the equivalent focal length. In other words,
the process is identical to that of a front-fed configuration except that the equivalent
fe/d ratio is used.

15.5 SPHERICAL REFLECTOR

The discussion and results presented in the previous sections illustrate that a
paraboloidal reflector is an ideal collimating device. However, despite all of its
advantages and many applications it is severely handicapped in angular scanning.
Although scanning can be accomplished by (1) mechanical rotation of the entire
structure, and (2) displacement of the feed alone, it is thwarted by the large mechanical
moment of inertia in the first case and by the large coma and astigmatism in the second.
By contrast, the spherical reflector can make an ideal wide-angle scanner because of
its perfectly symmetrical geometrical configuration. However, it is plagued by poor
inherent collimating properties. If, for example, a point source is placed at the focus of
the sphere, it does not produce plane waves. The departure of the reflected wavefront
from a plane wave is known as spherical aberration, and it depends on the diameter and
focal length of the sphere. By reciprocity, plane waves incident on a spherical reflector
surface parallel to its axis do not converge at the focal point. However a spherical
reflector has the capability of focusing plane waves incident at various angles by
translating and orientating the feed and by illuminating different parts of the structural
geometry. The 1,000-ft diameter reflector [12] at Arecibo, Puerto Rico is a spherical
reflector whose surface is built into the earth and the scanning is accomplished by
movement of the feed.

The focusing characteristics of a typical spherical reflector is illustrated in
Figure 15.32 for three rays. The point F in the figure is the paraxial focus, and it
is equal to one-half the radius of the sphere. The caustic∗ surface is an epicycloid and
is generated by the reflection of parallel rays. A degenerate line FV of this caustic is
parallel to the incident rays and extends from the paraxial focus to the vertex of the
reflector. If one draws a ray diagram of plane waves incident within a 120◦ cone, it
will be shown that all energy must pass through the line FV. Thus, the line FV can be
used for the placement of the feed for the interception of plane waves incident parallel
to the axial line. It can thus be said that a spherical reflector possesses a line focus
instead of a point. However, amplitude and phase corrections must be made in order
to realize maximum antenna efficiency.

Ashmead and Pippard [43] proposed to reduce spherical aberration and to minimize
path error by placing a point-source feed not at the paraxial focus F (half radius of the
sphere), as taught in optics, but displaced slightly toward the reflector. For an aperture
of diameter d , the correct location for placing a point source is a distance f0 from the

∗A caustic is a point, a line, or a surface through which all the rays in a bundle pass and where the intensity
is infinite. The caustic also represents the geometrical loci of all the centers of curvature of the wave
surfaces. Examples of it include the focal line for cylindrical parabolic reflector and the focal point of a
paraboloidal reflector.
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Figure 15.32 Spherical reflector geometry and rays that form a caustic.

vertex such that the maximum path error value is [43]

3max 	 d4

2000f0
3 (15-72)

and the maximum phase error does not differ from a paraboloid by more than one-
eighth of a wavelength. This, however, leads to large f/d and to poor area utilization.
A similar result was obtained by Li [44]. He stated that the total phase error (sum of
maximum absolute values of positive and negative phase errors) over an aperture of
radius a is least when the phase error at the edge of the aperture is zero. Thus the
optimum focal length is

fop = 1

4
(R +√R2 − a2) (15-73)

where

R = radius of the spherical reflector
a = radius of the utilized aperture

Thus when R = 2a, the optimum focal length is 0.4665R and the corresponding total
phase error, using the formula found in [44], is 0.02643(R/λ) rad. Even though the
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optimum focal length leads to minimum total phase error over a prescribed aperture,
it does not yield the best radiation pattern when the illumination is not uniform. For
a tapered amplitude distribution, the focal length that yields the best radiation pattern
will be somewhat longer, and in practice, it is usually determined by experiment. Thus
for a given maximum aperture size there exists a maximum value of total allowable
phase error, and it is given by [44]

( a
R

)4

max
= 14.7

(3/λ)total

(R/λ)
(15-74)

where (3/λ) is the total phase error in wavelengths.

Example 15.4

A spherical reflector has a 10-ft diameter. If at 11.2 GHz the maximum allowable phase
error is λ/16, find the maximum permissible aperture.

Solution: At f = 11.2 GHz

λ = 0.08788 ft( a
R

)4

max
= 14.7

(
1/16

56.8957

)
= 0.01615

a4 	 10.09

a = 1.78 ft

To overcome the shortcoming of a point feed and minimize spherical aberration,
Spencer, Sletten, and Walsh [45] were the first to propose the use of a line-source
feed. Instead of a continuous line source, a set of discrete feed elements can be used
to reduce spherical aberration when they are properly placed along the axis in the
vicinity of the paraxial focus. The number of elements, their position, and the portion
of the reflector surface which they illuminate is dictated by the allowable wavefront
distortion, size, and curvature of the reflector. This is shown in Figure 15.33 [46]. A
single feed located near the paraxial focus will illuminate the central portion of the
reflector. If the reflector is large, additional feed elements along the axis toward the
vertex will be needed to minimize the phase errors in the aperture. The ultimate feed
design will be a compromise between a single element and a line-source distribution.

An extensive effort has been placed on the analysis and experiment of spherical
reflectors, and most of it can be found well documented in a book of reprinted papers
[1]. In addition, a number of two-dimensional patterns and aperture plane constant
amplitude contours, for symmetrical and offset feeds, have been computed [20].

15.6 MULTIMEDIA

In the CD that is part of the book, the following multimedia resources are included for
the review, understanding, and visualization of the material of this chapter:
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Figure 15.33 Reflector illumination by feed sections placed between paraxial focus and vertex.
(SOURCE: A. C. Schell, “The Diffraction Theory of Large-Aperture Spherical Reflector Antennas,”
IRE Trans. Antennas Propagat., Vol. AP-11, No. 4, July 1963.  (1963) IEEE)

a. Java-based interactive questionnaire, with answers.
b. Matlab computer program, designated Reflector, for computing and displaying

the radiation characteristics of a paraboloidal reflector.
c. Power Point (PPT) viewgraphs, in multicolor.
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PROBLEMS

15.1. An infinite line source, of constant electric current I0, is placed a distance s
above a flat and infinite electric ground plane. Derive the array factor.

15.2. For corner reflectors with included angles of α = 60◦, 45◦, and 30◦:
(a) Derive the array factors of (15-7)–(15-9b).
(b) Plot the field strength along the axis (θ = 90◦, φ = 0◦) as a function of

the feed-to-vertex spacing, 0 ≤ s/λ ≤ 10.
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15.3. Consider a corner reflector with an included angle of α = 36◦.
(a) Derive the array factor.
(b) Plot the relative field strength along the axis (θ = 90◦, φ = 0◦) as a func-

tion of the feed-to-vertex spacing s, for 0 ≤ s/λ ≤ 10.
(c) Determine the spacing that yields the first maximum possible field strength

along the axis. For this spacing, what is the ratio of the field strength
of the corner reflector along the axis to the field strength of the feed
element alone?

(d) For the spacing in part c, plot the normalized power pattern in the
azimuthal plane (θ = 90◦).

15.4. A 60◦ corner reflector, in conjunction with a λ/2 dipole feed, is used in
a radar tracking system. One of the requirements for such a system is that
the antenna, in one of its modes of operation, has a null along the forward
symmetry axis. In order to accomplish this, what should be the feed spacing
from the vertex (in wavelengths)? To get credit, give all the possible values
of the feed-to-vertex spacing.

15.5. For a parabolic reflector, derive (15-25) which relates the f/d ratio to its
subtended angle θ0.

15.6. Show that for a parabolic reflector
(a) 0 ≤ f/d ≤ 0.25 relates to 180◦ ≥ θ0 ≥ 90◦

(b) 0.25 ≤ f/d ≤ ∞ relates to 90◦ ≥ θ0 ≥ 0◦

15.7. The diameter of a paraboloidal reflector antenna (dish), used for public tele-
vision stations, is 10 meters. Find the far-zone distance if the antenna is used
at 2 and 4 GHz.

15.8. Show that the directivity of a uniformly illuminated circular aperture of diam-
eter d is equal to (πd/λ)2.

15.9. Verify (15-33) and (15-33a).

15.10. The field radiated by a paraboloidal reflector with an f/d ratio of 0.5 is given by

E = (âx + ây sinφ cosφ) f(r, θ, φ)

where the x-component is the co-pol and the y-component is the cross-pol.
(a) At what observation angle(s) (in degrees) (0◦ − 180◦) is the cross-pol

minimum? What is the minimum value?
(b) At what observation angle(s) (in degrees) (0◦ − 180◦) is the cross-pol

maximum? What is the maximum value?
(c) What is the polarization loss factor when the receiving antenna is linearly

polarized in the x-direction.
(d) What is the polarization loss factor when the receiving antenna is linearly

polarized in the y-direction.
(e) What should the polarization of the receiving antenna be in order to elimi-

nate the losses due to polarization? Write an expression for the polarization
of the receiving antenna to achieve this.
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15.11. Verify (15-49) and (15-54).

15.12. A small parabolic reflector (dish) of revolution, referred to as a paraboloid,
is now being advertised as a TV antenna for direct broadcast. Assuming the
diameter of the reflector is 1 meter, determine at 3 GHz the directivity (in dB)
of the antenna if the feed is such that
(a) the illumination over the aperture is uniform (ideal)
(b) the taper efficiency is 80% while the spillover efficiency is 85%. Assume

no other losses. What is the total aperture efficiency of the antenna (in dB)?

15.13. The 140-ft (42.672-m) paraboloidal reflector at the National Radio Astronomy
Observatory, Green Bank, W. Va, has an f/d ratio of 0.4284. Determine the
(a) subtended angle of the reflector
(b) aperture efficiency assuming the feed pattern is symmetrical and its gain

pattern is given by 2 cos2(θ ′/2), where θ ′ is measured from the axis of
the reflector

(c) directivity of the entire system when the antenna is operating at 10 GHz,
and it is illuminated by the feed pattern of part (b)

(d) directivity of the entire system at 10 GHz when the reflector is illuminated
by the feed pattern of part (b) and the maximum aperture phase deviation
is π/16 rad

15.14. A paraboloidal reflector has an f/d ratio of 0.38. Determine
(a) which cosn θ ′ symmetrical feed pattern will maximize its aperture

efficiency
(b) the directivity of the reflector when the focal length is 10λ
(c) the value of the feed pattern in dB (relative to the main maximum) along

the edges of the reflector.

15.15. The diameter of an educational TV station reflector is 10 meters. It is desired
to design the reflector at 1 GHz with a f/d ratio of 0.5. The pattern of the feed
is given by

Gf =
{

3.4286 cos4(θ ′/2) 0 ≤ θ ′ ≤ π/2

0 Elsewhere

Assume a symmetrical pattern in the φ′ direction. Determine the following:
(a) Total subtended angle of the reflector (in degrees)
(b) Aperture efficiency (in % )
(c) Directivity of the reflector (dimensionless and in dB ).

15.16. A 10-m diameter earth-based paraboloidal reflector antenna, which is used for
satellite television, has a f/d ratio of 0.433. Assuming the amplitude gain
pattern of the feed is rotationally symmetric in φ′ and is given by

Gf (θ
′, φ′) =

{
G0 cos2(θ ′/2) 0◦ ≤ θ ′ ≤ 90◦

0 elsewhere

where G0 is a constant, determine the
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(a) total subtended angle of the reflector (in degrees)
(b) value of G0.
(c) aperture efficiency (in % ).

15.17. A 10-m diameter earth-based paraboloidal reflector antenna, which is used
for satellite television, has a total subtended angle of 120◦. Assuming the
amplitude gain pattern of the feed is rotationally symmetric in φ and is given
by

Gf (θ
′) =

{
G0 cos2(θ ′/2) 0◦ ≤ θ ′ ≤ 90◦

0 Elsewhere

where G0 is a constant, determine the
(a) value of G0

(b) taper efficiency (in %).
Compare the aperture efficiency of the above pattern with that of

Gf (θ
′) =

{
G0 cos2(θ ′) 0◦ ≤ θ ′ ≤ 90◦

0 Elsewhere

Which of the two patterns’ aperture efficiency is lower, and why. Explain
the why by comparing qualitatively the corresponding taper and spillover
efficiencies, and thus the aperture efficiency, of the two feed patterns; do this
without calculating the taper and spillover efficiencies.

15.18. The symmetrical feed pattern for a paraboloidal reflector is given by

Gf =



G0 cos4

(
θ ′

2

)
0 ≤ θ ′ ≤ π/2

0 elsewhere

where G0 is a constant.
(a) Evaluate the constant G0.
(b) Derive an expression for the aperture efficiency.
(c) Find the subtended angle of the reflector that will maximize the aperture

efficiency. What is the maximum aperture efficiency?

15.19. A paraboloidal reflector is operating at a frequency of 5 GHz. It is 8 meters
in diameter, with an f/d ratio of 0.25. It is fed with an antenna whose primary
pattern is symmetrical and which can be approximated by

Gf =
{

10 cos4 θ ′ 0 ≤ θ ′ ≤ π/2

0 elsewhere

Find its
(a) aperture efficiency
(b) overall directivity
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(c) spillover efficiency

(d) taper efficiency

15.20. A parabolic reflector has a diameter of 10 meters and has an included angle of
θ0 = 30◦. The directivity at the operating frequency of 25 GHz is 5,420,000.
The phase efficiency, polarization efficiency, blockage efficiency, and random
error efficiency are all 100%. The feed has a phi-symmetric pattern given by

Gf =
{
G0 cos10 θ ′ 0◦ ≤ θ ′ ≤ 90◦

0 elsewhere

Find the taper, spillover, and overall efficiencies.

15.21. A 10-meter diameter paraboloidal reflector is used as a TV satellite antenna.
The focus-to-diameter ratio of the reflector is 0.536 and the pattern of the feed
in the forward region can be approximated by cos2(θ ′). Over the area of the
reflector, the incident power density from the satellite can be approximated
by a uniform plane wave with a power density of 10 µwatts/m2. At a center
frequency of 9 GHz:

(a) What is the maximum directivity of the reflector (in dB)?

(b) Assuming no losses of any kind, what is the maximum power that can be
delivered to a TV receiver connected to the reflector through a lossless
transmission line?

15.22. A 3-meter diameter parabolic reflector is used as a receiving antenna for satel-
lite television reception at 5 GHz. The reflector is connected to the television
receiver through a 78-ohm coaxial cable. The aperture efficiency is approxi-
mately 75%. Assuming the maximum incident power density from the satellite
is 10 microwatts/square meter and the incident wave is polarization-matched
to the reflector antenna, what is the:

(a) Directivity of the antenna (in dB)

(b) Maximum power (in watts) that can be delivered to the receiving TV?
Assume no losses.

(c) Power (in watts) delivered to the receiving TV if the reflection coefficient
at the transmission line/receiving TV terminal junction is 0.2. Assume no
other losses.

15.23. A reflector antenna with a total subtended angle of 120◦ is illuminated at
10 GHz with a specially designed feed so that its aperture efficiency is nearly
unity. The focal distance of the reflector is 5 meters. Assuming the radiation
pattern is nearly symmetric, determine the:

(a) Half-power beamwidth (in degrees).

(b) Sidelobe level (in dB).

(c) Directivity (in dB).

(d) Directivity (in dB) based on Kraus’ formula and Tai & Pereira’s formula.

(e) Loss in directivity (in dB) if the surface has rms random roughness of
0.64 mm.
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15.24. A front-fed paraboloidal reflector with an f/d radio of 0.357, whose diameter
is 10 meters and which operates at 10 GHz, is fed by an antenna whose
power pattern is rotationally symmetric and it is represented by cos2(θ/2).
All the power is radiated in the forward region (0◦ ≤ θ ′ ≤ 90◦) of the feed.
Determine the
(a) spillover efficiency
(b) taper efficiency
(c) overall aperture efficiency
(d) directivity of the reflector (in dB)
(e) directivity of the reflector (in dB) if the RMS, reflector surface deviation

from an ideal paraboloid is λ/100.

15.25. Design pyramidal horn antennas that will maximize the aperture efficiency or
produce maximum power transmission to the feed, for paraboloidal reflectors
with f/d ratios of
(a) 0.50
(b) 0.75
(c) 1.00



CHAPTER16

Smart Antennas

16.1 INTRODUCTION

Over the last decade, wireless technology has grown at a formidable rate, thereby
creating new and improved services at lower costs. This has resulted in an increase
in airtime usage and in the number of subscribers. The most practical solution to this
problem is to use spatial processing. As Andrew Viterbi, founder of Qualcomm Inc.,
clearly stated: “Spatial processing remains as the most promising, if not the last frontier,
in the evolution of multiple access systems” [1].

Spatial processing is the central idea of adaptive antennas or smart-antenna sys-
tems. Although it might seem that adaptive antennas have been recently discovered,
they date back to World War II with the conventional Bartlett beamformer [2]. It is
only of today’s advancement in powerful low-cost digital signal processors, general-
purpose processors (and ASICs—Application-Specific Integrated Circuits), as well
as innovative software-based signal-processing techniques (algorithms), that smart-
antenna systems have received enormous interest worldwide. In fact, many overviews
and tutorials [1]–[14] have emerged, and a great deal of research is being done on the
adaptive and direction-of-arrival (DOA) algorithms for smart-antenna systems [15],
[16]. As the number of users and the demand for wireless services increases at an
exponential rate, the need for wider coverage area and higher transmission quality
rises. Smart-antenna systems provide a solution to this problem.

This chapter presents an introduction and general overview of smart-antenna sys-
tems. First, it gives the reader an insight on smart-antenna systems using the human
auditory system as an analogy. Then, it presents the purpose for smart antennas by
introducing the cellular radio system and its evolution. A brief overview of sig-
nal propagation is given to emphasize the need for smart-antenna systems. These
topics are followed by antenna array theory, time of arrival and adaptive digital pro-
cessing algorithms, mutual coupling, mobile ad hoc networks, antenna design, and
simulation and impact of antenna designs on network capacity/throughput and com-
munication channel bit-error-rate (BER). Material of this chapter is extracted from
[17]–[22]. More extensive discussion and details on each topic can be found in [17]
and other sources.

Antenna Theory: Analysis Design, Third Edition, by Constantine A. Balanis
ISBN 0-471-66782-X Copyright  2005 John Wiley & Sons, Inc.
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16.2 SMART-ANTENNA ANALOGY

The functionality of many engineering systems is readily understood when it is related
to our human body system [3]. Therefore, to give an insight into how a smart-antenna
system works, let us imagine two persons carrying on a conversation inside a dark room
[refer to Figure 16.1(a)]. The listener among the two persons is capable of determining
the location of the speaker as he moves about the room because the voice of the
speaker arrives at each acoustic sensor, the ear, at a different time. The human signal
processor, the brain, computes the direction of the speaker from the time differences
or delays of the voice received by the two ears. Afterward, the brain adds the strength
of the signals from each ear so as to focus on the sound of the computed direction.
Furthermore, if additional speakers join in the conversation, the brain can tune out
unwanted interferers and concentrate on one conversation at a time. Conversely, the
listener can respond back to the same direction of the desired speaker by orienting the
transmitter (mouth) toward the speaker.

Unwanted speaker 

Desired speaker 

(a) Human analogy [3]

Unwanted
speaker  

Desired
speaker

w1

DSP  

w2

+

(b) Electrical equivalent  

Figure 16.1 Smart-antenna analogy. (a) Human analogy [3]; (b) Electrical equivalent.
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Electrical smart-antenna systems work the same way using two antennas instead of
the two ears and a digital signal processor instead of a brain [refer to Figure 16.1(b)].
Therefore, after the digital signal processor measures the time delays from each antenna
element, it computes the direction of arrival (DOA) of the signal-of-interest (SOI),
and then it adjusts the excitations (gains and phases of the signals) to produce a
radiation pattern that focuses on the SOI while, ideally, tuning out any signal-not-of-
interest (SNOI).

16.3 CELLULAR RADIO SYSTEMS EVOLUTION

Maintaining capacity has always been a challenge as the number of services and sub-
scribers increased. To achieve the capacity demand required by the growing number of
subscribers, cellular radio systems had to evolve throughout the years. To justify the
need for smart-antenna systems in the current cellular system structure, a brief history
on the evolution of the cellular radio systems is presented. For more in-depth details
refer to [23]–[25].

16.3.1 Omnidirectional Systems

Since the early days, system designers knew that capacity was going to be a prob-
lem, especially when the number of channels or frequencies allotted by the Federal
Communications Commission (FCC) was limited. Therefore, to achieve the capacity
required for thousands of subscribers, a suitable cellular structure had to be designed;
an example of the resulting structure is depicted in Figure 16.2.

Each shaded hexagonal area in Figure 16.2 represents a small geographical area
named cell with maximum radius R [24]. At the center of each cell resides a base
station equipped with an omnidirectional antenna with a given band of frequencies.
Base stations in adjacent cells are assigned frequency bands that contain different
frequencies compared to the neighboring cells. By limiting the coverage area to within
the boundaries of a cell, the same band of frequencies may be used to cover different
cells that are separated from one another by distances large enough to keep interference
levels below the threshold of the others. The design process of selecting and allocating

D

cellR

Figure 16.2 Typical cellular structure with 7 cells reuse pattern.
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the same bands of frequencies to different cells of cellular base stations within a system
is referred to as frequency reuse [23]. This is shown in Figure 16.2 by the repeating
shaded pattern or clusters [23]; cells having the same shaded pattern use the same
frequency spectrum. In the first cellular radio systems deployed, each base station
was equipped with an omnidirectional antenna with a typical amplitude pattern as that
shown in Figure 16.3. Because only a small percentage of the total energy reached the
desired user, the remaining energy was radiated in undesired directions. As the number
of users increased, so did the interference, thereby reducing capacity. An immediate
solution to this problem was to subdivide a cell into smaller cells; this technique is
referred to as cell splitting [24].

A. Cell Splitting
Cell splitting [24], as shown in Figure 16.4, subdivides a congested cell into smaller
cells called microcells, each with its own base station and a corresponding reduction in
antenna height and transmitter power. Cell splitting improves capacity by decreasing
the cell radius R and keeping the D/R ratio unchanged; D is the distance between the

Radiation
pattern

Antenna

z

x

r

H

E

q

f
y

H

E

Figure 16.3 Omnidirectional antenna pattern.

Cell

Microcell

Figure 16.4 Cell splitting.
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centers of the clusters. The disadvantages of cell splitting are costs incurred from the
installation of new base stations, the increase in the number of handoffs (the process
of transferring communication from one base station to another when the mobile unit
travels from one cell to another), and a higher processing load per subscriber.

B. Sectorized Systems
As the demand for wireless service grew even higher, the number of frequencies
assigned to a cell eventually became insufficient to support the required number of
subscribers. Thus, a cellular design technique was needed to provide more frequen-
cies per coverage area. This technique is referred to as cell sectoring [23], where a
single omnidirectional antenna is replaced at the base station with several directional
antennas. Typically, a cell is sectorized into three sectors of 120◦ each [3], as shown
in Figure 16.5.

In sectoring, capacity is improved while keeping the cell radius unchanged and
reducing the D/R ratio. In other words, by reducing the number of cells in a cluster
and thus increasing the frequency reuse, capacity improvement is achieved. However,
in order to accomplish this, it is necessary to reduce the relative interference without
decreasing the transmitting power. The cochannel interference in such cellular systems
is reduced since only two neighboring cells interfere instead of six for the omnidirec-
tional case [24], [26] (see Figure 16.6). The penalty for improved signal-to-interference
(S/I) ratio and capacity is an increase in the number of antennas at the base station,
and a decrease in trunking efficiency [23], [26] due to channel sectoring at the base
station [23]–[26]. Trunking efficiency is a measure of the number of users that can be
offered service with a particular configuration of fixed number of frequencies.

16.3.2 Smart-Antenna Systems

Despite its benefits, cell sectoring did not provide the solution needed for the capac-
ity problem. Therefore, the system designers began to look into a system that could
dynamically sectorize a cell. Hence, they began to examine smart antennas.

Figure 16.5 Sectorized base-station antenna.
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(a) Sectoring (b) Omnidirectional

120°

Figure 16.6 Cochannel interference comparison between (a) sectoring, and (b) omnidirectional.

Many refer to smart-antenna systems as smart antennas, but in reality antennas are
not smart; it is the digital signal processing, along with the antennas, which makes the
system smart. Although it might seem that smart-antenna systems is a new technology,
the fundamental theory of smart (adaptive) antennas is not new [5], [6]. In fact, it
has been applied in defense-related systems since World War II. Until recent years,
with the emergence of powerful low-cost digital signal processors (DSPs), general-
purpose processors (and Application-Specific Integrated Circuits—ASICs), as well as
innovative signal-processing algorithms, smart-antenna systems have become practical
for commercial use [3].

Smart-antenna systems are basically an extension of cell sectoring in which the
sector coverage is composed of multiple beams [26]. This is achieved by the use of
antenna arrays, and the number of beams in the sector (e.g., 120◦) is a function of
the array geometry. Because smart antennas can focus their radiation pattern toward
the desired users while rejecting unwanted interferences, they can provide greater
coverage area for each base station. Moreover, because smart antennas have a higher
rejection interference, and therefore lower bit error rate (BER), they can provide a
substantial capacity improvement. These systems can generally be classified as either
Switched-Beam or Adaptive Array [5], [6], [27].

A. Switched-Beam Systems
A switched-beam system is a system that can choose from one of many predefined
patterns in order to enhance the received signal (see Figure 16.7), and it is obviously
an extension of cell sectoring as each sector is subdivided into smaller sectors. As the
mobile unit moves throughout the cell, the switched-beam system detects the signal
strength, chooses the appropriate predefined beam pattern, and continually switches
the beams as necessary. The overall goal of the switched-beam system is to increase
the gain according to the location of the user. However, since the beams are fixed, the
intended user may not be in the center of any given main beam. If there is an interferer
near the center of the active beam, it may be enhanced more than the desired user [3].

B. Adaptive Array Systems
Adaptive array systems [5], [6] provide more degrees of freedom since they have the
ability to adapt in real time the radiation pattern to the RF signal environment. In other
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Figure 16.7 Switched-beam system.
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Figure 16.8 Comparison of (a) switched-beam scheme, and (b) adaptive array scheme.

words, they can direct the main beam toward the pilot signal or SOI while suppressing
the antenna pattern in the direction of the interferers or SNOIs. To put it simply, adap-
tive array systems can customize an appropriate radiation pattern for each individual
user. This is far superior to the performance of a switched-beam system, as shown in
Figure 16.8. This figure shows that not only the switched-beam system may not able
to place the desired signal at the maximum of the main lobe but also it exhibits the
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Figure 16.9 Relative coverage area comparison among sectorized systems, switched-beam sys-
tems, and adaptive array systems in (a) low interference environment, and (b) high interference
environment [3].

inability to fully reject the interferers. Because of the ability to control the overall radi-
ation pattern in a greater coverage area for each cell site, as illustrated in Figure 16.9,
adaptive array systems greatly increase capacity. Figure 16.9 shows a comparison, in
terms of relative coverage area, of conventional sectorized switched-beam and adaptive
arrays. In the presence of a low-level interference, both types of smart antennas provide
significant gains over the conventional sectored systems. However, when a high-level
interference is present, the interference rejection capability of the adaptive systems
provides significantly more coverage than either the conventional or switched-beam
system [3].

Adaptive array systems can locate and track signals (users and interferers) and
dynamically adjust the antenna pattern to enhance reception while minimizing inter-
ference using signal-processing algorithms. A functional block diagram of such a
system is shown in Figure 16.10. This figure shows that after the system downcon-
verts the received signals to baseband and digitizes them, it locates the SOI using the
direction-of-arrival (DOA) algorithm, and it continuously tracks the SOI and SNOIs
by dynamically changing the weights (amplitudes and phases of the signals). Basically,
the DOA computes the direction of arrival of all signals by computing the time delays
between the antenna elements, and afterward the adaptive algorithm, using a cost func-
tion, computes the appropriate weights that result in an optimum radiation pattern. The
details of how the time delays and the weights are computed are discussed later in this
chapter. Because adaptive arrays are generally more digital-processing intensive and
require a complete RF portion of the transceiver behind each antenna element, they
tend to be more costly than switched-beam systems.

C. Spatial Division Multiple Access (SDMA)
The ultimate goal in the development of cellular radio systems is SDMA [3], [27].
SDMA is among the most-sophisticated utilization of smart-antenna technology; its
advanced spatial-processing capability enables it to locate many users, creating dif-
ferent beam for each user, as shown in Figure 16.11. This means that more than one
user can be allocated to the same physical communication channel in the same cell
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Figure 16.10 Functional block diagram of an adaptive array system.
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Figure 16.11 SDMA multibeam system.

simultaneously, with only an angle separation. This is accomplished by having N par-
allel beamformers at the base station operating independently, where each beamformer
has its own adaptive beamforming algorithm to control its own set of weights and its
own direction-of-arrival algorithm (DOA) to determine the time delay of each user’s
signal (see Figure 16.12) [28], [29]. Each beamformer creates a maximum toward its
desired user while nulling or attenuating the other users. This technology dramatically
improves the interference suppression capability while greatly increasing frequency
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Figure 16.12 SDMA system block diagram [28], [29].

reuse, resulting in increased capacity and reduced infrastructure cost. Basically, capac-
ity is increased not only through intercell frequency reuse but also through intracell
frequency reuse [27].

16.4 SIGNAL PROPAGATION

Up until now, the problem of capacity has been associated solely with cochannel inter-
ference and with the depletion of channels due to the high number of users. However,
multipath fading and delay spread also play a role in reducing system capacity [3],
[30]. Fortunately, because of the ability of smart-antenna systems to adapt to the signal
environment, they are able to considerably reduce delay spread and multipath fading,
thereby increasing capacity. This section gives a brief overview on signal propagation;
for an in-depth study of the subject, the reader is referred to [3], [31], [32].

The signal generated by the user mobile device is omnidirectional in nature; there-
fore, it causes the signal to be reflected by structures, such as buildings. Ultimately,
this results in the arrival of multiple delayed versions (multipath) of the main (direct)
signals at the base station, as depicted in Figure 16.13. This condition is referred to as
multipath [3], [32]. In general, these multiple delayed signals do not match in phase
because of the difference in path length at the base station, as shown by the example
in Figure 16.14 [3]. Because smart-antenna systems can tailor themselves to the signal
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Figure 16.13 Multipath environment.
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Figure 16.14 Two out-of-phase multipath signals [3].

environment, they can exploit or reject the reflected signals depending whether the sig-
nals are delayed copies of the SOI or the SNOIs. This is an advantage because smart
antennas are not only capable of extracting information from the direct path of the
SOI but they can also extract information from the reflected version of the SOI while
rejecting all interferers or SNOIs. Therefore, because of this ability to manage multi-
path signals, smart-antenna systems improve link quality. As the signals are delayed,
the phases of the multipath signal components can combine destructively over a narrow
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Figure 16.15 Fade effect on a user signal [3].

bandwidth, leading to fading of the received signal level. This results in a reduction
of the signal strength, and a representative example is illustrated in Figure 16.15 [3].

One type of fading is Rayleigh fading or fast fading [32], [33]. Fading is constantly
changing, and it is a three-dimensional (3-D) phenomenon that creates fade zones
[30]. These fade zones are usually small, and they tend to periodically attenuate the
received signal (i.e., degrade it in quality) as the users pass through them. Although
fading, in general, is a difficult problem, smart-antenna systems perform better than
earlier systems, unless fading is severe. Figure 16.16 shows lighter shaded area as a
representation of fade zones in a multipath environment.

Occasionally, the multipath signals are 180◦ out of phase, as shown in Figure 16.17.
This multipath problem is called phase cancellation [3]. When this happens, a call
cannot be maintained for a long period of time, and it is dropped. In digital signals,

Figure 16.16 Fade zones [3].
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Figure 16.18 Delay spread and ISI.

the effect of multipath causes a condition called delay spread. In other words, the
symbols representing the bits collide with one another causing intersymbol interference
(ISI), as shown in Figure 16.18. When this occurs, the bit error rate (BER) rises, and
a noticeable degradation in quality is observed [31].

Finally, another signal propagation problem is cochannel interference [30]. This
occurs when a user’s signal interferes with a cell having the same set of frequen-
cies. Omnidirectional cells suffer more from cochannel interference than do sectorized
cells, and smart-antenna systems, because of their ability to tune out cochannel inter-
ference, perform at their best under such environment [24]; this comparison is shown
in Figure 16.19.

16.5 SMART ANTENNAS’ BENEFITS

The primary reason for the growing interest in smart-antenna systems is the capacity
increase. In densely populated areas, mobile systems are usually interference-limited,
meaning that the interference from other users is the main source of noise in the
system. This means that the signal-to-interference ratio (SIR) is much smaller than
the signal-to-noise ratio (SNR). In general, smart antennas will, by simultaneously
increasing the useful received signal level and lowering the interference level, increase
the SIR.
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Another benefit that smart-antenna systems provide is range increase. Because smart
antennas are more directional than omnidirectional and sectorized antennas, a range
increase potential is available [27]. In other words, smart antennas are able to focus
their energy toward the intended users, instead of directing it in other unnecessary
directions (wasting) like omnidirectional antennas do. This means that base stations
can be placed further apart, leading to a more cost-efficient development. Therefore, in
rural and sparsely populated areas, where radio coverage rather than capacity is more
important, smart-antenna systems are also well suited [27].

Another added advantage of smart-antenna systems is security. In a society that
becomes more dependent on conducting business and transmitting personal informa-
tion, security is an important issue. Smart antennas make it more difficult to tap a
connection because the intruder must be positioned in the same direction as the user
as seen from the base station to successfully tap a connection [27].

Finally, because of the spatial detection nature of smart-antenna systems, they can
be used to locate humans in emergencies or for any other location-specific service [27].

16.6 SMART ANTENNAS’ DRAWBACKS

While smart antennas provide many benefits, they do suffer from certain drawbacks.
For example, their transceivers are much more complex than traditional base station
transceivers. The antenna needs separate transceiver chains for each array antenna ele-
ment and accurate real-time calibration for each of them [27]. Moreover, the antenna
beamforming is computationally intensive, which means that smart-antenna base sta-
tions must be equipped with very powerful digital signal processors. This tends to
increase the system costs in the short term, but since the benefits outweigh the costs,
it will be less expensive in the long run. For a smart antenna to have pattern-adaptive
capabilities and reasonable gain, an array of antenna elements is necessary.

16.7 ANTENNA

One essential component of a smart-antenna system is its sensors or antenna elements.
Just as in humans the ears are the transducers that convert acoustic waves into elec-
trochemical impulses, antenna elements convert electromagnetic waves into electrical
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impulses. These antenna elements play an important role in shaping and scanning the
radiation pattern and constraining the adaptive algorithm used by the digital signal pro-
cessor. There are a plethora of antenna elements [34] that can be selected to form an
adaptive array. This includes classic radiators such as dipoles, monopoles, loops, aper-
tures, horns, reflectors, microstrips, and so on. Thus, a good antenna designer should
consider the type of antenna element that is best suited for the application.

One element that meets the requirements and capabilities of a mobile device is that of
an array of printed elements. There are a number of printed element geometries, patches
as they are usually referred to, some shown in Figure 14.2. The two most popular
are the rectangular, discussed in detail in Section 14.2, and the circular, discussed in
detail in Section 14.3. Such an array possesses the attributes to provide the necessary
bandwidth, scanning capabilities, beamwidth, and sidelobe level. Furthermore, it is a
low-cost technology suitable for commercial products, in addition to being lightweight
and conformal to surfaces. The analysis and design of microstrip/patch antennas is
discussed in detail in Chapter 14. There are a number of analysis methods as well as
software packages; one is that of [35].

16.7.1 Array Design

The main beam of a larger array can resolve, because of its narrower beamwidth,
the signals-of-interest (SOIs) more accurately and allows the smart-antenna system to
reject more signals-not-of-interest (SNOIs). Although this may seem attractive for a
smart-antenna system, it has two main disadvantages. One disadvantage is that it tends
to increase the cost and the complexity of the hardware implementation, and the other
is that it increases the convergence time for the adaptive algorithms, thereby reducing
valuable bandwidth. Therefore, this issue is resolved on the basis of the analysis of the
network throughput that will be discussed later in this chapter.

The array configuration that is well suited for mobile communication is usually a
planar array. The linear array configuration is not as attractive because of its inability
to scan in 3-D space. On the other hand, a planar array can scan the main beam in any
direction of θ (elevation) and φ (azimuth), as discussed in Chapter 6. Initially, a linear
array will be analyzed to demonstrate some of the basic principles of array theory;
eventually, most of the effort will be on planar arrays.

16.7.2 Linear Array

The array factor of a linear array of M (even) identical elements with uniform spacing
positioned symmetrically along the y-axis, as shown in Figure 16.20, can be written
on the basis of the theory of Chapter 6, as

(AF )M = w1e
+j (1/2)ψ1 + w2e

+j (3/2)ψ2 + · · · + wM/2e
+j [(M−1)/2]ψM/2

+w1e
−j (1/2)ψ1 +w2e

−j (3/2)ψ2 + · · · +wM/2e
−j [(M−1)/2]ψM/2 (16-1)

Simplifying and normalizing (16-1), the array factor for an even number of elements
with uniform spacing along the y-axis reduces to

(AF )M =
M/2∑
n=1

wn cos[(2n− 1)ψn] (16-2)



960 SMART ANTENNAS

z

y......

d

1 2 3 M/2 M/2 3 2 1 

d

x

r

f

q 

Figure 16.20 Linear array with elements along the y-axis.

where

ψn = π d

λ
sin θ sinφ + βn (16-2a)

In (16-2) and (16-2a), wn and βn represent, respectively, the amplitude and phase exci-
tations of the individual elements. While in Chapter 6 the amplitude coefficients were
represented by an, in signal-processing beamforming it is most common to represent
them by wn, and it will be adopted in this chapter. The amplitude coefficients wn

control primarily the shape of the pattern and the major-to-minor lobe level while
the phase excitations control primarily the scanning capabilities of the array. Tapered
amplitude distributions exhibit wider beamwidths but lower sidelobes. Therefore, an
antenna designer can choose different amplitude distributions to conform to the applica-
tion specifications. This is shown in Figure 16.21, where the array factor of a uniform
linear array is compared with the array factor of a Dolph–Tchebyscheff [34] linear
array. As discussed in Chapter 6, Dolph–Tchebyscheff arrays maintain all their minor
lobes at the same level while compromising slightly on a wider half-power beamwidth.

16.7.3 Planar Array

As mentioned earlier, linear arrays lack the ability to scan in 3-D space, and since it is
necessary for portable devices to scan the main beam in any direction of θ (elevation)
and φ (azimuth), planar arrays are more attractive for these mobile devices. Let us
assume that we have M ×N identical elements, M and N being even, with uniform
spacing positioned symmetrical in the xy-plane as shown in Figure 16.22.
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Figure 16.22 Planar array with uniformly spaced elements.

The array factor for this planar array with its maximum along θ0, φ0, for an even
number of elements in each direction can be written as

[AF (θ, φ)]M×N = 4
M/2∑
m=1

N/2∑
n=1

wmn cos[(2m− 1)u] cos[(2n− 1)v] (16-3)

where
u = π dx

λ
(sin θ cosφ − sin θ0 cosφ0) (16-3a)

v = π dy

λ
(sin θ sinφ − sin θ0 sinφ0) (16-3b)

In (16-3), wmn is the amplitude excitation of the individual element. For separable
distributions wmn = wmwn. However, for nonseparable distributions, wmn �= wmwn.
This means that for an M ×N planar array, only M +N excitation values need to
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be computed from a separable distribution, while M ×N values are needed from a
nonseparable distribution [36].

16.8 ANTENNA BEAMFORMING

Intelligence, based on the definition of the Webster’s dictionary, is the ability to apply
knowledge and to manipulate one’s environment. Consequently, the amount of intel-
ligence a system has depends on the information collected, how it gains knowledge
from the processed information, and its ability to apply this knowledge. In smart-
antenna systems, this knowledge is gained and applied via algorithms processed by a
digital signal processor (DSP) as shown in Figure 16.10. The objectives of a DSP are
to estimate

1. the direction of arrival (DOA) of all impinging signals, and
2. the appropriate weights to ideally steer the maximum radiation of the antenna

pattern toward the SOI and to place nulls toward the SNOI.

Hence, the work on smart antennas promotes research in adaptive signal-processing
algorithms such as DOA and adaptive beamforming. The DOA estimation involves
a correlation analysis of the array signals followed by eigenanalysis and signal/noise
subspace formation while in adaptive beamforming the goal is to adapt the beam by
adjusting the magnitude and phase of each antenna element such that a desirable pattern
is formed [37].

This section presents a brief overview of direction-of-arrival algorithms followed by
a review of adaptive beamforming algorithms. The adaptive beamforming begins with
a simple example to give the reader an insight on the basics of adaptive beamforming.

16.8.1 Overview of Direction-Of-Arrival (DOA) Algorithms

After the antenna array receives the incoming signals from all directions, the DOA
algorithm determines the directions of all incoming signals based on the time delays. To
compute the time delays, consider an M × N planar array with interelement spacing dx
along the x-axis and dy along the y-axis as shown in Figure 16.23. When an incoming
wave, carrying a baseband signal s(t) impinges at an angle (θ, φ) on the antenna
array, it produces time delays relative to the other antenna elements. These time delays
depend on the antenna geometry, number of elements, and interelement spacing. For
the rectangular grid array of Figure 16.23, the time delay of the signal s(t) at the
(m, n)th element, relative to the reference element (0, 0) at the origin, is

τmn = 3r

v0
(16-4)

where 3r and v0 represent respectively the differential distance and the speed of the
light in free-space. The differential distance, 3r , is computed using

3r = dmn cos(ψ) (16-5)
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Figure 16.23 M ×N planar array with graphical representation of the time delay.

where dmn is the distance from the origin and the (m,n)th element, and ψ is the angle
between the radial unit vector from the origin to the (m,n)th element and the radial
unit vector in the direction of the incoming signal s(t). Subsequently, dmn and cos(ψ)
are determined using

dmn =
√
m2 d2

x + n2 d2
y (16-6)

cos(ψ) = âr · âρ
|âr | |âρ | (16-7)

where âr and âρ are, respectively, the unit vectors along the direction of the incoming
signal s(t) and along the distance dmn to the (m,n)th element. Thus, the unit vectors
(i.e., âr and âρ) are expressed as

âr = âx sin θ cosφ + ây sin θ sinφ + âz cos θ (16-8a)

âρ = âxmd x + âynd y√
m2 d2

x + n2 d2
y

(16-8b)

where âx , ây , and âz are, respectively, the unit vectors along the x-, y-, and z-axis.
Finally, substituting (16-5)–(16-8b) into (16-4), the time delay of the (m, n)th element,
with respect to the element at the origin [i.e., (0, 0)], is written as

τmn = mdx sin θ cosφ + ndy sin θ sinφ

v0
(16-9)

DOA estimation techniques can be categorized on the basis of the data analysis and
implementation into four different areas: conventional methods, subspace-based meth-
ods, maximum likelihood methods, and integrated methods, which combine property-
restoral techniques with subspace-based approach [27].
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Conventional methods for DOA estimation are based on the concepts of beam-
forming and null steering and do not exploit the statistics of the received signal. In
this technique, the DOA of all the signals is determined from the peaks of the output
power spectrum obtained from steering the beam in all possible directions. Examples
of conventional methods are the delay-and-sum method (classical beamformer method
or Fourier method) and Capon’s minimum variance method. One major disadvantage
of the delay-and-sum method is its poor resolution; that is, the width of the main beam
and the height of the sidelobes limit its ability to separate closely spaced signals [27].
On the other hand, Capon’s minimum variance technique tries to overcome the poor
resolution problem associated with the delay-and-sum method, and in fact, it gives a
significant improvement. Although it provides better resolution, Capon’s method fails
when the SNOIs are correlated with the SOI.

Unlike conventional methods, subspace methods exploit the structure of the received
data, resulting in a dramatic improvement in resolution. Two main algorithms that fall
into this category are the MUltiple SIgnal Classification (MUSIC) algorithm and the
Estimation of Signal Parameters via Rotational Invariance Technique (ESPRIT). In
1979, Schmidt proposed the conventional MUSIC algorithm that exploited the eigen-
structure of the input covariance matrix [38]. This algorithm provides information about
the number of incident signals, DOA of each signal, strengths and cross correlations
between incident signals, and noise powers. Like many algorithms, the conventional
MUSIC possesses drawbacks. One of the drawbacks is that it requires very precise
and accurate array calibration. Another drawback is that, if the impinging signals are
highly correlated, it fails because the covariance matrix of the received signals becomes
singular. And lastly, it is computationally intensive.

To improve the conventional MUSIC algorithm further, several attempts were made
to increase its resolution performance and decrease its computational complexity. In
1983, Barabell developed the Root-MUSIC algorithm based on polynomial rooting
and provided higher resolution; its drawback was that it was applicable only to uni-
formly spaced linear arrays [39]. In 1989, Schmidt proposed the Cyclic MUSIC, a
selective direction finding algorithm, which exploited the spectral coherence properties
of the received signal and made it possible to resolve signals spaced more closely
than the resolution threshold of the array. Moreover, the Cyclic MUSIC also avoids
the requirements that the total number of signals impinging on the array must be less
than the number of sensor elements [40]. Then, in 1994, Xu presented the Fast Sub-
space Decomposition (FSD) technique to decrease the computational complexity of
the MUSIC algorithm [41]. In a signal environment with multipath, where the sig-
nals received are highly correlated, the performance of MUSIC degrades severely. To
overcome such a detriment, a technique called spatial smoothing was applied to the
covariance matrix [42], [43].

The ESPRIT algorithm is another subspace-based DOA estimation technique orig-
inally proposed by Roy [44]. Because ESPRIT has several advantages over MUSIC,
such as that it

1. is less computationally intensive,
2. requires much less storage,
3. does not involve an exhaustive search through all possible steering vectors to

estimate the DOA, and
4. does not require the calibration of the array,



ANTENNA BEAMFORMING 965

it has become the algorithm of choice. It is also used in the computer program, des-
ignated as DOA, which is found in the attached CD, to determine the directions of
arrival for linear and planar array designs of isotropic sources. Since its conception, the
ESPRIT has evolved into the 2-D Unitary ESPRIT [45] and the Equirotational Stack
ESPRIT (ES-ESPRIT) [46], a more accurate version of the ESPRIT. The corresponding
READ ME file explains the details of the program.

Maximum Likelihood (ML) techniques were some of the first techniques to be
investigated for DOA estimation, but they are less popular than suboptimal subspace
techniques because ML methods are computationally intensive. However, ML tech-
niques outperform the subspace-based techniques in low SNR and in correlated signal
environment [47].

The final category of DOA algorithms is the integrated technique that combines
the property-restoral method with the subspace-based approach. A property-restoral
technique is the Iterative Least Squares Projection Based Constant Modulus Algorithm
(ILSP-CMA), a data-efficient and cost-efficient approach that is used to detect the
envelope of the received signals and overcome many of the problems associated with
the Multistage CMA algorithms [48].

In 1995, Xu and Lin [49] proposed a new scheme that integrated ILSP-CMA and the
subspace DOA approach. With an M-element antenna array, this scheme can estimate
up to 2M2/3 DOAs of direct path and multipath signals while a conventional DOA
can resolve no more than M DOAs. In 1996, Muhamed and Rappaport [50] showed
improvement in performance using an integrated DOA over the conventional ESPRIT
when they combined the subspace-based techniques, such as ESPRIT and MUSIC,
with the ILSP-CMA.

To show that the DOA can be determined on the basis of the time delays, the DOA
of a two-element array will be derived.

Example 16.1

Derive the DOA of a two-element array. Show that the angle of arrival/incidence can be
determined on the basis of time delays and geometry of the system.

Solution: On the basis of the geometry of Figure 16.24, the time difference of the signal
arriving at the two elements can be written as

3t = (t1 − t2) = 3d

v0
= d cos(θ)

v0

where v0 is the speed of light in free-space. This equation can be rewritten as

cos(θ) = v0

d
3t = v0

d
(t1 − t2)

or

θ = cos−1

(
d

v0
3t

)
= cos−1

[
d

v0
(t1 − t2)

]

This clearly demonstrates that the angle of incidence θ (direction of arrival) can be deter-
mined knowing the time delay between the two elements (3t = t1 − t2), and the geometry
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of the antenna array (in this case a linear array of two elements with a spacing d between
the elements).
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Figure 16.24 Incoming signal on a two-element array.

16.8.2 Adaptive Beamforming

As depicted in Figure 16.10, the information supplied by the DOA algorithm is processed
by means of an adaptive algorithm to ideally steer the maximum radiation of the antenna
pattern toward the SOI and place nulls in the pattern toward the SNOIs. This is only
necessary for DOA-based adaptive beamforming algorithms. However, for reference (or
training) based adaptive beamforming algorithms, like the Least Mean Square (LMS)
[51], [52] that is used in this chapter, the adaptive beamforming algorithm does not
need the DOA information but instead uses the reference signal, or training sequence,
to adjust the magnitudes and phases of each weight to match the time delays created
by the impinging signals into the array. In essence, this requires solving a linear system
of normal equations. The main reason why it is generally undesirable to solve the nor-
mal equations directly is because the signal environment is constantly changing. Before
reviewing the most common adaptive algorithm used in smart antennas, an example is
given, based on [53], to illustrate the basic concept of how the weights are computed to
satisfy certain requirements of the pattern, especially the formation of nulls.

Example 16.2

Determine the complex weights of a two-element linear array, half-wavelength apart, to
receive a desired signal of certain magnitude (unity) at θ0 = 0◦ while tuning out an interferer
(SNOI) at θ1 = 30◦, as shown in Figure 16.25. The elements of the array in Figure 16.25
are assumed to be, for simplicity, isotropic and the impinging signals are sinusoids.
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p(t) = Pejw0t n(t) = Nejw0t
Desired signal

l/2

30°

y(t)

Interference signal

+

#1 #2

w1 = w1′ + jw1′′ w2 = w2′ + jw2′′

Figure 16.25 Two-element array receiving a desired signal at θ0 = 0◦ and an SNOI at
θ0 = 30◦.

Solution: The output y(t) of the array due to the desired signal p(t) is analyzed first,
followed by the output due to the interferer n(t). Thus, the output y(t) of the array due to
the desired signal p(t) is

y(t) = Pejω0t (ẇ1 + ẇ2)

For the output y(t) to be equal (unity) only to the desired signal, p(t), it is necessary that

ẇ1 + ẇ2 = 1

On the other hand, the output y(t) due to the interfering signal n(t) is given as

y(t) = Nej(ω0 t−π/4)ẇ1 +Nej(ω0 t+π/4)ẇ2

where −π /4 and +π /4 terms in the above equation are due to the phase lag and lead,
respectively, in reference to the array midpoint of the impinging interfering signal (see
Figure 16.26 for details). Because

ej (ω0t−π/4) = ejω0 t

√
2
(1− j)

ej (ω0t+π/4) = ejω0 t

√
2
(1+ j),

the output y(t) can be rewritten as

y(t) = Nejω0 t

[√
2

2
(1− j)ẇ1 +

√
2

2
(1+ j)ẇ2

]

Therefore, for the output response y(t) to be zero (i.e., reject totally the interference), it is
necessary that √

2

2
(1− j)ẇ1 +

√
2

2
(1+ j)ẇ2 = 0
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30°

30°
30°

k(l/4)sin(30°) = p/4

k(l/4)sin(30°) = p/4

n(t)

l/4 l/4

#1 #2

Figure 16.26 Phase lag and lead computations due to signal n(t).

Solving simultaneously the linear system of two complex equations, the second one of this
example and the previous one, for ẇ1 and ẇ2, yields

ẇ1 = w′1 + jw′′1 =
1

2
− j

1

2

ẇ2 = w′2 + jw′′2 =
1

2
+ j

1

2

Thus, the above values of ẇ1 and ẇ2 are the optimum weights that guarantee the maximum
signal-to-interference ratio (SIR) for a desired signal at θ0 = 0◦ and an interferer at θ1 = 30◦.
Figure 16.27 shows, by the solid line, the array factor obtained on the basis of the weights
derived above.
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Without coupling
With coupling
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Figure 16.27 Comparison of array factors in the absence and in the presence of mutual
coupling.
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If the signal environment is stationary, the weights are easily computed by solving
the normal equations as shown in this example. However, in practice, the signal envi-
ronment is dynamic or time varying, and therefore, the weights need to be computed
with adaptive methods. In Section 16.8.4, one of the optimal beamforming techniques
and adaptive algorithms (Least Mean Square—LMS) used in smart-antenna systems
[51], [52], is reviewed; it is the one used in this chapter. There are others, and the
interested reader is referred to the literature [17], [53]–[65].

16.8.3 Mutual Coupling

When the radiating elements in the array are in the vicinity of each other, the radia-
tion characteristics, such as the impedance and radiation pattern, of an excited antenna
element is influenced by the presence of the others. This effect is known as mutual
coupling, and it can have a deleterious impact on the performance of a smart-antenna
array. Mutual coupling usually causes the maximum and nulls of the radiation pattern
to shift and to fill the nulls; consequently, the DOA algorithm and the beamforming
algorithm produce inaccurate results unless this effect is taken into account. Further-
more, this detrimental effect intensifies as the interelement spacing is reduced [34],
[66]. This will not be discussed in this chapter. The interested reader is referred to
the literature [66], [67]. However, a simple example follows to illustrate the effects of
coupling on adaptive beamforming.

Example 16.3

To illustrate the effects of mutual coupling in beamforming, Example 16.2 is repeated here.
However, this time, mutual coupling is considered. Let us reconsider the two-element linear
array, with half-wavelength spacing, receiving a desired signal at θ0 = 0◦ while tuning out
an interferer (SNOI) at θ1 = 30◦ in the presence of mutual coupling. The elements of the
array in Figure 16.28 are assumed to be, for simplicity, isotropic and the impinging signals
are sinusoids.

Solution: The output y(t) of the array due to the desired signal p(t) is analyzed first,
followed by the output due to the interferer n(t). Thus, the output y(t) of the array due to
p(t) is

y(t) = Pejω0 t [(c11 + c12) ˙̃w1 + (c22 + c21) ˙̃w2]

where c11, c12, c21, and c22 represent, respectively, the mutual coefficients that describe how
an element is affected because of the presence of another. Therefore, for the output y(t) to
be equal only to the desired signal, p(t), it is necessary that

(c11 + c12) ˙̃w1 + (c22 + c21) ˙̃w2 = 1

On the other hand, the output y(t) due to the interfering signal n(t) is given as

y(t) = Nej(ω0 t−π/4)(c11
˙̃w1 + c21

˙̃w2)+Nej(ω0 t+π/4)(c12
˙̃w1 + c22

˙̃w2)
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c21 c12
c22c11

y(t)

Desired signal
p(t) = Pejw0t

l/2

30°

+ +

#1 #2

mutual coupling

+

Interference signal
n(t) = Nejw0t

w1 = w1′ + jw1′′
~ ~ ~ w2 = w2′ + jw2′′

~ ~ ~

Figure 16.28 Two-element array receiving an SOI at θ0 = 0◦ and an SNOI at θ1 = 30◦ in
the presence of mutual coupling.

where −π /4 and +π /4 terms are due to the phase lag and lead, respectively, in reference to
the array midpoint of the impinging interfering signal (see Figure 16.26 for details). Because

ej (ω0 t−π/4) = ejω0t

√
2
(1− j)

ej (ω0 t+π/4) = ejω0t

√
2
(1+ j),

the output y(t) can be rewritten as

y(t) = Nejω0 t

{[√
2

2
(1−j)c11 +

√
2

2
(1+ j)c12

]
˙̃w1 +

[√
2

2
(1−j)c21 +

√
2

2
(1+ j)c22

]
˙̃w2

}

Therefore, for the output response to be zero (i.e., reject totally the interference), it is
necessary that[√

2

2
(1− j)c11 +

√
2

2
(1+ j)c12

]
˙̃w1 +

[√
2

2
(1− j)c21 +

√
2

2
(1+ j)c22

]
˙̃w2 = 0
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Solving simultaneously the linear system of complex equations, the second one of this
example and the previous one, for ẇ1 and ẇ2, yields

˙̃w1 = 1

2

c22 − c21

c22c11 − c12c21
− j

1

2

c22 + c21

c22c11 − c12c21

˙̃w2 = 1

2

c11 − c12

c22c11 − c12c21
+ j

1

2

c11 + c12

c22c11 − c12c21

Note that the above computed weights in the presence of mutual coupling are related to
those weights in the absence of mutual coupling by

˙̃w1 = ẇ1

(
c22

c22c11 − c12c21
− j

c21

c22c11 − c12c21

)

˙̃w2 = ẇ2

(
c11

c22c11 − c12c21
+ j

c12

c22c11 − c12c21

)

where ẇ1 and ẇ2 are the computed weights in the absence of mutual coupling as derived in
Example 16.2. Let us assume that the values for c11, c12, c21, and c22 are given, on the basis
of the formulation in [66], by

c11 = c22 = 2.37+ j0.340

c12 = c21 = −0.130− j0.0517

Then, the computed altered weights in the presence of mutual coupling, using the mutual
coupling coefficients above and the weights of Example 16.2, are

˙̃w1 = w̃′1 + jw̃′′1 = 0.189− j0.223

˙̃w2 = w̃′2 + jw̃′′2 = 0.250+ j0.167

On the basis of these new weights, ˙̃w1 and ˙̃w2, the computed patterns with coupling are
displayed and compared with that without coupling in Figure 16.27. The one with coupling is
also normalized so that its value at θ = 0◦ is unity. It is apparent that mutual coupling plays
a significant role in the formation of the pattern. For example, in the presence of coupling,
the pattern minimum is at θ1 = 32.5◦ at a level of nearly −35 dB (from the maximum),
while in the absence of coupling the null is at θ1 = 30◦ at a level nearly −∞ dB.

16.8.4 Optimal Beamforming Techniques

In optimal beamforming techniques, a weight vector that minimizes a cost function
is determined. Typically, this cost function, related with a performance measure, is
inversely associated with the quality of the signal at the array output, so that when the
cost function is minimized, the quality of the signal is maximized at the array output
[27]. The most commonly used optimally beamforming techniques or performance
measures are the Minimum Mean Square Error (MMSE), Maximum Signal-to-Noise
Ratio (MSNR), and Minimum (noise) Variance (MV).

A. Minimum Mean Square Error (MMSE) Criterion
One of the most widely used performance measures in computing the optimum weights
is to minimize the MSE cost function. The solution of this function leads to a special
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class of optimum filters called Wiener filters [51], [52]. In order to derive the weights
based on the MMSE criterion, the error, εk, between the desired signal, dk, and the
output signal of the array, yk, is written as

εk = dk − wHxk (16-10)

Therefore, the MSE based cost function can be written as

JMSE(E[ε2
k]) = E[(dk − wHxk)2]

= E[d2
k − 2dkwHxk + wHxkxHk w]

= d2
k − 2wHE[dkxk]+ wHE[xkxHk ]w

(16-11)

where E[·] represents the expected value of [·]. Because E[dkxk] and E[xkxTk ] in
(16-11) are the cross correlation, rxd , and the covariance, Rxx , respectively, (16-11)
can be rewritten as

JMSE(E[ε2
k]) = d2

k − 2wH rxd + wHRxxw (16-12)

In order to minimize the cost function (i.e., to minimize the MSE) in (16-12) with
respect to the weights, one must compute the gradient, which is achieved by taking
the derivative with respect to the weights and setting it equal to zero; that is,

min
w
{JMSE(E[ε2

k])} ⇒ ∂

∂w
{JMSE(E[ε2

k])} = 0 (16-13)

Taking the derivative in (16-13) and solving in terms of the weights, w, yields

wopt = R−1
xx rxd (16-14)

Equation (16-14) is the so-called Wiener solution, which is the optimal antenna array
weight vector, wopt, in the MMSE sense.

B. Least Mean Square (LMS) Algorithm
One of the simplest algorithms that is commonly used to adapt the weights is the
Least Mean Square (LMS) algorithm [51]. The LMS algorithm is a low complexity
algorithm that requires no direct matrix inversion and no memory. Moreover, it is
an approximation of the steepest descent method using an estimator of the gradient
instead of the actual value of the gradient, since computation of the actual value of the
gradient is impossible because it would require knowledge of the incoming signals a
priori. Therefore, at each iteration in the adaptive process, the estimate of the gradient
is of the form

"∇[J (w)]k =




∂J (w)
∂w0
...

∂J (w)
∂wL


 (16-15)
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where the J (w) is the cost function of (16-12) to be minimized. Hence, according to
the method of steepest descent, the iterative equation that updates the weights at each
iteration is

wk+1 = wk − µ"∇[J (w)]k (16-16)

where µ is the step size related to the rate of convergence. This simplifies the calcu-
lations to be performed considerably and allows algorithms, like the LMS algorithm,
to be used in real-time applications.

To summarize, the LMS algorithm minimizes the MSE cost function, and it solves
the Wiener–Hopf equation, represented by (16-14), iteratively without the need for
matrix inversion. Thus, the LMS algorithm computes the weights iteratively as

wk+1 = wk + 2µxk(dk − xTk wk) (16-17)

In order to assure convergence of the weights, wk, the step size µ is bounded by
the condition

0 < µ <
1

λmax
(16-18)

where λmax is the maximum eigenvalue of the covariance matrix, Rxx . The main
disadvantage of the LMS algorithm is that it tends to converge slowly, especially in
noisy environments. A block diagram of the implementation of this (LMS) algorithm
is shown in Figure 16.29 where d(k) is the reference/desired signal.

An interactive MATLAB computer program entitled Smart is included in the at-
tached CD, and it can be used to perform beamforming based on the LMS algorithm.
One part of the program, designated Linear, is used for linear arrays of N isotropic
elements while the other part, designated Planar, is used for planar arrays of M × N

isotropic elements. The description of each is found in the READ ME file of the
corresponding program.

To demonstrate the beamforming capabilities of the LMS algorithm, let us consider
two examples.

x0(k)

y(k)

d(k)

x1(k)

Adaptive
Algorithm

(LMS)

DSP +
−

Σ

Σ

w0

w1

Figure 16.29 Implementation of the LMS algorithm based on the Wiener-Hopf equation [51].
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Example 16.4

For an eight-element (M = 8) linear array of isotropic elements with a spacing of d = 0.5λ
between them, as shown in Figure 16.20, it is desired to form a pattern where the pattern
maximum (SOI) is at θ0 = 20◦. There are no requirements on any desired nulls (SNOIs)
at any specific angles. Determine the relative amplitude (w’s) and phase (β’s) excitation
coefficients of the elements using the following:

1. LMS beamforming algorithm

2. Classical method described in Chapter 6. Compare the results (amplitude,
phase, and pattern) of the two methods.

Solution: Using the LMS algorithm, the obtained normalized amplitude and phase excita-
tion coefficients are listed in Table 16.1 while the corresponding pattern, after 55 iterations,
is exhibited in Figure 16.30. The beamformed pattern does meet the desired requirement
of having a maximum at θ0 = 20◦. Using the classical method of a scanning array detailed
in Section 6.3.3, the obtained amplitude and phase excitation coefficients are also listed in
Table 16.1 while the corresponding pattern is also exhibited in Figure 16.30.

By comparing the results of the two methods, it is apparent that the two methods lead
to basically identical results in amplitude and phase excitation and corresponding patterns
(they are basically indistinguishable). This indicates that the LMS algorithm, using only an
SOI, converges to the element excitations, and corresponding pattern, of a uniform linear
array.

TABLE 16.1 Amplitude (w ’s) and Phase (β’s) Excitation Coefficients of an
Eight-Element (M = 8) Array Using the Classical Method and LMS Algorithm
(d = 0.5λ, SOI = 20◦, µ = 0.01, 55 iterations)

Classical LMS (i = 55)

Element w β (degrees) w β (degrees)

1 1.0000 0 1.0000 0

2 1.0000 −61.56 1.0000 −61.56

3 1.0000 −123.12 1.0000 −123.13

4 1.0000 −184.69 1.0000 −184.69

5 1.0000 −246.25 1.0000 −246.25

6 1.0000 −307.82 1.0000 −307.82

7 1.0000 −369.38 1.0000 −369.38

8 1.0000 −430.95 1.0000 −430.95
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Figure 16.30 Normalized pattern of an eight-element (M = 8) linear array of isotropic
elements with a spacing of d = 0.5λ using both the classical method and LMS algorithm
(µ = 0.01, 55 iterations).

The requirements of the beamformed pattern of the linear array of Example 16.4
were that only a maximum (SOI) was placed at a specific angle, with no requirements
on forming nulls (SNOIs) at specific angles. This was accomplished using both the LMS
algorithm and the classical method of Section 6.3.3. However, if both a maximum and a
null are desired simultaneously at specific angles, the classical method of Section 6.3.3
cannot be used. In contrast, the beamforming method using the LMS algorithm, or any
other algorithm, has that versatility.

To demonstrate the capability of the LMS algorithm for pattern beamforming, with
both maxima and nulls, let us consider another example.

Example 16.5

For the eight-element linear array of isotropic elements of Example 16.4, with d = 0.5λ
spacing between them, it is now desired to place a maximum (SOI) at θ0 = 20◦ (as was the
case for Example 16.4) and also to simultaneously place a null (SNOI) at θ1 = 45◦. This
cannot be accomplished with the classical method of Section 6.3.3. Therefore, perform this
using the LMS algorithm.

1. Determine the normalized amplitude (w’s) and phase (β’s) excitation coeffi-
cients of the elements.

2. Plot the beamformed pattern.

Solution: Using the LMS algorithm, the obtained normalized excitation amplitude and
phase coefficients, after 81 iterations, are listed in Table 16.2. The corresponding beamformed
pattern is shown in Figure 16.31.
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It is evident that the obtained pattern does meet the desired specifications. It is also
observed that the amplitude excitation coefficients are symmetrical about the center of the
array (4–5th element). A similar symmetry has also been observed in beamforming using
circular arrays.

TABLE 16.2 Amplitude (w ’s) and Phase (β’s)
Excitation Coefficients of an Eight-Element (M = 8)
Array Using the LMS Algorithm (d = 0.5λ,
SOI = 20◦, SNOI = 45◦, µ = 0.01, 81 Iterations)

LMS (i = 81)

Element w β (degrees)

1 1.0000 −11.62

2 0.8982 −57.05

3 1.1384 −109.98

4 1.3760 −178.77

5 1.3760 −252.21

6 1.1384 −321.01

7 0.8982 −373.94

8 1.0000 −419.37

0 −10 −20 −30 −30 −20 −10 0dB
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SNOI: q1 = 45°

Figure 16.31 Normalized pattern of an eight-element (M = 8) linear array of isotropic
elements with a spacing of d = 0.5λ using both the classical method and LMS algorithm
(µ = 0.01, 81 iterations).
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16.9 MOBILE AD HOC NETWORKS (MANETs)

As the necessity of exchanging and sharing data increases in our daily life, users
demand ubiquitous, easy connectivity, and fast networks whether they are at work,
at home, or on the move. Moreover, these users are interested in interconnecting all
their personal electronic devices (PEDs) in an ad hoc fashion. This type of network is
referred to as Mobile Ad hoc NETwork (MANET ). However, MANETs are not only lim-
ited to civilian use but also to disaster recovery (such as fire, flood, and earthquake), law
enforcement (such as crowd control, search, and rescue), and tactical communications
(such as soldiers coordinating moves in a battlefield) [68]. Thus, research in the area
of mobile ad hoc networking has received wide interest. The ultimate objective is to
design high capacity MANETs employing smart antennas.

This section gives a brief overview of MANETs and discusses MANETs employing
smart-antenna systems. In particular, a description of the network layout used for the
results and simulations of Sections 16.10.5 and 16.10.6 is presented. Moreover, the
protocol used by the MANETs employing smart antennas is described.

16.9.1 Overview of Mobile Ad hoc NETworks (MANETs)

A MANET consists of a collection of wireless mobile stations (nodes) forming a
dynamic network whose topology changes continuously and randomly, and its inter-
nodal connectivities are managed without the aid of any centralized administration. In
contrast, cellular networks are managed by a centralized administration or base station
controller (BSC) where each node is connected to a fixed base station. Moreover,
cellular networks provide single hop connectivity between a node and a fixed base
station while MANETs provide multihop connectivity between Node A (source) and
Node B (destination), as illustrated in Figure 16.32. This figure shows an example of
two nodes, Node A and Node B, that desire to exchange data and are at some distance

A

B

Figure 16.32 Multihop example of a MANET.
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apart. Because they are out of radio range with each other, it is necessary for Node A
to use the neighboring or intermediate nodes in forwarding its data packets to Node B.
In other words, the data packets from Node A are passed onto the neighboring nodes
in a series of single hops until the data packets reach Node B. This type of interaction
among nodes is referred to as peer to peer and follows a set of rules for communication,
referred to as protocol. Because the responsibilities of organizing and controlling this
network are distributed among the nodes, efficient routing protocols must operate in a
distributed manner and must be topology independent [69]. Communication among the
nodes takes place using one of the multiple access techniques: Time Division Multiple
Access (TDMA), Frequency Division Multiple Access (FDMA), Code Division Multiple
Access (CDMA), and Space Division Multiple Access (SDMA) [23].

The main advantage of MANETs is that they do not rely on extensive and expen-
sive installations of fixed base stations throughout the usage area. Moreover, with the
availability of multiple routes from the source node to the destination node, MANETs
can perform route selection based on various metrics such as robustness and energy
cost, thus optimizing network capacity and energy consumption of the individual node
[70]. In other words, if the route with the smallest distances among the intermediate
nodes from the source node to the destination node is considered, it would result in
a low-capacity network because the many hops produce a long network delay and a
higher possibility of a link failure (less robust network). However, because of the small
distances among the intermediate nodes, each node or wireless device requires a small
amount of energy to propagate its signal to its neighbor, thereby saving battery power.
On the other hand, if the route with the farthest distances among the intermediate nodes
was selected, it would result in a higher capacity network but with the most energy
consumption. Therefore, this trade-off promotes research on algorithms that optimize
network capacity, represented by throughput, and energy consumption based on the
route selection. The main disadvantage of MANETs is that the network capacity drops
considerably as the network size (number of nodes) increases. For a more in-depth
study on the area of MANETs, the reader is referred to [71], [72].

The next section discusses mobile ad hoc networks employing smart-antenna sys-
tems to improve network throughput. Furthermore, it discusses the protocol, based on
the Medium Access Control (MAC) protocol of the IEEE 802.11 Wireless Local Area
Network (WLAN) standard, used to allow the nodes to access the channel in a TDMA
environment.

16.9.2 MANETs Employing Smart-Antenna Systems

The ability of smart antennas to direct their radiation energy toward the direction of
the intended node while suppressing interference can significantly increase the network
capacity compared to a network equipped with omnidirectional antennas because they
allow the communication channel to be reused. In other words, nodes with omnidirec-
tional antennas keep the neighboring nodes on standby during their transmission while
nodes with smart antennas focus only on the desired nodes and allow the neighboring
nodes to communicate (refer to Figure 16.33). Therefore, smart antennas together with
efficient access protocols can provide high capacity as well as robustness and relia-
bility to mobile ad hoc networks. This section discusses the MANET layout used for
the design of a high network throughput smart-antenna system. Also, included in this
section is a discussion of the MAC protocol used by the MANET.
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Figure 16.33 Capacity comparison of a network employing omnidirectional antennas and a
network with smart antennas.
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Figure 16.34 MANET layout of 55 nodes used for the design of a high throughput smart-an-
tenna system.

A. The Wireless Network
A MANET of 55 nodes uniformly distributed in an area of 1,000× 600 m2, as shown in

Figure 16.34, is implemented using OPNET Modeler/Radio


tool [73], a simulation
software package developed by OPNET Technologies, Inc. to analyze, design, and
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Node A  
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Node C 

q0

q0
q1

q1

Figure 16.35 Example of three nodes communicating with each other.

implement communication networks, devices, and protocols. The nodes of the wireless
network are equipped with four planar subarrays to cover all possible directions as
shown in Figure 16.35. Specifically, each planar subarray in a node covers a sector of
90◦ (from −45◦ to +45◦) relative to broadside (θ = 0◦). For example, in the multihop
network of Figure 16.35, Node A communicates with Node B with a beam scanned
at θ0, and Node B communicates with Node C with a beam scanned at θ1. The data
traffic through each of these nodes is modeled to follow a Poisson distribution, and
each node changes position at random every time it transfers two consecutive packets
(payload), to model the nodes’ mobility. The length of each payload packet is 1024
bits. For more details on the MANET layout refer to [69], while the design of the
smart-antenna system (i.e., antenna and adaptive signal processing) is presented in
Section 16.10.

B. The Protocol
The protocol used for the MANET of Figure 16.35 is based on the MAC protocol
of IEEE 802.11 Wireless Local Area Network standard and incorporates all necessary
features to allow nodes to access the channel in a TDMA environment. Moreover, it
facilitates the use of smart antennas and increases the spatial reuse of TDMA slots,
thereby increasing the capacity of the network. The protocol timing diagram is shown
in Figure 16.36. A brief explanation of the protocol follows.

a. Channel Access—When a source node (SRC) has a packet to transmit to a
destination node (DEST), which is within radio range in a single hop, it first
senses the state of the communication channel. If the communication channel
is busy, SRC waits until it becomes idle. Once the communication channel is
idle, SRC sends a Request-To-Send (RTS) signal using the antenna array in
nearly omnidirectional mode. This is possible by having only one active element
of each subarray of Figure 16.35. When DEST receives successfully the RTS
signal, it transmits in nearly omnidirectional mode a Clear-To-Send (CTS) signal
to SRC.

b. Beamforming—When all neighboring nodes receive the CTS signal sent by
DEST, they wait or standby until beamforming is complete before accessing the
channel. After SRC receives the CTS signal, it transmits the training packet for
DEST (RXTRN) in nearly omnidirectional mode. DEST receives the RXTRN,
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Figure 16.36 MAC Protocol timing diagram (based on IEEE 802.11).

determines the angle of arrival of the RXTRN signal using the DOA algorithm
and computes the complex weights to steer the beam toward SRC. Then, DEST
sends the training packet for SRC (TXTRN) in smart-antenna mode (i.e., using
the computed weights for the array directed towards DEST). Finally, after SRC
receives the TXTRN signal, it also computes the angle of arrival of the TXTRN
signal using the DOA algorithm and the complex weights to steer the beam
toward DEST.

c. Data Transfer—Once SRC and DEST have directed their radiation pattern
towards one another, the beamforming period is complete, and data transfer-
ring (DATA) begins. At this time, the channel is freed for the other neighboring
nodes to start transmitting their RTS signals. If the neighboring nodes’ trans-
mission causes interference above a predefined threshold to SRC and DEST, a
new set of weights are computed by SRC and DEST to place nulls toward the
direction of the interfering nodes (i.e., SNOIs). At the completion of the DATA
packet, the acknowledged (ACK) signal is transmitted by DEST, acknowledging
the successful reception of the DATA packet.

Note that the training packets, RXTRN and TXTRN, are variable and are part of
the payload (refer to Figure 16.36); thus, their lengths affect the length of the DATA
packet, which is important because it is the packet that carries information. In other
words, if the DATA packet is short, less information is transmitted and thus low net-
work throughput results. Conversely, if the DATA packet is long, more information
is transmitted and thus high network throughput is achieved. The influence of the
beamforming period or training sequence length on the overall network throughput is
investigated in Section 16.10.6.

Another point to clarify is that if omnidirectional antennas were used instead of smart
antennas, the communication channel would be blocked throughout DATA transmis-
sion (refer to Figure 16.36). In other words, no node within radio range of SRC and
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DEST would be allowed to transmit in order to avoid packet collision (i.e., interfer-
ence). Thus, this infers that smart antennas increase network capacity by allowing the
communication channel to be reused.

Simulation results of MANETs using smart antennas, described in this section, are
presented in Sections 16.10.5 and 16.10.6.

16.10 SMART-ANTENNA SYSTEM DESIGN, SIMULATION, AND RESULTS

This section illustrates the design process of a smart-antenna system. The first step of
this process is to choose and design an antenna element (in this chapter, a microstrip
patch). Then, these designed antenna elements are combined in a particular configura-
tion to form an array. The array configuration, the interelement spacing, and reference
signal or training sequence are used in the LMS algorithm to compute the appropriate

complex weights. Finally, these weights are tested using the Ensemble


[35] software
to verify the overall design. The design process just described is documented below
with the aid of some preliminary results. Network capacity for various antenna patterns
is evaluated in order to guide the antenna design for high network capacity.

16.10.1 Design Process

The objective in this chapter is to introduce a process to design a smart-antenna
system for a portable device. The proposed design process is composed of several
steps or objectives. The first step of this process is to design an antenna suitable for
the network/communication requirements such as the required beamwidth to main-
tain a tolerable bit error rate (BER) or throughput. The antenna design constitutes of
a single-element design (e.g., dimensions, material, and geometry), and array design
(e.g., configuration, interelement spacing, and number of elements). To optimize the

antenna design, the Ensemble


[35], a MoM (Method of Moments) simulation soft-
ware package, analyzes the design and computes the S-parameters, Z-parameters, and
far-field amplitude patterns.

After the antenna design step is complete, the second step is to select an adaptive
algorithm that minimizes the MSE. In addition, a sidelobe control technique is imple-
mented to prevent environmental noise or clutter noise from being received by the
high sidelobes and reduce the overall system performance. Because of its complexity,
the details of this step will be omitted. The interested reader is referred to [17], [18].

After the adaptive algorithm has determined the complex weights that scan the beam
toward the direction of the SOI, and place the nulls toward the direction of the SNOIs,

these complex weights are entered in Ensemble


[35] as the final step of the design
process to verify the overall design. Specifically, the final step consists of comparing the

far-field amplitude patterns produced by Ensemble


[35] using the computed complex
weights with the cavity model far-field patterns (i.e., using the array factor produced
by the LMS algorithm’s weights and the single-element pattern).

16.10.2 Single Element—Microstrip Patch Design

The first step of the design process is to design a single element. As mentioned earlier,
because microstrip patch antennas are inexpensive, lightweight, conformal, easy to
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manufacture, and versatile, they are the most suitable type of elements for portable
devices. A rectangular microstrip patch antenna is considered in this chapter. It is
designed to operate at a frequency of 20 GHz (i.e., fr = 20 GHz) using silicon as a
substrate material with a dielectric constant of 11.7 (i.e., εr = 11.7), a loss tangent of
0.04 (i.e., tan δ = 0.04), a thickness of 0.300 mm (i.e., h = 0.300 mm), and an input
impedance of 50 ohms (i.e., Rin = 50 ohms).

16.10.3 Rectangular Patch

The rectangular patch is by far the most widely used configuration. It has very attrac-
tive radiation characteristics and low cross-polarization radiation [34]. In this chapter,
the rectangular patch is analyzed and designed using the cavity model, and then its

design is optimized using the IE/MoM with the aid of Ensemble


[35] that computes
S-parameters for microstrip and planar microwave structures.

The first step of the design procedure of a rectangular patch antenna is to compute
its physical dimensions. The physical width, W , is calculated using (14-6) while its
physical length, L, is computed using (14-7) and (14-1) to (14-2). Afterward, the probe
location or excitation feed point is determined using (14-20a) in order to match the
impedance (i.e., Rin = 50 ohms). The computed geometry values obtained from the
cavity model are summarized in Figure 16.37.

After the rectangular patch antenna is designed using the cavity model, its design

is verified with Ensemble


[35]. As expected, because the cavity model is not as
accurate as the IE/MoM, the location and the physical dimensions of the probe of the
rectangular patch need to be taken into account and optimized in order for the element
to resonate at 20 GHz with an input resistance of 50 ohms. The optimized design

parameters of the rectangular patch antenna using the Ensemble


are also shown in
Figure 16.37.

The magnitude of S11 versus frequency (also referred to as return loss) is shown, as
a verification of the design, in Figure 16.38. It shows that the rectangular patch antenna
is indeed resonating at 20 GHz with a return loss of −21.5 dB, and its −3 dB and
−10 dB bandwidths are 0.74 GHz and 0.25 GHz, respectively. Because the radio’s
power amplifier tends to reduce its output power, or worse become unstable if the
VSWR is too large, a stricter definition of the antenna bandwidth is recommended.
Thus, less than the −10 dB bandwidth is used.

Cavity
Model

Optimized
Ensemble

W 2.976 mm 2.247 mm

L 2.129 mm 2.062 mm

yo 1.488 mm 1.164 mm

xo 1.256 mm 0.794 mm

h 0.300 mm 0.300 mm

εr 11.7, Si 11.7, Si

fr 20 GHz 20 GHz
x

W Lh

y

z
q

f

r

y0

x0

W

Figure 16.37 Rectangular patch antenna design using the cavity model.
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Figure 16.38 S11 (return loss) for the 20 GHz rectangular patch antenna. (SOURCE: [18] 
2002 IEEE)

The far-field amplitude patterns along the E-plane (i.e., Eθ when φ = 0◦) and the

H-plane (i.e., Eφ when φ = 90◦) from Ensemble


[35] are compared with the cavity
model patterns, and they are shown in Figure 16.39. The H-plane far-field patterns
from the two models match almost perfectly; however, the E-plane far-field pattern,

based on Ensemble


[35], shows a maximum at θ = 5◦ and a null at θ = 90◦. The
reasons for these discrepancies between the two patterns are that the cavity model (the
least accurate of the two methods)

1. does not take into account the probe location, and that it
2. assumes the dielectric material of the substrate is truncated and does not cover

the ground plane beyond the edges of the patch (see Chapter 14, Section 14.2.2).

16.10.4 Array Design

To electronically scan a radiation pattern in a given direction, an array of elements
arranged in a specific configuration is essential. Two configurations are chosen here:
the linear array and the planar array. Although linear arrays lack the ability to scan
in 3-D space, planar arrays can scan the main beam in any direction of θ (elevation)
and φ (azimuth). Consequently, a planar array is best suited for portable devices that
require to communicate in any direction. However, in this chapter, a linear array is
designed and analyzed initially for simplicity to illustrate some important features.
Then, a planar array is designed to be eventually incorporated in the smart-antenna
system for a wireless and mobile device.

A. Linear Array Design
Following the design of the individual rectangular patch antenna, a linear array of
eight microstrip patches with interelement spacing of λ/2 (half wavelength), where λ is
1.5 cm (based on the resonance frequency of 20 GHz), is designed (see Figure 16.40).
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The reasons for choosing interelement spacing of λ/2 are as follows. To combat fading,
the interelement spacing of at least λ/2 is necessary so that the signals received from dif-
ferent antenna elements are (almost) independent in a rich scattering environment (more
precisely, in a uniform scattering environment [74], [75]). In such cases, the antenna
arrays provide performance improvement through spatial diversity. However, to avoid
grating lobes (multiple maxima), the interelement spacing should not exceed one wave-
length. But most important, to avoid aliasing and causing of nulls to be misplaced, the
interelement spacing should be less or equal to λ/2 (the Nyquist rate) [76]. Thus, to
satisfy all three conditions, the interelement spacing of λ/2 (half wavelength) is chosen.

The total amplitude radiation patterns of the eight-element linear array based on the
cavity model are represented, neglecting coupling, by the product of the element pattern
(static pattern) and the array factor (dynamic pattern). In Chapter 6 this is referred to
as pattern multiplication, and it is represented by (6-5). The array factor is dynamic in
the sense that it can be controlled by the complex weights, wn. The amplitudes of these
complex weights control primarily the shape of the pattern and the major-to-minor lobe
ratio while the phases control primarily the scanning capability of the array.

B. Planar Array Design
The planar arrays designed in this section are composed of only rectangular patches.
Planar arrays of 4× 4 and 8× 8 elements of rectangular microstrip patches with
interelement spacing of λ/2 (half wavelength), where λ is 1.5 cm, are designed. The
design and dimensions of the 8× 8 planar array are given in Figure 16.41. Those of
the 4× 4 design are similar.

16.10.5 4× 4 Planar Array versus 8× 8 Planar Array

After the design and analysis of the 4× 4 and 8× 8 planar arrays with rectangular patch
elements, it is necessary to determine which array configuration is most attractive for
a wireless device in a Mobile Ad hoc NETwork (MANET) described in Section 16.9.
As observed in Chapter 6, the number of array elements affects the beamwidth of a
radiation pattern. That is, when more elements are used in an array (larger size array),
the narrower is the main beam. Furthermore, the narrower beamwidth will resolve
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Figure 16.41 Design of an 8× 8 planar array with rectangular patches. (SOURCE: [18]  2002
IEEE)
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Figure 16.42 Average network throughput versus network load for different array sizes and
excitations. (SOURCE: [18]  2002 IEEE)

more accurately the SOIs and the SNOIs. However, these results and inferences do not
quantify the overall performance of the network. Therefore, an ad hoc network of 55
nodes (see Figure 16.34) equipped with the 4× 4 and 8× 8 planar arrays is simulated

using OPNET Modeler/Radio


tool [73], and the average network throughput (Gavg)

is measured.
Figure 16.42 shows the average network throughput versus network load (i.e.,

Gavg vs. Lavg) for the different nonadaptive antenna patterns; both uniform and
Tschebyscheff (−26 dB). This figure indicates that the throughput for the case of the
8× 8 array size is greater compared to the 4× 4 array size, and also the Tschebyscheff
arrays provide slightly greater throughput than their respective uniform arrays. These
are attributed, respectively, to smaller beamwidths of the 8× 8 arrays (compared to
the 4× 4 arrays) and lower sidelobes of the Tschebyscheff arrays (compared to the
uniform arrays). In both cases, the smaller beamwidths and lower sidelobes lead to
lower cochannel interference. Thus, on the basis of the network throughput results, the
8× 8 array configuration is chosen for the remaining part of this chapter.

16.10.6 Adaptive Beamforming

The previous section described nonadaptive beamforming where the array factors of
the array were obtained from complex weights that did not depend on the signal
environment. However, the array factors of this section are produced from complex
weights or excitations that depend on the signal environment. This technique is referred
to as adaptive beamforming where a digital signal processor (DSP) computes the
complex weights using an adaptive algorithm that generate an array factor for an
optimal signal-to-interference ratio (SIR). Specifically, this results in an array pattern
where ideally the maximum of the pattern is placed toward the source or SOI while
nulling the interferers or SNOIs. Because of this, adaptive beamformers tend to be
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more costly owing to the extra hardware compared to nonadaptive beamformers. Thus,
the question may be, how much improvement do adaptive beamformers provide over
nonadaptive ones?

In order to answer this question, the overall network throughput of an adaptive
beamformer is compared to the throughput of a nonadaptive beamformer. Each beam-
former is equipped with an 8× 8 planar array and receives an SOI at broadside (i.e.,
θ0 = 0◦) and an SNOI at θ1 = 45◦, φ1 = 0◦. The radiation pattern used for the nonadap-
tive beamformer is a Tschebyscheff design of -26 dB and for the adaptive beamformer
it is the LMS algorithm [discussed in Section 16.8.4(B)] generated pattern. The E-plane
(φ = 0◦) of each beamformer is compared in Figure 16.43. The adaptive beamformer or
the LMS algorithm generated pattern shown in Figure 16.43 has the maximum toward
the SOI and the null toward the SNOI while the nonadaptive Tschebyscheff design
beamformer has only the maximum toward the SOI. Also, the intensity toward the
SNOI for the Tschebyscheff design is 48 dB higher than that of the LMS algorithm
generated pattern. Thus, by attenuating the strength of the interferer more, it would
be expected that the throughput of the adaptive beamformer will be higher than the
throughput of the nonadaptive beamformer since the cochannel interference is reduced
and the SIR is higher. In fact, as shown in Figure 16.44, where the throughput of the
adaptive beamformer is compared to the throughput of the Tschebyscheff (−26 dB
sidelobe level) nonadapted antenna pattern, the LMS beamforming algorithm pattern
leads to a higher throughput even though the Tschebyscheff pattern exhibits much
lower minor lobes.

To investigate the influence of the beamforming period or training sequence length
(refer to Figure 16.36) on the network efficiency, the network throughput and the
network delay are plotted, respectively, in Figure 16.45 and Figure 16.46 for vari-
ous beamforming periods or training sequence lengths. It is apparent that the network
throughput drops and the network delay increases significantly with increasing beam-
forming period or training sequence length. These figures show that, for this particular
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Figure 16.45 Beamforming period or training sequence length effects on the network
throughput. (SOURCE: [18]  2002 IEEE)

network, for beamforming periods or training sequence lengths larger than 20% of
the payload, results in a network throughput and network delay similar to a net-
work of omnidirectional antennas. Therefore, this suggests that smart antennas may
be not as effective for networks with long beamforming periods or large training
sequence lengths.
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Figure 16.46 Beamforming period or training sequence length effects on the network delay.
(SOURCE: [18]  2002 IEEE)

16.11 BEAMFORMING, DIVERSITY COMBINING, RAYLEIGH-FADING,
AND TRELLIS-CODED MODULATION

In this section, adaptive antenna arrays using the LMS algorithm are used to evaluate
the performance of a communication channel using the Bit Error Rate (BER) as crite-
rion. The adaptive array used is an 8× 8 planar array whose patterns are beamformed
so that the SOIs and SNOIs are in directions listed in Table 16.3. The BER of the chan-
nel is evaluated initially assuming only an SOI and then an SOI plus an SNOI; then
the performance of the two is compared. For all the cases considered in this section,
the desired (SOI) and interfering signals (SNOI) are assumed to be synchronized, which
is considered as a worst-case assumption. It is also assumed that the desired and inter-
fering signals have equal power. For the LMS algorithm, the length of the training
sequence was selected to be 60 symbols, and it is transmitted every data sequence of
length 940 symbols (total 1,000 symbols; i.e., 6% overhead). The symbol rate chosen
was 100 Hz (symbol duration of T = 1/100 = 0 .01 = 10 msec) [18], [75].

The BER of a communication channel with Binary Phase Shift Keying (BPSK)
modulation is first evaluated where the received signal is corrupted with an Additive
White Gaussian Noise (AWGN). The results are shown in Figure 16.47 with the set
of curves marked uncoded. It is apparent that the adaptive antenna array using the

TABLE 16.3 Signals and Their Directions

SOI SNOI

DOA θ0 φ0 θ1 φ1

0◦ 0◦ 45◦ 0◦
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Figure 16.47 BER for uncoded BPSK over AWGN channel and trellis-coded QPSK modula-
tion based on eight-state trellis encoder. (SOURCE: [18]  2002 IEEE)

LMS algorithm can suppress one interferer without any performance loss over an
AWGN channel.

To improve the performance of the system, trellis-coded modulation (TCM) [74]
schemes are used together with adaptive arrays [75]–[77]. In this scheme, the source
bits are mapped to channel symbols using a TCM scheme, and the symbols are inter-
leaved using a pseudorandom interleaver to uncorrelate the consecutive symbols to
prevent bursty errors. The signal received by the adaptive antenna array consists of a
faded version of the desired signal and a number of interfering signals plus AWGN. The
receiver combines the signals from each antenna element using the LMS algorithm. A
trellis-coded Quadrature Phase Shift Keying (QPSK) modulation scheme based on an
eight-state trellis encoder was considered [75]. The performance of the TCM QPSK
system in terms of BER is also displayed in Figure 16.47 with the set of curves indi-
cated as TCM. It is again observed that the adaptive antenna array using the LMS
algorithm can suppress one interferer without loss in performance. By comparing the
two sets of data, uncoded versus TCM coded, it is apparent that the QPSK TCM sys-
tem over AWGN is better than that of the uncoded BPSK system over AWGN channel
by about 1.5 dB at a BER of 10−5.

Wireless communication systems are characterized by time-varying multipath chan-
nels, which are typically modeled as “fading channels.” Fading, if not mitigated by
powerful signal-processing and communication techniques, degrades the performance
of a wireless system dramatically. In order to combat fading, the receiver is typi-
cally provided with multiple replicas of the transmitted signal [31]. If the replicas fade
(almost) independently of each other, then the transmitted information will be recovered
with high probability since all the replicas will not typically fade simultaneously. An
effective diversity technique is space diversity where multiple transmit and/or receive
antennas are used. At the receiver, if the separation between antenna elements is at
least λ/2, the signal received from different antenna elements are (almost) independent
in a rich scattering environment (more precisely, in a uniform scattering environment)
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[78] and hence, in such cases, the antenna arrays provide performance improvement
through spatial diversity. For the channels considered in this section, a Rayleigh-fading
channel is assumed.

In order to simulate the fading channel, a filtered Gaussian model is used with a first-
order low-pass filter. The BER results of the LMS algorithm of the uncoded system over
a Rayleigh flat fading AWGN channel are displayed in Figure 16.48. The BER results
indicate that when the Doppler spread of the channel is fm = 0.1 Hz (fmT = 0.001),
the performance of the system degraded about 4 dB if one equal power interferer is
present compared to the case of no interferers. If the channel faded more rapidly, it is
observed that the LMS algorithm performs poorly. For example, the performance of the
system over the channel with fm = 0.2 Hz (fmT = 0.002) Doppler spread degraded
about 4 dB at a BER of 10−4 compared to the case when the Doppler spread was
0.1 Hz. An error floor for the BER was observed for SNRs larger than about 18 dB. For
a relatively faster fading in the presence of an equal power interferer, the performance
of the system degrades dramatically, implying that the performance of the adaptive
algorithm depends highly on the fading rate. Furthermore, if the convergence rate of
the LMS algorithm is not sufficiently high to track the variations over a rapidly fading
channel, adaptive algorithms with faster convergence should be employed.

The same system but with TCM coding was then analyzed over a Rayleigh-fading
channel and the BER results for Doppler spreads of fm = 0.1 Hz (fmT = 0.001) and
fm = 0.2 Hz (fmT = 0.002), are shown in Figure 16.49. When the TCM coded data of
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Figure 16.49 BER for trellis-coded QPSK modulation over Rayleigh-fading channel with
Doppler spreads of fm = 0.1 Hz (fmT = 0.001) and fm = 0.2 Hz (fmT = 0.002). (SOURCE: [18]
 2002 IEEE)

Figure 16.49 is compared with that of uncoded system of Figure 16.48, it is observed
that when the Doppler spread is 0.2 Hz and there is one interferer, there is still a
reducible error floor on the BER. However, the error floor is reduced compared to the
uncoded BPSK case. It can be concluded that the TCM scheme provides some coding
advantage in addition to spatial diversity advantage.

16.12 OTHER GEOMETRIES

Until now, the investigation of smart antennas suitable for wireless communication
systems has involved primarily rectilinear arrays: uniform linear arrays (RLAs) and
uniform rectangular arrays (URAs). Different algorithms have been proposed for the
estimation of the direction of arrivals (DOAs) of signals arriving to the array and
several adaptive techniques have been examined for the shaping of the radiation pat-
tern under different constraints imposed by the wireless environment. Another general
antenna configuration that can be used for pattern beamforming is that of circular
topologies. Two such geometries are shown in Figures 16.50 and 16.51: a uniform cir-
cular array (UCA) of Figure 16.50 and a uniform planar circular array (UPCA) of
Figure 16.51. In the literature for adaptive antennas, not as much attention has been
devoted so far to circular configurations despite their ability to offer some advantages.
An obvious advantage results from the azimuthal symmetry of the UCA geometry.
Because of the fact that a UCA does not have edge elements, directional patterns
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synthesized by this geometry can be electronically scanned in the azimuthal plane
without a significant change in beam shape.

Because of space limitations, the analysis and beamforming capabilities of these
configurations will not be pursued further here. The reader is referred to the literature
[79]–[82] and others.

16.13 MULTIMEDIA

In the CD that is part of the book, the following multimedia resources are included for
the review, understanding, and visualization of the material of this chapter:

a. Java-based interactive questionnaire, with answers.
b. Matlab computer program, designated DOA, for computing the direction of

arrival of linear and planar arrays.
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c. Matlab computer program, designated Smart, for computing and displaying the
radiation characteristics of linear and planar smart-antenna beamforming designs.

d. Power Point (PPT) viewgraphs, in multicolor.
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PROBLEMS

16.1. For a linear array of 8 elements with a spacing of d = 0.5λ, determine the
DOA, using the DOA computer program, assuming an SOI at θ0 = 0◦ and
no SNOIs.

16.2. Repeat Problem 16.1 assuming an SOI at θ0 = 0◦ and an SNOI at θ1 = 60◦.

16.3. For a planar array of 8× 8 elements with a spacing of dx = dy = 0.5λ,
determine the DOA, using the DOA computer program, assuming an SOI
at θ0 = 20◦, φ0 = 90◦ and no SNOIs.

16.4. Repeat Problem 16.3 assuming an SOI at θ0 = 20◦, φ0 = 90◦ and two SNOIs,
one at θ1 = 60◦, φ1 = 180◦ and the other at θ2 = 45◦, φ2 = 270◦.

16.5. Repeat Example 16.2 for a desired signal at θ0 = 0◦ and an interference signal
at 45◦. Assume no coupling. Plot the pattern.

16.6. Repeat Example 16.2 for a desired signal at θ0 = 0◦ and an interference signal
at 60◦. Assume no coupling. Plot the pattern.

16.7. Repeat Example 16.3 for a desired signal at θ0 = 0◦ and an interference sig-
nal at 45◦. Assume coupling and use the same coupling coefficients. Plot
the pattern.

16.8. Repeat Example 16.3 for a desired signal at θ0 = 0◦ and an interference sig-
nal at 60◦. Assume coupling and use the same coupling coefficients. Plot
the pattern.

16.9. Using the LMS algorithm, beamform the pattern of the array factor of a
linear array of 10 elements, with a uniform λ/2 spacing between them, so the
maximum (SOI) of the array is broadside (θ0 = 0◦). Assume no requirements
on the nulls (SNOIs).

16.10. Repeat Problem 16.9 but with the maximum (SOI) of the array toward θ0 =
30◦. Assume no requirements on the nulls (SNOIs).

16.11. Repeat Problem 16.9 with the maximum (SOI) of the array toward θ0 = 0◦

and a null (SNOI) toward θ1 = 30◦.

16.12. Repeat Problem 16.10 with the maximum (SOI) of the array toward θ0 = 30◦

and a null (SNOI) toward θ1 = 60◦.

16.13. Using the LMS algorithm, beamform the pattern of the array factor of a planar
array of 10× 10 elements, with a uniform λ/2 spacing between them so that the
maximum (SOI) of the array is broadside (θ0 = 0◦). Assume no requirements
on the nulls (SNOIs).

16.14. Repeat Problem 16.13 but with the maximum (SOI) of the array toward φ0 =
45◦, θ0 = 30◦. Assume no requirements on the nulls (SNOIs).

16.15. Repeat Problem 16.13 with the maximum (SOI) of the array toward θ0 = 0◦

and a null (SNOI) toward φ1 = 45◦, θ1 = 30◦.

16.16. Repeat Problem 16.14 with the maximum (SOI) of the array toward φ0 = 45◦,
θ0 = 30◦ and a null (SNOI) toward φ1 = 45◦, θ1 = 60◦.



CHAPTER17

Antenna Measurements

17.1 INTRODUCTION

In the previous sixteen chapters, analytical methods have been outlined which can
be used to analyze, synthesize, and numerically compute the radiation characteristics
of antennas. Often many antennas, because of their complex structural configuration
and excitation method, cannot be investigated analytically. Although the number of
radiators that fall into this category has diminished, because special analytical meth-
ods (such as the GTD, Moment Method, Finite-Difference Time-Domain and Finite
Element) have been developed during the past few years, there are still a fair number
that have not been examined analytically. In addition, experimental results are often
needed to validate theoretical data.

As was discussed in Chapter 3, Section 3.8.1, it is usually most convenient to per-
form antenna measurements with the test antenna in its receiving mode. If the test
antenna is reciprocal, the receiving mode characteristics (gain, radiation pattern, etc.)
are identical to those transmitted by the antenna. The ideal condition for measuring
far-field radiation characteristics then, is the illumination of the test antenna by plane
waves: uniform amplitude and phase. Although this ideal condition is not achievable,
it can be approximated by separating the test antenna from the illumination source
by a large distance on an outdoor range. At large radii, the curvature of the spherical
phasefront produced by the source antenna is small over the test antenna aperture. If
the separation distance is equal to the inner boundary of the far-field region, 2D2/λ,
then the maximum phase error of the incident field from an ideal plane wave is about
22.5◦, as shown in Figure 17.1. In addition to phasefront curvature due to finite sep-
aration distances, reflections from the ground and nearby objects are possible sources
of degradation of the test antenna illumination.

Experimental investigations suffer from a number of drawbacks such as:

1. For pattern measurements, the distance to the far-field region (r > 2D2/λ) is
too long even for outside ranges. It also becomes difficult to keep unwanted
reflections from the ground and the surrounding objects below acceptable levels.

2. In many cases, it may be impractical to move the antenna from the operating
environment to the measuring site.

Antenna Theory: Analysis Design, Third Edition, by Constantine A. Balanis
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Figure 17.1 Phase error at the edges of a test antenna in the far-field when illuminated by a
spherical wave.

3. For some antennas, such as phased arrays, the time required to measure the
necessary characteristics may be enormous.

4. Outside measuring systems provide an uncontrolled environment, and they do
not possess an all-weather capability.

5. Enclosed measuring systems usually cannot accommodate large antenna systems
(such as ships, aircraft, large spacecraft, etc.).

6. Measurement techniques, in general, are expensive.

Some of the above shortcomings can be overcome by using special techniques, such
as indoor measurements, far-field pattern prediction from near-field measurements
[1]–[4], scale model measurements, and automated commercial equipment specifically
designed for antenna measurements and utilizing computer assisted techniques.

Because of the accelerated progress made in aerospace/defense related systems (with
increasingly small design margins), more accurate measurement methods were neces-
sary. To accommodate these requirements, improved instrumentation and measuring
techniques were developed which include tapered anechoic chambers [5], compact and
extrapolation ranges [2], near-field probing techniques [2]–[4], improved polarization
techniques and swept-frequency measurements [6], indirect measurements of antenna
characteristics, and automated test systems.

The parameters that often best describe an antenna system’s performance are the
pattern (amplitude and phase), gain, directivity, efficiency, impedance, current distribu-
tion, and polarization. Each of these topics will be addressed briefly in this chapter. A
more extensive and exhaustive treatment of these and other topics can be found in the
IEEE Standard Test Procedures for Antennas [7], in a summarized journal paper [8],
and in a book on microwave antenna measurements [6]. Most of the material in this
chapter is drawn from these three sources. The author recommends that the IEEE pub-
lication on test procedures for antennas becomes part of the library of every practicing
antenna and microwave engineer.
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17.2 ANTENNA RANGES

The testing and evaluation of antennas are performed in antenna ranges. Antenna
facilities are categorized as outdoor and indoor ranges, and limitations are associated
with both of them. Outdoor ranges are not protected from environmental conditions
whereas indoor facilities are limited by space restrictions. Because some of the antenna
characteristics are measured in the receiving mode and require far-field criteria, the
ideal field incident upon the test antenna should be a uniform plane wave. To meet this
specification, a large space is usually required and it limits the value of indoor facilities.

17.2.1 Reflection Ranges

In general, there are two basic types of antenna ranges: the reflection and the free-space
ranges. The reflection ranges, if judiciously designed [9], can create a constructive
interference in the region of the test antenna which is referred to as the “quiet zone.”
This is accomplished by designing the ranges so that specular reflections from the
ground, as shown in Figure 17.2, combine constructively with direct rays.

Usually it is desirable for the illuminating field to have a small and symmetric
amplitude taper. This can be achieved by adjusting the transmitting antenna height
while maintaining constant that of the receiving antenna. These ranges are of the
outdoor type, where the ground is the reflecting surface, and they are usually employed
in the UHF region for measurements of patterns of moderately broad antennas. They
are also used for systems operating in the UHF to the 16-GHz frequency region.

17.2.2 Free-Space Ranges

Free-space ranges are designed to suppress the contributions from the surrounding envi-
ronment and include elevated ranges, slant ranges [10], anechoic chambers, compact
ranges [2], and near-field ranges [4].

Figure 17.2 Geometrical arrangement for reflection range. (SOURCE: L. H. Hemming and R.
A. Heaton, “Antenna Gain Calibration on a Ground Reflection Range,” IEEE Trans. Antennas
Propagat., Vol. AP-21, No. 4, pp. 532–537, July 1973.  (1973) IEEE)
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A. Elevated Ranges
Elevated ranges are usually designed to operate mostly over smooth terrains. The
antennas are mounted on towers or roofs of adjacent buildings. These ranges are used to
test physically large antennas. A geometrical configuration is shown in Figure 17.3(a).
The contributions from the surrounding environment are usually reduced or eliminated
by [7]

1. carefully selecting the directivity and side lobe level of the source antenna
2. clearing the line-of-sight between the antennas
3. redirecting or absorbing any energy that is reflected from the range surface and/or

from any obstacles that cannot be removed
4. utilizing special signal-processing techniques such as modulation tagging of the

desired signal or by using short pulses

In some applications, such as between adjacent mountains or hilltops, the ground
terrain may be irregular. For these cases, it is more difficult to locate the specular

(a) Elevated (after [7])

(b) Slant (after P. W. Arnold [10])

30 m

Test antenna

Test antenna

Source antenna

Image

Source antenna

Fiberglass
tower

α

45°

30 m

αh

hrh t

D

R

Figure 17.3 Geometries of elevated and slant ranges. (SOURCES: IEEE Standard Test Procedures
for Antennas, IEEE Std 149–1979, published by IEEE, Inc., 1979, distributed by Wiley; and P.
W. Arnold, “The ‘Slant’ Antenna Range,” IEEE Trans. Antennas Propagat., Vol. AP-14, No. 5,
pp. 658–659, September 1966.  (1966) IEEE).
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reflection points (points that reflect energy toward the test antenna). To take into account
the irregular surface, scaled drawings of the vertical profile of the range are usually
constructed from data obtained from the U.S. Geological Survey. The maps show
ground contours [11], and they give sufficient details which can be used to locate
the specular reflection points, determine the level of energy reflected toward the test
antenna, and make corrections if it is excessive.

B. Slant Ranges
Slant ranges [10] are designed so that the test antenna, along with its positioner, are
mounted at a fixed height on a nonconducting tower while the source (transmitting)
antenna is placed near the ground, as shown in Figure 17.3(b). The source antenna is
positioned so that the pattern maximum, of its free-space radiation, is oriented toward
the center of the test antenna. The first null is usually directed toward the ground
specular reflection point to suppress reflected signals. Slant ranges, in general, are
more compact than elevated ranges in that they require less land.

C. Anechoic Chambers
To provide a controlled environment, an all-weather capability, and security, and to
minimize electromagnetic interference, indoor anechoic chambers have been developed
as an alternative to outdoor testing. By this method, the testing is performed inside a
chamber having walls that are covered with RF absorbers. The availability of com-
mercial high-quality RF absorbing material, with improved electrical characteristics,
has provided the impetus for the development and proliferation of anechoic cham-
bers. Anechoic chambers are mostly utilized in the microwave region, but materials
have been developed [12] which provide a reflection coefficient of −40 dB at normal
incidence at frequencies as low as 100 MHz. In general, as the operating frequency
is lowered, the thickness of RF absorbing material must be increased to maintain a
given level of reflectivity performance. An RF absorber that meets the minimum elec-
trical requirements at the lower frequencies usually possesses improved performance
at higher frequencies.

Presently there are two basic types of anechoic chamber designs: the rectangu-
lar and the tapered chamber. The design of each is based on geometrical optics
techniques, and each attempts to reduce or to minimize specular reflections. The geo-
metrical configuration of each, with specular reflection points depicted, is shown in
Figures 17.4(a) and 17.4(b).

The rectangular chamber [13] is usually designed to simulate free-space conditions
and maximize the volume of the quiet zone. The design takes into account the pattern
and location of the source, the frequency of operation, and it assumes that the receiving
antenna at the test point is isotropic. Reflected energy is minimized by the use of high-
quality RF absorbers. Despite the use of RF absorbing material, significant specular
reflections can occur, especially at large angles of incidence.

Tapered anechoic chambers [14] take the form of a pyramidal horn. They begin
with a tapered chamber which leads to a rectangular configuration at the test region, as
shown in Figure 17.4(b). At the lower end of the frequency band at which the chamber
is designed, the source is usually placed near the apex so that the reflections from the
side walls, which contribute to the illuminating fields in the region of the test antenna,
occur near the source antenna. For such paths, the phase difference between the direct
radiation and that reflected from the walls near the source can be made very small by
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Figure 17.4 Rectangular and tapered anechoic chambers and the corresponding side-wall spec-
ular reflections. (SOURCE: W. H. Kummer and E. S. Gillespie, “Antenna Measurements—1978,”
Proc. IEEE, Vol. 66, No. 4, pp. 483–507, April 1978.  (1978) IEEE)

properly locating the source antenna near the apex. Thus the direct and reflected rays
near the test antenna region add vectorially and provide a relatively smooth amplitude
illumination taper. This can be illustrated by ray-tracing techniques.

As the frequency of operation increases, it becomes increasingly difficult to place
the source sufficiently close to the apex that the phase difference between the direct
and specularly reflected rays can be maintained below an acceptable level. For such
applications, reflections from the walls of the chamber are suppressed by using high-
gain source antennas whose radiation toward the walls is minimal. In addition, the
source is moved away from the apex, and it is placed closer to the end of the tapering
section so as to simulate a rectangular chamber.

17.2.3 Compact Ranges

Microwave antenna measurements require that the radiator under test be illuminated
by a uniform plane wave. This is usually achieved only in the far-field region, which
in many cases dictates very large distances. The requirement of an ideal plane wave
illumination can be nearly achieved by utilizing a compact range.

A Compact Antenna T est Range (CATR) is a collimating device which generates
nearly planar wavefronts in a very short distance (typically 10–20 meters) compared
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to the 2D2/λ (minimum) distance required to produce the same size test region using
the standard system configuration of testing shown in Figure 17.1. Some attempts have
been made to use dielectric lenses as collimators [15], but generally the name compact
antenna test range refers to one or more curved metal reflectors which perform the
collimating function. Compact antenna test ranges are essentially very large reflec-
tor antennas designed to optimize the planar characteristics of the fields in the near
field of the aperture. Compact range configurations are often designated according to
their analogous reflector antenna configurations: parabolic, Cassegrain, Gregorian, and
so forth.

One compact range configuration is that shown in Figure 17.5 where a source
antenna is used as an offset feed that illuminates a paraboloidal reflector, which con-
verts the impinging spherical waves to plane waves [2]. Geometrical Optics (GO) is
used in Figure 17.5 to illustrate general CATR operation. The rays from a feed antenna
can, over the main beam, be viewed as emanating from a point at its phase center.
When the phase center of the feed is located at the prime focus of a parabolic reflec-
tor, all rays that are reflected by the reflector and arrive at a plane transverse to the
axis of the parabola have traveled an equal distance. See Chapter 15, Section 15.4
for details. Therefore, the field at the aperture of the reflector has a uniform phase;
i.e., that of a plane wave. In addition to Geometrical Optics, analysis and design of
CATRs have been performed with a number of other analytical methods. Compact
range test zone fields have been predicted by the Method of Moments (MoM), but
at high frequencies, the large electrical size of the CATR system makes the use of
MoM, Finite-Difference Time-Domain (FD-TD), and Finite Element Method (FEM)
impractical. High-frequency techniques, however, are well suited for compact range
analysis because the fields of interest are near the specular reflection direction, and
the reflector is electrically large. The Geometrical Theory of Diffraction (GTD) is, in
principle, an appropriate technique, but it is difficult to implement for serrated-edge
reflectors due to the large number of diffracting edges. To date, Physical Optics (PO)
is probably the most practical and efficient method of predicting the performance of
CATRs [16], [17].

The major drawbacks of compact ranges are aperture blockage, direct radiation
from the source to the test antenna, diffractions from the edges of the reflector and

+

Test
zone

Vertex

Parabolic
surface

Feed

CATR
reflector

Figure 17.5 A Compact Antenna Test Range (CATR) synthesizes planar phase fronts by
collimating spherical waves with a section of paraboloidal reflector.
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feed support, depolarization coupling between the two antennas, and wall reflections.
The use of an offset feed eliminates aperture blockage and reduces diffractions. Direct
radiation and diffractions can be reduced further if a reflector with a long focal length is
chosen. With such a reflector, the feed can then be mounted below the test antenna and
the depolarization effects associated with curved surfaces are reduced. Undesirable
radiation toward the test antenna can also be minimized by the use of high-quality
absorbing material. These and other concerns will be discussed briefly.

A. CATR Performance
A perfect plane wave would be produced by a CATR if the reflector has an ideal
parabolic curvature, is infinite in size and is fed by a point source located at its focus.
Of course CATR reflectors are of finite size, and their surfaces have imperfections;
thus the test zone fields they produce can only approximate plane waves. Although
there are different configurations of CATR, their test zone fields have some common
characteristics. The usable portion of the test zone consists of nearly planar wavefronts
and is referred to as the “quiet zone.” Outside the quiet zone, the amplitude of the
fields decreases rapidly as a function of distance transverse to the range axis. The
size of the quiet zone is typically about 50%–60% of the dimensions of the main
reflector. Although the electromagnetic field in the quiet zone is often a very good
approximation, it is not a “perfect” plane wave. The imperfections of the fields in the
quiet zone from an ideal plane wave are usually represented by phase errors, and ripple
and taper amplitude components. These discrepancies from an ideal plane wave, that
occur over a specified test zone dimension, are the primary figures of merit of CATRs.
For most applications phase deviations of less than 10◦, peak-to-peak amplitude ripples
of less than 1 dB, and amplitude tapers of less than 1 dB are considered adequate.
More stringent quiet-zone specifications may be required to measure, within acceptable
error levels, low-side lobe antennas and low-observable scatterers. The sources of
quiet-zone taper and ripple are well known, but their minimization is a source of
much debate.

Amplitude taper across the quiet zone can be attributed to two sources: the feed
pattern and space-attenuation. That portion of the radiation pattern of the feed antenna
which illuminates the CATR reflector is directly mirrored into the quiet zone. For
example, if the 3-dB beamwidth of the feed is equal to about 60% of the angle formed
by lines from the reflector edges to the focal point, then the feed will contribute 3 dB of
quiet-zone amplitude taper. In general, as the directivity of the feed antenna increases,
quiet-zone amplitude taper increases. Usually, low-gain feed antennas are designed to
add less than a few tenths of a dB of amplitude taper. The 1/r2 space-attenuation occurs
with the spherical spreading of the uncollimated radiation from the feed. Although the
total path from the feed to the quiet zone is a constant, the distance from the feed to
the reflector varies. These differences in the propagation distances from the feed to
various points across the reflector surface cause amplitude taper in the quiet zone due
to space-attenuation. This taper is asymmetric in the plane of the feed offset.

Amplitude and phase ripple are primarily caused by diffractions from the edges
of the reflector. The diffracted fields are spread in all directions which, along with
the specular reflected signal, form constructive and destructive interference patterns in
the quiet zone, as shown in Figure 17.6(a). Considerable research has been done on
reflector edge terminations in an effort to minimize quiet-zone ripple. Reflector edge
treatments are the physical analogs of windowing functions used in Fourier transforms.
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Figure 17.6 Amplitude and phase ripple in the quiet-zone fields produced by a compact
antenna test range caused by the phasor sum of the reflected and diffracted rays from the
reflector. (SOURCE: W. D. Burnside, M. C. Gilreath, B. M. Kent and G. L. Clerici, “Curved Edge
Modification of Compact Range Reflectors,” IEEE Trans. Antennas Propagat., Vol. AP-35, No.
2, pp. 176–182, February 1987.  (1987) IEEE)

Edge treatments reduce the discontinuity of the reflector/free-space boundary, caused
by the finite size of the reflector, by providing a gradually tapered transition. Common
reflector edge treatments include serrations and rolled edges, as shown in Figure 17.7(a,
b). The serrated edge of a reflector tapers the amplitude of the reflected fields near the
edge. An alternate interpretation of the effects of serrations is based on edge diffrac-
tion. Serrations produce many low-amplitude diffractions as opposed to, for example,
the large-amplitude diffractions that would be generated by the four straight edges
and corners of a rectangular knife-edged reflector. These small diffractions are quasi-
randomized in location and direction; hence, they are likely to have cancellations in the
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(a) Front view of a serrated-edge
CATR reflector.

(b) Side view of a rolled-edge
CATR reflector.

Figure 17.7 Two common CATR reflector edge treatments that are used to reduce the diffracted
fields in the quiet zone.

quiet zone. Although most serrated-edge CATRs have triangular serrations, curving the
edges of each serration can result in improved performance at high frequencies [18]. A
number of blended, rolled-edge treatments have been suggested as alternatives to ser-
rations, and have been implemented to gradually redirect energy away from the quiet
zone, as shown in Figure 17.6(b) [19]–[21]. In these designs, the concave parabolic
surface of the reflector is blended into a convex surface which wraps around the edges
of the reflector and terminates behind it. The predicted quiet-zone fields produced
by a knife-edged reflector compared to those produced by a rolled-edged reflector are
shown, respectively, in Figures 17.8(a,b) and demonstrate the effectiveness of this edge
treatment. Another method of reducing quiet-zone ripple is to taper the illumination
amplitude near the reflector edges. This can be accomplished with a high-gain feed
or the feed can consist of an array of small elements designed so that a null in the
feed pattern occurs at the reflector edges [22]–[25]. Finally, the surface currents on the
reflector can be terminated gradually at the edges by tapering the conductivity and/or
the impedance of the reflector via the application of lossy material.

The frequency of operation of a CATR is determined by the size of the reflector and
its surface accuracy. The low-frequency limit is usually encountered when the reflector
is about 25 to 30 wavelengths in diameter [26]. Quiet-zone ripple becomes large at
the low-frequency limit. At high frequencies, reflector surface imperfections contribute
to the quiet-zone ripple. A rule of thumb used in the design of CATRs is that the
surface must deviate less than about 0.007λ from that of a true paraboloid [27]. Since
the effects of reflector surface imperfections are additive, dual reflector systems must
maintain twice the surface precision of a single reflector system to operate at the same
frequency. Many CATR systems operate typically from 1 GHz to 100 GHz.

B. CATR Designs
Four reflector configurations that have been commercially developed will be briefly dis-
cussed: the single paraboloid, the dual parabolic-cylinder, the dual shaped-reflector,
and the single parabolic-cylinder systems. The first three configurations are relatively
common fully collimating compact ranges; the fourth is a hybrid approach which com-
bines aspects of compact range technology with near-field/far-field (NF/FF) techniques.

The single paraboloidal reflector CATR design was illustrated in Figure 17.5. As
with all compact range designs, the feed antenna is offset by some angle from the
propagation direction of the collimated energy. This is done to eliminate blockage and
to reduce scattering of the collimated fields by the feed. To achieve this offset, the
reflector is a sector of a paraboloid that does not include the vertex. This design is
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Figure 17.8 Predicted quiet-zone field amplitude versus transverse distance for knife-edge and
rolled-edge reflectors. (SOURCE: W. D. Burnside, M. C. Gilreath, B. M. Kent, and G. L. Clerici,
“Curved Edge Modification of Compact Range Reflectors,” IEEE Trans. Antennas Propagat.,
Vol. AP-35, No. 2, pp. 176–182, February 1987.  (1987) IEEE)

referred to as a “virtual vertex” compact range. With only one reflector, the paraboloidal
CATR has a minimum number of surfaces and edges that can be sources of quiet-zone
ripple. Feed spillover into the quiet zone is also low with this design since the feed
antenna is pointed almost directly away from the test zone. On the other hand, it
is more difficult and costly to produce a high-precision surface that is curved in two
planes (three-dimensional) compared to producing a reflector that is curved in only one
plane (two-dimensional). In addition, it has been reported that the single paraboloidal
reflector design depolarizes the incident fields to a greater degree than other CATR
designs. This is due to the relatively low f/d ratio needed to simultaneously maintain
the feed antenna between the test zone and the reflector while keeping the test zone as
close as possible to the reflector aperture [28].
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Test
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First reflector
(vertical collimation)
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Figure 17.9 Dual parabolic-cylinder compact range collimates the fields in one plane with first
reflector and then collimates the fields in the orthogonal plane with second reflector.

The dual parabolic-cylinder reflector concept is illustrated in Figure 17.9, and it
consists of two parabolic cylinders arranged so that one is curved in one plane (vertical
or horizontal) while the other is curved in the orthogonal plane. The spherical phase
fronts radiated by the feed antenna are collimated first in the horizontal or vertical
plane by the first reflector, then are collimated in the orthogonal plane by the second
reflector [29]. Because the boresight of the feed antenna is directed at almost 90◦ to
the plane wave propagation direction, direct illumination of the test zone by the feed
can be relatively high. In practice, quiet-zone contamination from feed spillover is
virtually eliminated through the use of range gating. Relatively low cross polarization
is produced with this design because the doubly folded optics results in a long focal
length main reflector.

The dual shaped-reflector CATR, shown schematically in Figure 17.10, is similar
in design to a Cassegrain antenna, but the reflector surfaces are altered from the clas-
sical parabolic/hyperbolic shapes. An iterative design process is used to determine the
shapes of the subreflector and main reflector needed to yield the desired quiet-zone
performance. The shape of the subreflector maps the high-gain feed pattern into a
nearly optimum illumination of the main reflector. An almost uniform energy density
illuminates the central part of the main reflector while the amplitude tapers toward the
reflector edges. This design results in a very high illumination efficiency (the power
of the collimated quiet-zone fields relative to the system input power) [30]. Two of
the consequences of this high illumination efficiency are (1) the reduction of spillover
into the chamber reduces range clutter, and (2) the increased RF power delivered to
the target increases system sensitivity.

Test
zone

Feed

Main
reflector

Subreflector

Figure 17.10 Dual shaped-reflector compact range analogous to a Cassegrain system.
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Figure 17.11 ASU Single-Plane Collimating Range (SPCR) produces a cylindrical wave in
the quiet zone (artist rendering by Michael Hagelberg).

The single parabolic-cylinder reflector system is essentially half of the dual
parabolic-cylinder CATR. The reflector has a parabolic curvature in the vertical plane
and is flat in the horizontal plane. This semicompact antenna test range collimates the
fields only in the vertical plane, producing a quiet zone which consists of cylindrical
waves, as shown in Figure 17.11 [31]–[33]. Such a compact range configuration
is utilized in the ElectroMagnetic Anechoic Chamber (EMAC) at Arizona State
University [32], [33].

This Single-Plane Collimating Range (SPCR) approach results in a number of
advantages and compromises compared to conventional CATR systems and near-
field/far-field (NF/FF) systems. For antennas that are small compared to the curvature
of the cylindrical phasefront, far-field radiation patterns can be measured directly.
Because of the folded optics, the radius of the cylindrical phasefront produced by the
SPCR is larger than the radius of the spherical phasefront obtainable by separating the
source antenna from the test antenna in a direct illumination configuration within the
same anechoic chamber. Thus, with the SPCR it is possible to measure, directly, the
far-field patterns of larger antennas compared to those directly measurable on an indoor
far-field range. When the size of the antenna is significant relative to the curvature of
the cylindrical phasefront, a NF/FF transformation is used to obtain the far-field pattern.
However, because the fields are collimated in the vertical plane, only a one-dimensional
transformation is required. This greatly simplifies the transformation algorithm. Most
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importantly, there is a one-to-one correlation between a single azimuthal pattern cut
measured in the near-field, and the predicted far-field pattern. The data acquisition
time is identical to that of conventional CATRs, and the NF/FF calculation time is
nearly negligible. Another advantage of the SPCR is the size of the quiet zone. In the
vertical plane, the quiet-zone dimension compared to the SPCR reflector is similar to
that of conventional CATRs (about 50% to 60%). However, in the horizontal plane,
the quiet zone is nearly 100% of the horizontal dimension of the reflector. For a given
size anechoic chamber and reflector, targets having much larger horizontal dimensions
(yaw patterns of aircraft, for example) can be measured using the SPCR than is pos-
sible using a conventional CATR. The SPCR system is relatively inexpensive; the
manufacturer estimates that its cost is about 60% of conventional CATR systems.

In addition to the added complexity of NF/FF transformation considerations, this
cylindrical wave approach has other disadvantages compared to conventional CATR
designs. Because the quiet-zone fields are expanding cylindrically as they propagate
along the axis of the range, a large portion of the anechoic chamber is directly illumi-
nated. This should be carefully considered in the design of the side walls of the anechoic
chamber to control range clutter. Also, some measurement sensitivity is sacrificed for
the same reason.

Compact antenna test ranges enable the measurement of full-sized antennas in very
short distances, usually within the controlled environment of an anechoic chamber.
A compact antenna test range can be used to accomplish any type of antenna test-
ing (including radiation patterns, gain, efficiency, etc.) that can be performed on an
outdoor facility.

17.2.4 Near-Field/Far-Field Methods

The dimensions of a conventional test range can be reduced by making measurements
in the near-field, and then using analytical methods to transform the measured near-field
data to compute the far-field radiation characteristics [2]–[4], [34]. These are referred
to as near-field to far-field (NF/FF) methods. Such techniques are usually used to
measure patterns, and they are often performed indoors. Therefore, they provide a
controlled environment and an all-weather capability, the measuring system is time
and cost effective, and the computed patterns are as accurate as those measured in a
far-field range. However, such methods require more complex and expensive systems,
more extensive calibration procedures, more sophisticated computer software, and the
patterns are not obtained in real time.

The near-field measured data (usually amplitude and phase distributions) are mea-
sured by a scanning field probe over a preselected surface which may be a plane, a
cylinder, or a sphere. The measured data are then transformed to the far-field using
analytical Fourier transform methods. The complexity of the analytical transformation
increases from the planar to the cylindrical, and from the cylindrical to the spherical
surfaces. The choice is primarily determined by the antenna to be measured.

In general, the planar system is better suited for high-gain antennas, especially
planar phased arrays, and it requires the least amount of computations and no move-
ment of the antenna. Although the cylindrical system requires more computations than
the planar, for many antennas its measuring, positioning, and probe equipment are
the least expensive. The spherical system requires the most expensive computation,
and antenna and probe positioning equipment, which can become quite significant for
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large antenna systems. This system is best suited for measurements of low-gain and
omnidirectional antennas.

Generally, implementation of NF/FF transformation techniques begins with mea-
suring the magnitude and phase of the tangential electric field components radiated by
the test antenna at regular intervals over a well-defined surface in the near field. By
the principle of modal expansion, the sampled E-field data is used to determine the
amplitude and phase of an angular spectrum of plane, cylindrical, or spherical waves.
Expressing the total field of the test antenna in terms of a modal expansion, allows the
calculation of the field at any distance from the antenna. Solving for the fields at an
infinite distance results in the far-field pattern.

A consideration of the general case of scanning with ideal probes over an arbitrary
surface [34] reveals that the choice of scanning surfaces is limited. Morse and Fesh-
bach [35] show that derivation of the far-zone vector field from the near-field depends
on vector wave functions that are orthogonal to that surface. Planar, circular cylindrical,
spherical, elliptic cylindrical, parabolic cylindrical, and conical are the six coordinate
systems that support orthogonal vector wave solutions. The first three coordinate sys-
tems are conducive to convenient data acquisition, but the last three require scanning
on an elliptic cylinder, a parabolic cylinder, or a sphere in conical coordinates [34].
Thus, the three NF/FF techniques that have been developed and are widely used are
based on planar, cylindrical, and spherical near-field scanning surfaces.

Acquisition of planar near-field data is usually conducted over a rectangular x-
y grid, as shown in Figure 17.12(a), with a maximum near-field sample spacing of
3x = 3y = λ/2 [36]. It is also possible to acquire the near-field measurements on a
plane-polar grid [37] or a bipolar grid [38]. The test antenna is held stationary while the
probe (typically an open-ended waveguide or small horn) is moved to each grid location
on the plane. As the probe location varies, its orientation relative to the test antenna
changes, as illustrated in Figure 17.13. This directive property of the probe, as well
as its polarization, must be taken into account using the technique of probe compen-
sation [3], [4]. Probe compensation methods use the well-known Lorentz reciprocity
theorem to couple the far-zone fields of the test antenna to those of the measuring probe.

(c) Spherical scanning(b) Cylindrical scanning

(a) Planar scanning

b

a

L∆z

∆y

∆x

φ∆

φ∆

∆θ

Figure 17.12 Three near-field scanning surfaces that permit convenient data acquisition
(planar, cylindrical, and spherical).
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Figure 17.13 Probe compensation of near-field measurements due to nonisotropic radiation
pattern of the probe.

The principal advantage of the planar near-field to far-field transformation, over
the cylindrical and spherical techniques, is its mathematical simplicity. Furthermore,
the planar transformation is suitable for applying the computationally efficient Fast
Fourier Transform (FFT) algorithm [39]. Assuming that the number of near-field data
points is 2n (or artificially padded to that number with points of zero value) where n
is a positive integer, the full planar far-field transformation can be computed in a time
proportional to (ka)2 log2(ka) where a is the radius of the smallest circle that inscribes
the test antenna [34]. Planar NF/FF techniques are well suited for measuring antennas
which have low backlobes. These include directional antennas such as horns, reflector
antennas, planar arrays, and so forth. The primary disadvantage of probing the near-
field on a planar surface to calculate the far-field is that the resulting far-field pattern
is over a limited angular span. If the planar scanning surface is of infinite extent, one
complete hemisphere of the far-field can be computed.

A complete set of near-field measurements over a cylindrical surface includes the
information needed to compute complete azimuthal patterns for all elevation angles,
excluding the conical regions at the top and bottom of the cylinder axis. Since the
numerical integrations can be performed with the FFT, the cylindrical transformation
exhibits numerical efficiencies and proportional computation times similar to those
of the planar transformation. The angular modal expansion, however, is expressed in
terms of Hankel functions, which can be more difficult to calculate, especially for
large orders.

The cylindrical scanning grid is shown in Figure 17.12(b). The maximum angular
and vertical sample spacing is

3φ = λ

2(a + λ)
(17-1)

and
3z = λ/2 (17-2)

where λ is the wavelength and a is the radius of the smallest cylinder that encloses
the test antenna.

A typical cylindrical scanning system is illustrated in Figure 17.14(a). The azimuthal
location of the antenna is held constant while the fields are probed at discrete locations
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Figure 17.14 Schematic representation of typical cylindrical and spherical surface near-field
positioning systems.

in the vertical direction at some fixed distance from the antenna. At the completion
of each vertical scan, the test antenna is rotated to the next angular position. The
orientation of the probe with respect to the test antenna changes as the vertical location
of the probe changes, thus a probe correction is generally required as in the planar
case. In addition to directional antennas, the radiation patterns of antennas with narrow
patterns along the vertical axis (horizontal fan beam antennas and vertical dipoles for
example) can be predicted efficiently with the cylindrical NF/FF technique.

The information obtained by scanning the near-field radiation over a spherical sur-
face enclosing a test antenna makes possible the most complete prediction of the
far-field radiation pattern. The spherical scanning grid is illustrated in Figure 17.12(c).
When sampled at the rate of

3θ = λ

2(a + λ)
(17-3)

and

3φ = λ

2(a + λ)
(17-4)

all of the spatial radiation characteristics of the test antenna are included in the trans-
formation. Any far-field pattern cut can be computed from a complete near-field
measurement with the spherical scanning scheme. Typically, a spherical scan is accom-
plished by fixing the location and orientation of the probe and varying the angular
orientation of the test antenna with a dual-axis positioner, as shown in Figure 17.14(b).
Since the probe is always pointed directly toward the test antenna, probe correction can
be neglected for sufficiently large scan radii [34]. However, in general, probe correction
is necessary.
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The primary drawback of the spherical scanning technique lies in the mathematical
transformation. A significant portion of the transformation cannot be accomplished
via FFTs. Numerical integrations, matrix operations, and simultaneous solution of
equations are required. This increases the computational time and difficulty of the
transformation considerably over those of the planar and cylindrical transformations.

A. Modal-Expansion Method for Planar Systems
The mathematical formulations of the planar NF/FF system are based on the plane
wave (modal) expansion using Fourier transform (spectral) techniques. Simply stated,
any monochromatic, but otherwise arbitrary, wave can be represented as a superpo-
sition of plane waves traveling in different directions, with different amplitudes, but
all of the same frequency. The objective of the plane wave expansion is to determine
the unknown amplitudes and directions of propagation of the plane waves. The results
comprise what is referred to as a modal expansion of the arbitrary wave. Similarly,
cylindrical wave and spherical wave expansions are used to determine far-field pat-
terns from fields measured in the near field over cylindrical and spherical surfaces,
respectively.

The relationships between the near-zone E-field measurements and the far-zone
fields for planar systems follow from the transform (spectral) techniques of Chapter 12,
Section 12.9, represented by (12-73)–(12-75), or

E(x, y, z) = 1

4π2

∫ ∞

−∞

∫ ∞

−∞
f(kx, ky)e−jk · r dkx dky (17-5)

where
f(kx, ky) = âxfx(kx, ky)+ âyfy(kx, ky)+ âzfz(kx, ky) (17-5a)

k = âxkx + âyky + âzkz (17-5b)

r = âxx + âyy + âzz (17-5c)

where f(kx, ky) represents the plane wave spectrum of the field. The x and y compo-
nents of the electric field measured over a plane surface (z = 0) from (17-5) are

Exa(x, y, z = 0) = 1

4π2

∫ ∞

−∞

∫ ∞

−∞
fx(kx, ky)e

−j (kxx+kyy) dkx dky (17-6a)

Eya(x, y, z = 0) = 1

4π2

∫ ∞

−∞

∫ ∞

−∞
fy(kx, ky)e

−j (kxx+kyy) dkx dky (17-6b)

The x and y components of the plane wave spectrum, fx(kx, ky) and fy(kx, ky),
are determined in terms of the near-zone electric field from the Fourier transforms of
(17-6a) and (17-6b) as given by (12-85a), (12-85b), or

fx(kx, ky) =
∫ +b/2

−b/2

∫ +a/2

−a/2
Exa(x

′, y ′, z′ = 0)e+j (kxx
′+kyy ′) dx ′ dy ′ (17-7a)

fy(kx, ky) =
∫ +b/2

−b/2

∫ +a/2

−a/2
Eya(x

′, y ′, z′ = 0)e+j (kxx
′+kyy ′) dx ′ dy ′ (17-7b)
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The far-field pattern of the antenna, in terms of the plane wave spectrum function
f, is then that of (12-107)

E(r, θ, φ) 	 j
ke−jkr

2πr
[cos θ f(kx, ky)] (17-8)

or (12-111)

Eθ(r, θ, φ) 	 j
ke−jkr

2πr
(fx cosφ + fy sinφ) (17-9a)

Eφ(r, θ, φ) 	 j
ke−jkr

2πr
cos θ(−fx sinφ + fy cosφ) (17-9b)

The procedure then to determine the far-zone field from near-field measurements is
as follows:

1. Measure the electric field components Exa(x
′, y ′, z′ = 0) and Eya(x

′, y ′, z′ = 0)
in the near field.

2. Find the plane wave spectrum functions fx and fy using (17-7a) and (17-7b).
3. Determine the far-zone electric field using (17-8) or (17-9a) and (17-9b).

Similar procedures are used for cylindrical and spherical measuring systems except
that the constant surfaces are, respectively, cylinders and spheres. However, their cor-
responding analytical expressions have different forms.

It is apparent once again, from another application problem, that if the tangential
field components are known along a plane, the plane wave spectrum can be found,
which in turn permits the evaluation of the field at any point. The computations become
more convenient if the evaluation is restricted to the far-field region.

B. Measurements and Computations
The experimental procedure requires that a plane surface, a distance z0 from the test
antenna, be selected where measurements are made as shown in Figure 17.12(a). The
distance z0 should be at least two or three wavelengths away from the test antenna
to be out of its reactive near-field region. The plane over which measurements are
made is usually divided into a rectangular grid of M× N points spaced 3x and 3y

apart and defined by the coordinates (m3x, n3y, 0) where −M/2 ≤ m ≤ M/2− 1
and −N/2 ≤ n ≤ N/2− 1. The values of M and N are determined by the linear
dimensions of the sampling plane divided by the sampling space. To compute the
far-field pattern, it requires that both polarization components of the near field are
measured. This can be accomplished by a simple rotation of a linear probe about the
longitudinal axis or by the use of a dual-polarized probe. The probe used to make
the measurements must not be circularly polarized, and it must not have nulls in the
angular region of space over which the test antenna pattern is determined because the
probe correction coefficients become infinite.
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The measurements are carried out until the signal at the edges of the plane is of very
low intensity, usually about 45 dB below the largest signal level within the measuring
plane. Defining a and b the width and height, respectively, of the measuring plane, M
and N are determined using

M = a

3x
+ 1 (17-10a)

N = b

3y
+ 1 (17-10b)

The sampling points on the measuring grid are chosen to be less than λ/2 in order
to satisfy the Nyquist sampling criterion. If the plane z = 0 is located in the far field of
the source, the sample spacings can increase to their maximum value of λ/2. Usually
the rectangular lattice points are separated by the grid spacings of

3x = π

kxo
(17-11a)

3y = π

kyo
(17-11b)

where kxo and kyo are real numbers and represent the largest magnitudes of kx and ky ,
respectively, such that f(kx, ky) 	 0 for |kx | > kxo or |ky | > kyo.

At the grid sample points, the tangential electric field components, Ex and Ey , are
recorded. The subscripts x and y represent, respectively, the two polarizations of the
probe. The procedure for probe compensation is neglected here. A previously performed
characterization of the probe is used to compensate for its directional effects in what
is essentially an application of its “transfer function.” The electric field components
over the entire plane can be reconstructed from the samples taken at the grid points,
and each is given by

Exa(x, y, z = 0) 	
N/2−1∑
n=−N/2

M/2−1∑
m=−M/2

Ex(m3x, n3y, 0)

× sin(kxox −mπ)

kxox −mπ

sin(kyoy − nπ)

kyoy − nπ
(17-12a)

Eya(x, y, z = 0) 	
N/2−1∑
n=−N/2

M/2−1∑
m=−M/2

Ey(m3x, n3y, 0)

× sin(kxox −mπ)

kxox −mπ

sin(kyoy − nπ)

kyoy − nπ
(17-12b)

Using (17-12a) and (17-12b), fx and fy of (17-7a) and (17-7b) can be evaluated,
using a FFT algorithm, at the set of wavenumbers explicitly defined by the discrete
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Fourier transform and given by

kx = 2πm

M3x
, − M

2
≤ m ≤ M

2
− 1 (17-13a)

ky = 2πn

N3y
, − N

2
≤ n ≤ N

2
− 1 (17-13b)

The wavenumber spectrum points are equal to the number of points in the near-field
distribution, and the maximum wavenumber coordinate of the wavenumber spectrum
is inversely proportional to the near-field sampling spacing. While the maximum sam-
pling spacing is λ/2, there is no minimum spacing restrictions. However, there are
no advantages to increasing the near-field sample points by decreasing the sample
spacing. The decreased sample spacing will increase the limits of the wavenumber
spectrum points, which are in the large evanescent mode region, and do not contribute
to increased resolution of the far-field pattern.

Increased resolution in the far-field power pattern can be obtained by adding arti-
ficial data sampling points (with zero value) at the outer extremities of the near-field
distribution. This artificially increases the number of sample points without decreasing
the sample spacing. Since the sample spacing remains fixed, the wavenumber limits
also stay fixed. The additional wavenumber spectrum points are all within the original
wavenumber limits and lead to increased resolution in the computed far-field patterns.

To validate the techniques, numerous comparisons between computed far-field pat-
terns, from near-field measurements, and measured far-field patterns have been made.
In Figure 17.15, the computed and measured sum and difference far-field azimuth plane
patterns for a four-foot diameter parabolic reflector with a nominal gain of 30 dB are
displayed [4]. Two measured far-field patterns were obtained on two different high-
quality far-field ranges, one at the Georgia Institute of Technology and the other at
Scientific-Atlanta. The third trace represents the computed far-field pattern from near-
field measurements made at Georgia Tech. There are some minor discrepancies between
the two measured far-field patterns which were probably caused by extraneous range
reflections. The best agreement is between the computed far-field pattern and the one
measured at Scientific-Atlanta. Many other comparisons have been made with sim-
ilar success. The limited results shown here, and the many others published in the
literature [4], [40]–[42] clearly demonstrate the capability of the near-field technique.

The near-field technique provides the antenna designers information not previously
available to them. For example, if a given far-field pattern does not meet required
specifications, it is possible to use near-field data to pinpoint the cause [43]. Near-field
measurements can be applied also to antenna analysis and diagnostic tasks [44], and it
is most attractive when efficient near-field data collection and transformation methods
are employed.

17.3 RADIATION PATTERNS

The radiation patterns (amplitude and phase), polarization, and gain of an antenna,
which are used to characterize its radiation capabilities, are measured on the surface
of a constant radius sphere. Any position on the sphere is identified using the standard
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Figure 17.15 Measured and computed sum and difference mode principal-plane far-field pat-
terns for a four-foot parabolic reflector. (SOURCE: E. D. Joy, W. M. Leach, Jr., G. P. Rodrique,
and D. T. Paris, “Applications of Probe Compensated Near-Field Measurements,” IEEE Trans.
Antennas Propagat., Vol. AP-26, No. 3, pp. 379–389, May 1978.  (1978) IEEE)

spherical coordinate system of Figure 17.16. Since the radial distance is maintained
fixed, only the two angular coordinates (θ, φ) are needed for positional identification.
A representation of the radiation characteristics of the radiator as a function of θ and φ
for a constant radial distance and frequency, is defined as the pattern of the antenna.

In general, the pattern of an antenna is three-dimensional. Because it is impracti-
cal to measure a three-dimensional pattern, a number of two-dimensional patterns, as
defined in Section 2.2, are measured. They are used to construct a three-dimensional
pattern. The number of two-dimensional patterns needed to construct faithfully a three-
dimensional graph is determined by the functional requirements of the description, and
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Figure 17.16 Spherical coordinate system geometry. (SOURCE: IEEE Standard Test Procedures
for Antennas, IEEE Std 149–1979, published by IEEE, Inc., 1979, distributed by Wiley).

the available time and funds. The minimum number of two-dimensional patterns is
two, and they are usually chosen to represent the orthogonal principal E- and H -plane
patterns, as defined in Section 2.2.

A two-dimensional pattern is also referred to as a pattern cut, and it is obtained by
fixing one of the angles (θ or φ) while varying the other. For example, by referring
to Figure 17.16, pattern cuts can be obtained by fixing φj (0 ≤ φj≤2π) and varying
θ(0 ≤ θ ≤ π). These are referred to as elevation patterns, and they are also displayed
in Figure 2.19. Similarly θ can be maintained fixed (0 ≤ θi ≤ π) while φ is varied
(0 ≤ φ≤2π). These are designated as azimuthal patterns. Part (0 ≤ φ ≤ π/2) of the
θi = π/2 azimuthal pattern is displayed in Figure 2.19.

The patterns of an antenna can be measured in the transmitting or receiving mode.
The mode is dictated by the application. However, if the radiator is reciprocal, as is
the case for most practical antennas, then either the transmitting or receiving mode can
be utilized. For such cases, the receiving mode is selected. The analytical formulations
upon which an amplitude pattern is based, along with the advantages and disadvan-
tages for making measurements in the transmitting or receiving mode, are found in
Section 3.8.2. The analytical basis of a phase pattern is discussed in Section 13.10.
Unless otherwise specified, it will be assumed here that the measurements are per-
formed in the receiving mode.

17.3.1 Instrumentation

The instrumentation required to accomplish a measuring task depends largely on
the functional requirements of the design. An antenna-range instrumentation must be
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designed to operate over a wide range of frequencies, and it usually can be classified
into five categories [7]:

1. source antenna and transmitting system
2. receiving system
3. positioning system
4. recording system
5. data-processing system

A block diagram of a system that possesses these capabilities is shown in Figure 17.17.
The source antennas are usually log-periodic antennas for frequencies below 1 GHz,

families of parabolas with broadband feeds for frequencies above 400 MHz, and even
large horn antennas. The system must be capable of controlling the polarization. Contin-
uous rotation of the polarization can be accomplished by mounting a linearly polarized
source antenna on a polarization positioner. Antennas with circular polarization can also
be designed, such as crossed log-periodic arrays, which are often used in measurements.

The transmitting RF source must be selected so that it has [7] frequency control,
frequency stability, spectral purity, power level, and modulation. The receiving system
could be as simple as a bolometer detector, followed possibly by an amplifier, and a

Receiver
Positioner

control

Test
positioner
indicators

Source
tower

indicators

Source
tower

control

Source
control

Pattern
recorder

Figure 17.17 Instrumentation for typical antenna-range measuring system. (SOURCE: IEEE
Standard Test Procedures for Antennas, IEEE Std 149–1979, published by IEEE, Inc., 1979,
distributed by Wiley)
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recorder. More elaborate and expensive receiving systems that provide greater sensi-
tivity, precision, and dynamic range can be designed. One such system is a heterodyne
receiving system [7], which uses double conversion and phase locking, which can be
used for amplitude measurements. A dual-channel heterodyne system design is also
available [7], and it can be used for phase measurements.

To achieve the desired plane cuts, the mounting structures of the system must
have the capability to rotate in various planes. This can be accomplished by utilizing
rotational mounts (pedestals), two of which are shown in Figure 17.18. Tower-model
elevation-over-azimuth pedestals are also available [7].

There are primarily two types of recorders; one that provides a linear (rectangular)
plot and the other a polar plot. The polar plots are most popular because they pro-
vide a better visualization of the radiation distribution in space. Usually the recording
equipment is designed to graph the relative pattern. Absolute patterns are obtained by
making, in addition, gain measurements which will be discussed in the next section.
The recording instrumentation is usually calibrated to record relative field or power pat-
terns. Power pattern calibrations are in decibels with dynamic ranges of 0–60 dB. For
most applications, a 40-dB dynamic range is usually adequate and it provides sufficient
resolution to examine the pattern structure of the main lobe and the minor lobes.

In an indoor antenna range, the recording equipment is usually placed in a room
that adjoins the anechoic chamber. To provide an interference free environment, the
chamber is closed during measurements. To monitor the procedures, windows or closed-
circuit TVs are utilized. In addition, the recording equipment is connected, through

SO
O

x

z

−y

A

q

Figure 17.18 Azimuth-over-elevation and elevation-over-azimuth rotational mounts. (SOURCE:

IEEE Standard Test Procedures for Antennas, IEEE Std 149–1979, published by IEEE, Inc.,
1979, distributed by Wiley)
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Figure 17.19 Block diagrams of typical instrumentations for measuring rectangular and polar antenna and RCS patterns.
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synchronous servo-amplifier systems, to the rotational mounts (pedestals) using the
traditional system shown in Figure 17.19(a). The system can record rectangular or
polar plots. Position references are recorded simultaneously with measurements, and
they are used for angular positional identification. As the rotational mount moves, the
pattern is graphed simultaneously by the recorder on a moving chart. One of the axes
of the chart is used to record the amplitude of the pattern while the other identifies
the relative position of the radiator. A modern configuration to measure antenna and
RCS patterns, using a network analyzer and being computer automated, is shown in
Figure 17.19(b).

17.3.2 Amplitude Pattern

The total amplitude pattern of an antenna is described by the vector sum of the
two orthogonally polarized radiated field components. The pattern on a conventional
antenna range can be measured using the system of Figure 17.17 or Figure 17.19 with
an appropriate detector. The receiver may be a simple bolometer (followed possibly
by an amplifier), a double-conversion phase-locking heterodyne system [7, Fig. 14], or
any other design.

In many applications, the movement of the antenna to the antenna range can sig-
nificantly alter the operational environment. Therefore, in some cases, antenna pattern
measurements must be made in situ to preserve the environmental performance char-
acteristics. A typical system arrangement that can be used to accomplish this is shown
in Figure 17.20. The source is mounted on an airborne vehicle, which is maneuvered
through space around the test antenna and in its far-field, to produce a plane wave
and to provide the desired pattern cuts. The tracking device provides to the recording
equipment the angular position data of the source relative to a reference direction. The
measurements can be conducted either by a point-by-point or by a continuous method.
Usually the continuous technique is preferred.

Figure 17.20 System arrangement for in situ antenna pattern measurements. (SOURCE: IEEE
Standard Test Procedures for Antennas, IEEE Std 149–1979, published by IEEE, Inc., 1979,
distributed by Wiley)
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17.3.3 Phase Measurements

Phase measurements are based on the analytical formulations of Section 13.10. The
phase pattern of the field, in the direction of the unit vector û, is given by the ψ(θ, φ)
phase function of (13–63). For linear polarization, û is real, and it may represent âθ
or âφ in the direction of θ or φ.

The phase of an antenna is periodic, and it is defined in multiples of 360◦. In
addition, the phase is a relative quantity, and a reference must be provided during
measurements for comparison.

Two basic system techniques that can be used to measure phase patterns
at short and long distances from the antenna are shown respectively, in
Figures 17.21(a) and 17.21(b). For the design of Figure 17.21(a), a reference signal
is coupled from the transmission line, and it is used to compare, in an appropriate
network, the phase of the received signal. For large distances, this method does not
permit a direct comparison between the reference and the received signal. In these
cases, the arrangement of Figure 17.21(b) can be used in which the signal from the
source antenna is received simultaneously by a fixed antenna and the antenna under
test. The phase pattern is recorded as the antenna under test is rotated while the fixed
antenna serves as a reference. The phase measuring circuit may be the dual-channel
heterodyne system [7, Figure 15].

17.4 GAIN MEASUREMENTS

The most important figure of merit that describes the performance of a radiator is the
gain. There are various techniques and antenna ranges that are used to measure the
gain. The choice of either depends largely on the frequency of operation.

Phase
measurement

circuit

Phase
measurement

circuit

Figure 17.21 Near-field and far-field phase pattern measuring systems. (SOURCE: IEEE Standard
Test Procedures for Antennas, IEEE Std 149–1979, published by IEEE, Inc., 1979, distributed
by Wiley)
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Usually free-space ranges are used to measure the gain above 1 GHz. In addi-
tion, microwave techniques, which utilize waveguide components, can be used. At
lower frequencies, it is more difficult to simulate free-space conditions because of
the longer wavelengths. Therefore between 0.1–1 GHz, ground-reflection ranges are
utilized. Scale models can also be used in this frequency range. However, since the
conductivity and loss factors of the structures cannot be scaled conveniently, the effi-
ciency of the full scale model must be found by other methods to determine the gain
of the antenna. This is accomplished by multiplying the directivity by the efficiency
to result in the gain. Below 0.1 GHz, directive antennas are physically large and the
ground effects become increasingly pronounced. Usually the gain at these frequen-
cies is measured in situ. Antenna gains are not usually measured at frequencies below
1 MHz. Instead, measurements are conducted on the field strength of the ground wave
radiated by the antenna.

Usually there are two basic methods that can be used to measure the gain of an
electromagnetic radiator: absolute-gain and gain-transfer (or gain-comparison) mea-
surements. The absolute-gain method is used to calibrate antennas that can then be
used as standards for gain measurements, and it requires no a priori knowledge of
the gains of the antennas. Gain-transfer methods must be used in conjunction with
standard gain antennas to determine the absolute gain of the antenna under test.

The two antennas that are most widely used and universally accepted as gain
standards are the resonant λ/2 dipole (with a gain of about 2.1 dB) and the pyrami-
dal horn antenna (with a gain ranging from 12–25 dB). Both antennas possess linear
polarizations. The dipole, in free-space, exhibits a high degree of polarization purity.
However, because of its broad pattern, its polarization may be suspect in other than
reflection-free environments. Pyramidal horns usually possess, in free-space, slightly
elliptical polarization (axial ratio of about 40 to infinite dB). However, because of their
very directive patterns, they are less affected by the surrounding environment.

17.4.1 Absolute-Gain Measurements

There are a number of techniques that can be employed to make absolute-gain mea-
surements. A very brief review of each will be included here. More details can be
found in [6]–[8]. All of these methods are based on the Friis transmission formula [as
given by (2-118)] which assumes that the measuring system employs, each time, two
antennas (as shown in Figure 2.31). The antennas are separated by a distance R, and it
must satisfy the far-field criterion of each antenna. For polarization matched antennas,
aligned for maximum directional radiation, (2-118) reduces to (2-119).

A. Two-Antenna Method
Equation (2-119) can be written in a logarithmic decibel form as

(G0t )dB + (G0r )dB = 20 log10

(
4πR

λ

)
+ 10 log10

(
Pr

Pt

)
(17-14)

where

(G0t )dB = gain of the transmitting antenna (dB)
(G0r )dB = gain of the receiving antenna (dB)

Pr = received power (W)
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Figure 17.22 Typical two- and three-antenna measuring systems for single- and
swept-frequency measurements. (SOURCE: J. S. Hollis, T. J. Lyon, and L. Clayton, Jr., Microwave
Antenna Measurements, Scientific-Atlanta, Inc., Atlanta, Georgia, July 1970)

Pt = transmitted power (W)
R = antenna separation (m)
λ = operating wavelength (m)

If the transmitting and receiving antennas are identical (G0t = G0r ), (17-14) reduces to

(G0t )dB = (G0r )dB = 1

2

[
20 log10

(
4πR

λ

)
+ 10 log10

(
Pr

Pt

)]
(17-15)

By measuring R, λ, and the ratio of Pr/Pt , the gain of the antenna can be found. At
a given frequency, this can be accomplished using the system of Figure 17.22(a). The
system is simple and the procedure straightforward. For continuous multifrequency
measurements, such as for broadband antennas, the swept-frequency instrumentation
of Figure 17.22(b) can be utilized.
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B. Three-Antenna Method
If the two antennas in the measuring system are not identical, three antennas (a, b, c)
must be employed and three measurements must be made (using all combinations of
the three) to determine the gain of each of the three. Three equations (one for each
combination) can be written, and each takes the form of (17-14). Thus

(a-b Combination)

(Ga)dB + (Gb)dB = 20 log10

(
4πR

λ

)
+ 10 log10

(
Prb

Pta

)
(17-16a)

(a-c Combination)

(Ga)dB + (Gc)dB = 20 log10

(
4πR

λ

)
+ 10 log10

(
Prc

Pta

)
(17-16b)

(b-c Combination)

(Gb)dB + (Gc)dB = 20 log10

(
4πR

λ

)
+ 10 log10

(
Prc

Ptb

)
(17-16c)

From these three equations, the gains (Ga)dB, (Gb)dB, and (Gc)dB can be determined
provided R, λ, and the ratios of Prb/Pta, Prc/Pta , and Prc/Ptb are measured.

The two- and three-antenna methods are both subject to errors. Care must be uti-
lized so

1. the system is frequency stable
2. the antennas meet the far-field criteria
3. the antennas are aligned for boresight radiation
4. all the components are impedance and polarization matched
5. there is a minimum of proximity effects and multipath interference

Impedance and polarization errors can be accounted for by measuring the appropri-
ate complex reflection coefficients and polarizations and then correcting accordingly
the measured power ratios. The details for these corrections can be found in [7], [8].
There are no rigorous methods to account for proximity effects and multipath inter-
ference. These, however, can be minimized by maintaining the antenna separation by
at least a distance of 2D2/λ, as is required by the far-field criteria, and by utilizing
RF absorbers to reduce unwanted reflections. The interference pattern that is created
by the multiple reflections from the antennas themselves, especially at small separa-
tions, is more difficult to remove. It usually manifests itself as a cyclic variation in the
measured antenna gain as a function of separation.

C. Extrapolation Method
The extrapolation method is an absolute-gain method, which can be used with the
three-antenna method, and it was developed [15] to rigorously account for possible
errors due to proximity, multipath, and nonidentical antennas. If none of the antennas
used in the measurements are circularly polarized, the method yields the gains and
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polarizations of all three antennas. If only one antenna is circularly polarized, this
method yields only the gain and polarization of the circularly polarized antenna. The
method fails if two or more antennas are circularly polarized.

The method requires both amplitude and phase measurements when the gain and the
polarization of the antennas are to be determined. For the determination of gains, ampli-
tude measurements are sufficient. The details of this method can be found in [8], [45].

D. Ground-Reflection Range Method
A method that can be used to measure the gain of moderately broad-beam anten-
nas, usually for frequencies below 1 GHz, has been reported [46]. The method takes
into account the specular reflections from the ground (using the system geometry of
Figure 17.2), and it can be used with some restrictions and modifications with the two-
or three-antenna methods. As described here, the method is applicable to linear anten-
nas that couple only the electric field. Modifications must be made for loop radiators.
Using this method, it is recommended that the linear vertical radiators be placed in a
horizontal position when measurements are made. This is desired because the reflection
coefficient of the earth, as a function of incidence angle, varies very rapidly for ver-
tically polarized waves. Smoother variations are exhibited for horizontally polarized
fields. Circularly and elliptically polarized antennas are excluded, because the earth
exhibits different reflective properties for vertical and horizontal fields.

To make measurements using this technique, the system geometry of Figure 17.2
is utilized. Usually it is desirable that the height of the receiving antenna hr be much
smaller than the range R0 (hr � R0). Also the height of the transmitting antenna is
adjusted so that the field of the receiving antenna occurs at the first maximum nearest
to the ground. Doing this, each of the gain equations of the two- or three-antenna
methods take the form of

(Ga)dB + (Gb)dB = 20 log10

(
4πRD
λ

)
+ 10 log10

(
Pr

Pt

)

− 20 log10

(√
DADB + rRD

RR

)
(17-17)

where DA and DB are the directivities (relative to their respective maximum values)
along RD, and they can be determined from amplitude patterns measured prior to the
gain measurements. RD,RR, λ, and Pr/Pt are also measured. The only quantity that
needs to be determined is the factor r which is a function of the radiation patterns of
the antennas, the frequency of operation, and the electrical and geometrical properties
of the antenna range.

The factor r can be found by first repeating the above measurements but with
the transmitting antenna height adjusted so that the field at the receiving antenna is
minimized. The quantities measured with this geometry are designated by the same
letters as before but with a prime (′) to distinguish them from those of the previous
measurement.

By measuring or determining the parameters

1. RR,RD, Pr,DA, and DB at a height of the transmitting antenna such that the
receiving antenna is at the first maximum of the pattern
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2. R′R, R
′
D, P

′
r , D

′
A, and D′B at a height of the transmitting antenna such that the

receiving antenna is at a field minimum

it can be shown [46] that r can be determined from

r =
(
RRR

′
R

RDR
′
D

)[√
(Pr/P

′
r )(D

′
AD

′
B)RD −

√
DADBR

′
D√

(Pr/P ′r )RR + R′R

]
(17-18)

Now all parameters included in (17-17) can either be measured or computed from
measurements. The free-space range system of Figure 17.22(a) can be used to perform
these measurements.

17.4.2 Gain-Transfer (Gain-Comparison) Measurements

The method most commonly used to measure the gain of an antenna is the gain-transfer
method. This technique utilizes a gain standard (with a known gain) to determine abso-
lute gains. Initially relative gain measurements are performed, which when compared
with the known gain of the standard antenna, yield absolute values. The method can
be used with free-space and reflection ranges, and for in situ measurements.

The procedure requires two sets of measurements. In one set, using the test antenna
as the receiving antenna, the received power (PT ) into a matched load is recorded. In
the other set, the test antenna is replaced by the standard gain antenna and the received
power (PS) into a matched load is recorded. In both sets, the geometrical arrangement
is maintained intact (other than replacing the receiving antennas), and the input power
is maintained the same.

Writing two equations of the form of (17-14) or (17-17), for free-space or reflection
ranges, it can be shown that they reduce to [7]

(GT )dB = (GS)dB + 10 log10

(
PT

PS

)
(17-19)

where (GT )dB and (GS)dB are the gains (in dB) of the test and standard gain antennas.
System disturbance during replacement of the receiving antennas can be minimized

by mounting the two receiving antennas back-to-back on either side of the axis of
an azimuth positioner and connecting both of them to the load through a common
switch. One antenna can replace the other by a simple, but very precise, 180◦ rotation
of the positioner. Connection to the load can be interchanged by proper movement of
the switch.

If the test antenna is not too dissimilar from the standard gain antenna, this method
is less affected by proximity effects and multipath interference. Impedance and polar-
ization mismatches can be corrected by making proper complex reflection coefficient
and polarization measurements [8].

If the test antenna is circularly or elliptically polarized, gain measurements using
the gain-transfer method can be accomplished by at least two different methods. One
way would be to design a standard gain antenna that possesses circular or elliptical
polarization. This approach would be attractive in mass productions of power-gain
measurements of circularly or elliptically polarized antennas.
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The other approach would be to measure the gain with two orthogonal linearly
polarized standard gain antennas. Since circularly and elliptically polarized waves can
be decomposed to linear (vertical and horizontal) components, the total power of the
wave can be separated into two orthogonal linearly polarized components. Thus the
total gain of the circularly or elliptically polarized test antenna can be written as

(GT )dB = 10 log10(GT V +GTH ) (17-20)

GTV and GTH are, respectively, the partial power gains with respect to vertical-linear
and horizontal-linear polarizations.
GTV is obtained, using (17-19), by performing a gain-transfer measurement with

the standard gain antenna possessing vertical polarization. The measurements are
repeated with the standard gain antenna oriented for horizontal polarization. This
allows the determination of GTH . Usually a single linearly polarized standard gain
antenna (a linear λ/2 resonant dipole or a pyramidal horn) can be used, by rotating
it by 90◦, to provide both vertical and horizontal polarizations. This approach is very
convenient, especially if the antenna possesses good polarization purity in the two
orthogonal planes.

The techniques outlined above yield good results provided the transmitting and
standard gain antennas exhibit good linear polarization purity. Errors will be introduced
if either one of them possesses a polarization with a finite axial ratio. In addition, these
techniques are accurate if the tests can be performed in a free-space, a ground-reflection,
or an extrapolation range. These requirements place a low-frequency limit of 50 MHz.

Below 50 MHz, the ground has a large effect on the radiation characteristics of the
antenna, and it must be taken into account. It usually requires that the measurements
are performed on full scale models and in situ. Techniques that can be used to measure
the gain of large HF antennas have been devised [47]–[49].

17.5 DIRECTIVITY MEASUREMENTS

If the directivity of the antenna cannot be found using solely analytical techniques,
it can be computed using measurements of its radiation pattern. One of the methods
is based on the approximate expressions of (2-27) by Kraus or (2-30b) by Tai and
Pereira, whereas the other relies on the numerical techniques that were developed in
Section 2.7. The computations can be performed very efficiently and economically
with modern computational facilities and numerical techniques.

The simplest, but least accurate, method requires that the following procedure
is adopted:

1. Measure the two principal E- and H -plane patterns of the test antenna.
2. Determine the half-power beamwidths (in degrees) of the E- and H -plane pat-

terns.
3. Compute the directivity using either (2-27) or (2-30b).

The method is usually employed to obtain rough estimates of directivity. It is more
accurate when the pattern exhibits only one major lobe, and its minor lobes are negli-
gible.
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The other method requires that the directivity be computed using (2-35) where Prad

is evaluated numerically using (2-43). The F(θi, φj ) function represents the radiation
intensity or radiation pattern, as defined by (2-42), and it will be obtained by mea-
surements. Umax in (2-35) represents the maximum radiation intensity of F(θ, φ) in all
space, as obtained by the measurements.

The radiation pattern is measured by sampling the field over a sphere of radius r .
The pattern is measured in two-dimensional plane cuts with φj constant (0 ≤ φj ≤ 2π)
and θ variable (0 ≤ θ ≤ π), as shown in Figure 2.19, or with θi fixed (0 ≤ θi ≤ π)

and φ variable (0 ≤ φ ≤ 2π). The first are referred to as elevation or great-circle cuts,
whereas the second represent azimuthal or conical cuts. Either measuring method can be
used. Equation (2-43) is written in a form that is most convenient for elevation or great-
circle cuts. However, it can be rewritten to accommodate azimuthal or conical cuts.

The spacing between measuring points is largely controlled by the directive prop-
erties of the antenna and the desired accuracy. The method is most accurate for
broad-beam antennas. However, with the computer facilities and the numerical methods
now available, this method is very attractive even for highly directional antennas. To
maintain a given accuracy, the number of sampling points must increase as the pattern
becomes more directional. The pattern data is recorded digitally on tape, and it can be
entered into a computer at a later time. If on-line computer facilities are available, the
measurements can be automated to provide essentially real-time computations.

The above discussion assumes that all the radiated power is contained in a single
polarization, and the measuring probe possesses that polarization. If the antenna is
polarized such that the field is represented by both θ and φ components, the partial
directivities Dθ(θ, φ) and Dφ(θ, φ) of (2-17)–(2-17b) must each be found. This is
accomplished from pattern measurements with the probe positioned, respectively, to
sample the θ and φ components. The total directivity is then given by (2-17)–(2-
17b), or

D0 = Dθ +Dφ (17-21)

where
Dθ = 4πUθ

(Prad)θ + (Prad)φ
(17-21a)

Dφ = 4πUφ

(Prad)θ + (Prad)φ
(17-21b)

Uθ, (Prad)θ and Uφ, (Prad)φ represent the radiation intensity and radiated power as
contained in the two orthogonal θ and φ field components, respectively.

The same technique can be used to measure the field intensity and to compute the
directivity of any antenna that possesses two orthogonal polarizations. Many antennas
have only one polarization (θ or φ). This is usually accomplished by design and/or
proper selection of the coordinate system. In this case, the desired polarization is defined
as the primary polarization. Ideally, the other polarization should be zero. However,
in practice, it is nonvanishing, but it is very small. Usually it is referred to as the cross
polarization, and for good designs it is usually below −40 dB.

The directivity of circularly or elliptically polarized antennas can also be mea-
sured. Precautions must be taken [7] as to which component represents the primary
polarization and which the cross-polarization contribution.
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17.6 RADIATION EFFICIENCY

The radiation efficiency is defined as the ratio of the total power radiated by the antenna
to the total power accepted by the antenna at its input terminals during radiation. System
factors, such as impedance and/or polarization mismatches, do not contribute to the
radiation efficiency because it is an inherent property of the antenna.

The radiation efficiency can also be defined, using the direction of maximum radi-
ation as reference, as

radiation efficiency = gain

directivity
(17-22)

where directivity and gain, as defined in Sections 2.6 and 2.9, imply that they are mea-
sured or computed in the direction of maximum radiation. Using techniques that were
outlined in Sections 17.4 and 17.5 for the measurements of the gain and directivity,
the radiation efficiency can then be computed using (17-22).

If the antenna is very small and simple, it can be represented as a series network
as shown in Figures 2.27(b) or 2.28(b). For antennas that can be represented by such
a series network, the radiation efficiency can also be defined by (2-90) and it can
be computed by another method [50]. For these antennas, the real part of the input
impedance is equal to the total antenna resistance which consists of the radiation
resistance and the loss resistance.

The radiation resistance accounts for the radiated power. For many simple antennas
(dipoles, loops, etc.), it can be found by analytically or numerically integrating the pat-
tern, relating it to the radiated power and to the radiation resistance by a relation similar
to (4-18). The loss resistance accounts for the dissipated power, and it is found by mea-
suring the input impedance (input resistance− radiation resistance = loss resistance).

Because the loss resistance of antennas coated with lossy dielectrics or antennas over
lossy ground cannot be represented in series with the radiation resistance, this method
cannot be used to determine their radiation efficiency. The details of this method can
be found in [50].

17.7 IMPEDANCE MEASUREMENTS

Associated with an antenna, there are two types of impedances: a self and a mutual
impedance. When the antenna is radiating into an unbounded medium and there is no
coupling between it and other antennas or surrounding obstacles, the self-impedance
is also the driving-point impedance of the antenna. If there is coupling between the
antenna under test and other sources or obstacles, the driving-point impedance is a
function of its self-impedance and the mutual impedances between it and the other
sources or obstacles. In practice, the driving-point impedance is usually referred to as
the input impedance. The definitions and the analytical formulations that underlie the
self, mutual, and input impedances are presented in Chapter 8.

To attain maximum power transfer between a source or a source-transmission line
and an antenna (or between an antenna and a receiver or transmission line-receiver),
a conjugate match is usually desired. In some applications, this may not be the most
ideal match. For example, in some receiving systems, minimum noise is attained if
the antenna impedance is lower than the load impedance. However, in some transmit-
ting systems, maximum power transfer is attained if the antenna impedance is greater
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than the load impedance. If conjugate matching does not exist, the power lost can be
computed [7] using

Plost

Pavailable
=
∣∣∣∣Zant − Z∗cct

Zant + Zcct

∣∣∣∣2 (17-23)

where

Zant = input impedance of the antenna
Zcct = input impedance of the circuits which are connected to the antenna at its

input terminals

When a transmission line is associated with the system, as is usually the case, the
matching can be performed at either end of the line. In practice, however, the matching
is performed near the antenna terminals, because it usually minimizes line losses and
voltage peaks in the line and maximizes the useful bandwidth of the system.

In a mismatched system, the degree of mismatch determines the amount of incident
or available power which is reflected at the input antenna terminals into the line. The
degree of mismatch is a function of the antenna input impedance and the characteristic
impedance of the line. These are related to the input reflection coefficient and the input
VSWR at the antenna input terminals by the standard transmission-line relationships of

Prefl

Pinc
= |?|2 = |Zant − Zc|2

|Zant + Zc|2 =
∣∣∣∣VSWR− 1

VSWR+ 1

∣∣∣∣2 (17-24)

where

? = |?|ejγ = voltage reflection coefficient at the antenna input terminals
VSWR = voltage standing wave ratio at the antenna input terminals

Zc = characteristic impedance of the transmission line

Equation (17-24) shows a direct relationship between the antenna input impedance
(Zant) and the VSWR. In fact, if Zant is known, the VSWR can be computed using
(17-24). In practice, however, that is not the case. What is usually measured is the
VSWR, and it alone does not provide sufficient information to uniquely determine the
complex input impedance. To overcome this, the usual procedure is to measure the
VSWR, and to compute the magnitude of the reflection coefficient using (17-24). The
phase of the reflection coefficient can be determined by locating a voltage maximum or
a voltage minimum (from the antenna input terminals) in the transmission line. Since
in practice the minima can be measured more accurately than the maxima, they are
usually preferred. In addition, the first minimum is usually chosen unless the distance
from it to the input terminals is too small to measure accurately. The phase γ of the
reflection coefficient is then computed using [51]

γ = 2βxn ± (2n− 1)π = 4π

λg
xn ± (2n− 1)π, n = 1, 2, 3, . . . (17-25)

where

n = the voltage minimum from the input terminals (i.e., n = 1 is used to locate
the first voltage minimum)

xn = distance from the input terminals to the nth voltage minimum
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λg = wavelength measured inside the input transmission line (it is twice the
distance between two voltage minima or two voltage maxima)

Once the reflection coefficient is completely described by its magnitude and phase,
it can be used to determine the antenna impedance by

Zant = Zc

[
1+ ?

1− ?

]
= Zc

[
1+ |?|ejγ
1− |?|ejγ

]
(17-26)

Other methods, utilizing impedance bridges, slotted lines, and broadband
swept-frequency network analyzers, can be utilized to determine the antenna
impedance [51]–[53].

The input impedance is generally a function of frequency, geometry, method of
excitation, and proximity to its surrounding objects. Because of its strong dependence
on the environment, it should usually be measured in situ unless the antenna possesses
very narrow beam characteristics.

Mutual impedances, which take into account interaction effects, are usually best
described and measured by the cross-coupling coefficients Smn of the device’s
(antenna’s) scattering matrix. The coefficients of the scattering matrix can then be
related to the coefficients of the impedance matrix [54].

17.8 CURRENT MEASUREMENTS

The current distribution along an antenna is another very important antenna parame-
ter. A complete description of its amplitude and phase permit the calculation of the
radiation pattern.

There are a number of techniques that can be used to measure the current distri-
bution [55]–[58]. One of the simplest methods requires that a small sampling probe,
usually a small loop, be placed near the radiator. On the sampling probe, a current is
induced which is proportional to the current of the test antenna.

The indicating meter can be connected to the loop in many different ways [55]. If the
wavelength is very long, the meter can be consolidated into one unit with the measuring
loop. At smaller wavelengths, the meter can be connected to a crystal rectifier. In order
not to disturb the field distribution near the radiator, the rectifier is attached to the meter
using long leads. To reduce the interaction between the measuring instrumentation and
the test antenna and to minimize induced currents on the leads, the wires are wound on
a dielectric support rod to form a helical choke. Usually the diameter of each turn, and
spacing between them, is about λ/50. The dielectric rod can also be used as a support
for the loop. To prevent a dc short circuit on the crystal rectifier, a bypass capacitor is
placed along the circumference of the loop.

There are many other methods, some of them more elaborate and accurate, and the
interested reader can refer to the literature [55]–[58].

17.9 POLARIZATION MEASUREMENTS

The polarization of a wave was defined in Section 2.12 as the curve traced by the
instantaneous electric field, at a given frequency, in a plane perpendicular to the direc-
tion of wave travel. The far-field polarization of an antenna is usually measured at
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Figure 17.23 Polarization ellipse and sense of rotation for antenna coordinate system. (SOURCE:

IEEE Standard Test Procedures for Antennas, IEEE Std 149–1979, published by IEEE, Inc.,
1979, distributed by Wiley)

distances where the field radiated by the antenna forms, in a small region, a plane
wave that propagates in the outward radial direction.

In a similar manner, the polarization of the antenna is defined as the curve traced
by the instantaneous electric field radiated by the antenna in a plane perpendicular
to the radial direction, as shown in Figure 17.23(a). The locus is usually an ellipse.
In a spherical coordinate system, which is usually adopted in antennas, the polar-
ization ellipse is formed by the orthogonal electric field components of Eθ and Eφ .
The sense of rotation, also referred to as the sense of polarization, is defined by the
sense of rotation of the wave as it is observed along the direction of propagation [see
Figure 17.23(b)].
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The general polarization of an antenna is characterized by the axial ratio (AR), the
sense of rotation (CW or CCW, RH or LH), and the tilt angle τ . The tilt angle is used to
identify the spatial orientation of the ellipse, and it is usually measured clockwise from
the reference direction. This is demonstrated in Figure 17.23(a) where τ is measured
clockwise with respect to âθ , for a wave traveling in the outward radial direction.

Care must be exercised in the characterization of the polarization of a receiving
antenna. If the tilt angle of an incident wave that is polarization matched to the receiving
antenna is τm, it is related to the tilt angle τt of a wave transmitted by the same
antenna by

τt = 180◦ − τm (17-27)

if a single coordinate system and one direction of view are used to characterize the
polarization. If the receiving antenna has a polarization that is different from that of
the incident wave, the polarization loss factor (PLF) of Section 2.12.2 can be used to
account for the polarization mismatch losses.

The polarization of a wave and/or an antenna can best be displayed and visualized
on the surface of a Poincaré sphere [59]. Each polarization occupies a unique point on
the sphere, as shown in Figure 17.24. If one of the two points on the Poincaré sphere
is used to define the polarization of the incident wave and the other the polarization
of the receiving antenna, the angular separation can be used to determine the polar-
ization losses. The procedure requires that the complex polarization ratios of each are
determined, and they are used to compute the polarization efficiency in a number of
different ways. The details of this procedure are well documented, and they can be
found in [7], [8].

Practically it is very difficult to design radiators that maintain the same polarization
state in all parts of their pattern. A complete description requires a number of mea-
surements in all parts of the pattern. The number of measurements is determined by
the required degree of polarization description.

Figure 17.24 Polarization representation on the Poincaré sphere. (SOURCE: W. H. Kummer and
E. S. Gillespie, “Antenna Measurements—1978,” Proc. IEEE, Vol. 66, No. 4, pp. 483–507,
April 1978.  (1978) IEEE)
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There are a number of techniques that can be used to measure the polarization state
of a radiator [7], [8], and they can be classified into three main categories:

1. Those that yield partial polarization information. They do not yield a unique
point on the Poincaré sphere.

2. Those that yield complete polarization information but require a polarization
standard for comparison. They are referred to as comparison methods.

3. Those that yield complete polarization information and require no a priori polar-
ization knowledge or no polarization standard. They are designated as abso-
lute methods.

The method selected depends on such factors as the type of antenna, the required
accuracy, and the time and funds available. A complete description requires not only
the polarization ellipse (axial ratio and tilt angle), but also its sense of rotation (CW
or CCW, RH or LH).

In this text, a method will be discussed which can be used to determine the polar-
ization ellipse (axial ratio and tilt angle) of an antenna but not its sense of rotation.
This technique is referred to as the polarization-pattern method. The sense of polariza-
tion or rotation can be found by performing auxiliary measurements or by using other
methods [7].

To perform the measurements, the antenna under test can be used either in the
transmitting or in the receiving mode. Usually the transmitting mode is adopted. The
method requires that a linearly polarized antenna, usually a dipole, be used to probe
the polarization in the plane that contains the direction of the desired polarization. The
arrangement is shown in Figure 17.25(a). The dipole is rotated in the plane of the
polarization, which is taken to be normal to the direction of the incident field, and the
output voltage of the probe is recorded.

If the test antenna is linearly polarized, the output voltage response will be pro-
portional to sinψ (which is the far-zone field pattern of an infinitesimal dipole). The
pattern forms a figure-eight, as shown in Figure 17.25(b), where ψ is the rotation
angle of the probe relative to a reference direction. For an elliptically polarized test
antenna, the nulls of the figure-eight are filled and a dumbbell polarization curve (usu-
ally referred to as a polarization pattern) is generated, as shown in Figure 17.25(b).
The dashed curve represents the polarization ellipse.

The polarization ellipse is tangent to the polarization pattern, and it can be used to
determine the axial ratio and the tilt angle of the test antenna. The polarization pattern
will be a circle, as shown in Figure 17.25(b), if the test antenna is circularly polarized.
Ideally, this process must be repeated at every point of the antenna pattern. Usually it
is performed at a number of points that describe sufficiently well the polarization of
the antenna at the major and the minor lobes.

In some cases the polarization needs to be known over an entire plane. The
axial ratio part of the polarization state can be measured using the arrangement of
Figure 17.25(a) where the test probe antenna is used usually as a source while the
polarization pattern of the test antenna is being recorded while the test antenna is
rotated over the desired plane. This arrangement does not yield the tilt angle or sense
of rotation of the polarization state. In order to obtain the desired polarization pattern,
the rate of rotation of the linear probe antenna (usually a dipole) is much greater than
the rotation rate of the positioner over which the test antenna is mounted and rotated
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Figure 17.25 Polarization measuring system and typical patterns.

to allow, ideally, the probe antenna to measure the polarization response of the test
antenna at that direction before moving to another angle. When this is performed over
an entire plane, a typical pattern recorded in decibels is shown in Figure 17.26 [60],
and it is referred as the axial ratio pattern. It is apparent that the axial ratio pattern
can be inscribed by inner and outer envelopes. At any given angle, the ratio of the
outer and inner envelope responses represent the axial ratio. If the pattern is recorded
in decibels, the axial ratio is the difference between the outer and inner envelopes (in
dB); zero dB difference represents circular polarization (axial ratio of unity). Therefore
the polarization pattern of Figure 17.26 indicates that the test antenna it represents is
nearly circularly polarized (within 1 dB; axial ratio less than 1.122) at and near θ = 0◦

and deviates from that almost monotonically at greater angles (typically by about 7 dB
maximum; maximum axial ratio of about 2.24).

The sense of rotation can be determined by performing auxiliary measurements. One
method requires that the responses of two circularly polarized antennas, one responsive
to CW and the other to CCW rotation, be compared [55]. The rotation sense of the
test antenna corresponds to the sense of polarization of the antenna which produced
the more intense response.

Another method would be to use a dual-polarized probe antenna, such as a dual-
polarized horn, and to record simultaneously the amplitude polarization pattern and
the relative phase between the two orthogonal polarizations. This is referred to as
the phase-amplitude method, and it can be accomplished using the instrumentation of
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Figure 17.26 Pattern of a circularly polarized test antenna taken with a rotating, linearly
polarized, source antenna. (SOURCE: E. S. Gillespie, “Measurement of Antenna Radiation Char-
acteristics on Far-Field Ranges,” in Antenna Handbook (Y. T. Lo & S. W. Lee, eds.), 1988, 
Van Nostrand Reinhold Co., Inc)

Phase
amplitude
receiver

Figure 17.27 System configuration for measurements of polarization amplitude and phase.
(SOURCE: W. H. Kummer and E. S. Gillespie, “Antenna Measurements—1978,” Proc. IEEE, Vol.
66, No. 4, pp. 483–507, April 1978.  (1978) IEEE)

Figure 17.27. Double-conversion phase-locked receivers can be used to perform the
amplitude and phase comparison measurements.

Another absolute polarization method, which can be used to completely describe
the polarization of a test antenna, is referred to as the three-antenna method [7], [8].
As its name implies, it requires three antennas, two of which must not be circularly
polarized. There are a number of transfer methods [7], [8], but they require calibration
standards for complete description of the polarization state.
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17.10 SCALE MODEL MEASUREMENTS

In many applications (such as with antennas on ships, aircraft, large spacecraft, etc.),
the antenna and its supporting structure are so immense in weight and/or size that they
cannot be moved or accommodated by the facilities of a measuring antenna range. In
addition, a movement of the structure to an antenna range can eliminate or introduce
environmental effects. To satisfy these system requirements, in situ measurements are
usually executed.

A technique that can be used to perform antenna measurements associated with
large structures is geometrical scale modeling. Geometrical modeling is employed to

1. physically accommodate, within small ranges or enclosures, measurements that
can be related to large structures;

2. provide experimental control over the measurements;
3. minimize costs associated with large structures and corresponding experimental

parametric studies.

Geometrical scale modeling by a factor of n (n smaller or greater than unity) requires
the scaling indicated in Table 17.1. The primed parameters represent the scaled model
while the unprimed represent the full scale model. For a geometrical scale model,
all the linear dimensions of the antenna and its associated structure are divided by n

whereas the operating frequency and the conductivity of the antenna material and its
structure are multiplied by n. In practice, the scaling factor n is usually chosen greater
than unity.

Ideal scale modeling for antenna measurements requires exact replicas, both physi-
cally and electrically, of the full scale structures. In practice, however, this is closely
approximated. The most difficult scaling is that of the conductivity. If the full scale
model possesses excellent conductors, even better conductors will be required in the
scaled models. At microwave and millimeter wave frequencies this can be accom-
plished by utilizing clean polished surfaces, free of films and other residues.

Geometrical scaling is often used for pattern measurements. However, it can also
be employed to measure gain, directivity, radiation efficiency, input and mutual
impedances, and so forth. For gain measurements, the inability to properly scale the
conductivity can be overcome by measuring the directivity and the antenna efficiency

TABLE 17.1 Geometrical Scale Model

Scaled Parameters Unchanged Parameters

Length: l′ = l/n Permittivity: ε′ = ε

Time: t ′ = t/n Permeability: µ′ = µ

Wavelength: λ′ = λ/n Velocity: υ ′ = υ

Capacitance C ′ = C/n Impedance: Z′ = Z

Inductance: L′ = L/n Antenna gain: G0
′ = G0

Echo area: Ae
′ = Ae/n

2

Frequency: f ′ = nf

Conductivity: σ ′ = nσ
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and multiplying the two to determine the gain. Scalings that permit additional parameter
changes are available [61]. The changes must satisfy the theorem of similitude.
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APPENDIXI

f(x) = sin(x)
x

x sin(x)/x x sin(x)/x x sin(x)/x

0.0 1.00000 2.8 0.11964 5.6 −0.11273
0.1 0.99833 2.9 0.08250 5.7 −0.09661
0.2 0.99335 3.0 0.04704 5.8 −0.08010
0.3 0.98507 3.1 0.01341 5.9 −0.06337
0.4 0.97355 3.2 −0.01824 6.0 −0.04657
0.5 0.95885 3.3 −0.04780 6.1 −0.02986
0.6 0.94107 3.4 −0.07516 6.2 −0.01340
0.7 0.92031 3.5 −0.10022 6.3 0.00267
0.8 0.89670 3.6 −0.12292 6.4 0.01821
0.9 0.87036 3.7 −0.14320 6.5 0.03309
1.0 0.84147 3.8 −0.16101 6.6 0.04720
1.1 0.81019 3.9 −0.17635 6.7 0.06042
1.2 0.77670 4.0 −0.18920 6.8 0.07266
1.3 0.74120 4.1 −0.19958 6.9 0.08383
1.4 0.70389 4.2 −0.20752 7.0 0.09385
1.5 0.66500 4.3 −0.21306 7.1 0.10267
1.6 0.62473 4.4 −0.21627 7.2 0.11023
1.7 0.58333 4.5 −0.21723 7.3 0.11650
1.8 0.54103 4.6 −0.21602 7.4 0.12145
1.9 0.49805 4.7 −0.21275 7.5 0.12507
2.0 0.45465 4.8 −0.20753 7.6 0.12736
2.1 0.41105 4.9 −0.20050 7.7 0.12833
2.2 0.36750 5.0 −0.19179 7.8 0.12802
2.3 0.32422 5.1 −0.18153 7.9 0.12645
2.4 0.28144 5.2 −0.16990 8.0 0.12367
2.5 0.23939 5.3 −0.15703 8.1 0.11974
2.6 0.19827 5.4 −0.14310 8.2 0.11472
2.7 0.15829 5.5 −0.12828 8.3 0.10870

(continued overleaf )
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x sin(x)/x x sin(x)/x x sin(x)/x

8.4 0.10174 10.7 −0.08941 13.0 0.03232
8.5 0.09394 10.8 −0.09083 13.1 0.03883
8.6 0.08540 10.9 −0.09132 13.2 0.04485
8.7 0.07620 11.0 −0.09091 13.3 0.05034
8.8 0.06647 11.1 −0.08960 13.4 0.05525
8.9 0.05629 11.2 −0.08743 13.5 0.05954
9.0 0.04579 11.3 −0.08443 13.6 0.06317
9.1 0.03507 11.4 −0.08064 13.7 0.06613
9.2 0.02423 11.5 −0.07613 13.8 0.06838
9.3 0.01338 11.6 −0.07093 13.9 0.06993
9.4 0.00264 11.7 −0.06513 14.0 0.07076
9.5 −0.00791 11.8 −0.05877 14.1 0.07087
9.6 −0.01816 11.9 −0.05194 14.2 0.07028
9.7 −0.02802 12.0 −0.04471 14.3 0.06901
9.8 −0.03740 12.1 −0.03716 14.4 0.06706
9.9 −0.04622 12.2 −0.02936 14.5 0.06448

10.0 −0.05440 12.3 −0.02140 14.6 0.06129
10.1 −0.06189 12.4 −0.01336 14.7 0.05753
10.2 −0.06861 12.5 −0.00531 14.8 0.05326
10.3 −0.07453 12.6 0.00267 14.9 0.04852
10.4 −0.07960 12.7 0.01049 15.0 0.04335
10.5 −0.08378 12.8 0.01809
10.6 −0.08705 12.9 0.02539

Figure I.1 Plot of sin(x)/x function.
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Computer animation-visualization, of radiation

problems 15

Computer codes, for wire-type linear antennas 214

Conductance

     circular patch antenna 849

     between microstrip patches 858

     rectangular microstrip antennas 820

Conduction-dielectric efficiency 85

Conductivity values 193 204

Conductors

     geometrical shapes of 514t

     impedance transfomation of 519

Cones

     finite 504

     infinite 503

Congruence, frequency independent antennas 613

Conical corrugated horn 787 788f

Conical horn 783

Conical skirt monopole 522

Conical spiral antenna 619

Conical spiral metal strip antenna 620f

Conjugate matching 2 82 89

Connectivity, MANET versus cellular network 977

Constant-current circular loop 246

Continuous aperture sources 419

Continuous distributions 386

Continuous line-source distributions 386

User
Highlight

User
Highlight
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Continuous sources 386

     discretization of 387

Control horn 789 792

Conventional DOA estimation methods 964

Copolarization(copol) 72 774

Cordless telephone 1097

Corner reflector 90° 887

     performance of 889

Corporate-feed network 865 866

Corrugated horns 785 896 926

     square pyramidal 789

Cosine amplitude distribution 417

Cosine integrals 1053

Cosine-squared amplitude distribution 417

Counterclockwise (CCW) rotation 72

Coupling 146

      See also Mutual coupling

     in an infinite regular array 482

     microstrip antennas 856

     in the receiving mode 481

     in the transmitting mode 479

Coupling-matching networks 523

Cross field 158

Cross polarization(cross-pol) 72 774 1035

     microstrip array 866

     parabolic reflector 904

“Cubical quad” antenna 599

Cubic distribution 419

Current density (J, M) 654 658 659 660 663 698

Current distribution

     dipole 170

     on finite diameter wires 442
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Current distribution (Cont.)

     linear dipole 459

     log-periodic antenna structure 626 627f

     parabolic reflector 909

     on a thin wire antenna 17

     uniform 86

Current distribution method 896 900 907

Current maximum 179 464 465

Current measurements 1038

Current sources, vector potential for 135

Curtain antenna 580

Cyclic MUSIC algorithm 964

Cylindrical coordinates 1084

Cylindrical dipole antennas 508

     bandwidth 508

     dielectric coating 513

     equivalent radii 513

     input impedance 509

     radiation patterns 511

     resonance and ground plane simulation 510

Cylindrical dipole resonances 510t

Cylindrical stub resonances 510t

Cylindrical surface near-field measurements 1016

Cylindrical-to-rectangular transformations 1079

Cylindrical-to-spherical transformations 1082

D

Data transferring (DATA) 981

Defocusing effect 922

Delay spread 957

Delta-gap voltage excitation 459

Delta-gap voltage source modeling 442 447
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Demagnetization factor 267 268f

     antenna arrays 362

     aperture antennas 692

     aperture-matched horns 794

     circular microstrip antennas 846

     corrugated horns 790

     microstrip antennas 812

     multimode horns 795 797

     pyramidal horns 780

     rectangular microstrip antennas 819

Design equations, log-periodic dipole array 631 634

Destination node (DEST) 980 981

Deterministic fractals 642

Diagonal horns 795

Dielectric coating, cylindrical dipole antennas 513

Dielectric-covered apertures 712

Dielectric-loaded horns 797

Dielguides 797

Diffracted fields, parabolic reflector 909

Diffraction, aperture-matched horns 793

     See also

Geometrical Theory of Diffraction(GTD)

method

Diffraction coefficients 722 724

Diffraction mechanisms 722f

Diffraction techniques 773

Digital signal processors (DSPs) 950 962 987

Diode phase shifter 301

Dipole antenna. See also

Dipoles

     cylindrical 508

     folded 515
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Dipole array, log-periodic antennas 623

Dipole configurations 498f

Dipole fields, parabolic reflector 907

Dipole length 515

Dipole program 214 218

Dipole radiation mechanism 14

Dipoles. See also  Broadband dipoles;

Half-wavelength dipole; Linear dipole

     arrays of 284

     driving-point impedance of 474

     electric field radiated by 463

     finite length 170

     horizontal electric 197

     infinitesimal 151

     magnetic field radiated by 463

     microstrip 813

     near-field of 462

     parameters and formulas for 215t

     small 162

     vertical electric 186

Dipole segmentation 445f

Dirac delta weighting functions 458

Directional antenna 33

Directional patterns 50

Direction-of-arrival (DOA) algorithms 945 947 952 953 962 993

     See also DOA

entries

Directivity 44 160 178

     aperture antenna 662

     approximate values of 55t 57

     binomial array 329

     broadside array 314 317 319t
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Directivity (Cont.)

     circular aperture 687 688t

     circular loop 262

     circular patch antenna 851 852f

     conical horn 784 785

     constant-current circular loop 254 259f

     Dolph-Tschebyscheff array 342 345 346

     end-fire array 315 319t

    E-plane sectoral horn 751

    H-plane sectoral horn 763

     Hansen-Woodyard end-fire array 307 317

     horizontal electric dipole 203 204

     log-periodic dipole arrays 629t 631f

     loop antenna 258

     measurements of 1034

     microstrip antennas 840

    N-element linear array 313

     nonuniform-current circular loop 255

     parabolic reflector 911

     planar array 360

     pyramidal horn 776

     rectangular apertures 672t 674 677 680

     small loop 243

     V antennas 562

     vertical electric dipole 191 192f

Directivity optimization, Yagi-Uda array 590t 591t 592

Directivity patterns, two- and three-dimensional 49f

Directivity program 64 108 317 329 574 663

675 840 842

     subroutine of 64

Directivity values 55t 56f

Discone antenna 521
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Discontinuities 551

Discrete-element array 387

Distribution. See Current distribution

Divergence factor 209

     plots of 212

Diversity combining, with smart antennas 991

DOA estimation techniques 963

     conventional methods for 964

     integrated 965

     Maximum Likelihood (ML) techniques 965

     subspace methods 964

DOA program 965 994

Dolph-Tschebyscheff arrays 325 326 331 960

     See also  Tschebyscheff entries

     design of 333 335 342 406

Dominant mode 830 831

Double-stub configuration 523

Driving impedance 480 482

     variation in 479

Driving-point impedance 433 468 469 474 1036

Duality theorem 144

Dual-mode conical horn 796

Dual parabolic-cylinder compact range 1012

Dual-reflector antenna 896

Dual shaped-reflector CATR 1012

E

Earth, permittivity and conductivity of 206

Earth curvature 208

Earth curvature effects, for circular loops 261

Echo area 96

Edge effects, ground plane 721



Index Terms Links

This page has been reformatted by Knovel to provide easier navigation.

Edge of coverage (EOC) designs 693 694 696t

Effective antenna temperature 108

Effective area (aperture) 89

     maximum 91 92

Effective dielectric constant 816

Effective length 87

     for infinitesimal dipole 160

     microstrip antenna 817

Effective width, microstrip antenna 817

Efficiency. See also  Aperture efficiency; Beam

efficiency; Radiation efficiency

     conduction-dielectric 85

     microstrip antennas 854

E-fields 154 156 158 159 171 654

658 659 660 698

      See also  Electric fields

     biconical antenna 501

Electrically large loop antennas 231 232

Electrically small antennas, limits of 637

Electrically small loop antennas 231

Electric current sources

     dual equations for 144t

     electric and magnetic fields for 138

     vector potential for 135

Electric dipole fields, parabolic reflector 907

Electric Field Integral Equation (EFIE) 23 442 471

Electric fields. See also  E-fields

     biconical antenna 501f 502

     circular patch antenna 844

     for electric and magnetic current sources 138

Electric-magnetic dipole 576

Electric potential 435
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Electric vector potential 133

ElectroMagnetic Anechoic Chamber (EMAC) 1013

Electromagnetic boundary-value problems 186

Electromagnetic horn antenna configurations 739 740f

Electromagnetics 611

Electrostatic charge distribution 435

     bent wire 440

     finite straight wire 435

Element factor 171 666

Elevated ranges 1004

Elevation plane 200 202f 207

Elliptical polarization 72 73 75 576

Embedded/hidden antenna element 195 197f

End-fire arrays 297

      See also  Axial (end-fire)

mode; Hansen-Woodyard end-fire arrays

     directivity of 315 319t

     three-dimensional amplitude patterns for 301f

End-fire beam formation, Yagi-Uda antenna 579

End-fire radiation 299 311 572 574

Ensemble® software 982 983

Entire-domain functions 452 455

E-plane 33 667 669f

     GTD formulation along 725

     microstrip antenna 836

E-plane amplitude patterns, rectangular patch 984

E-plane arrangement 856 858

E-plane electric field, H-plane sectoral horn 759

E-plane monostatic RCS 104

E-plane patterns 749f

     corrugated horn 790

     for Yagi-Uda antenna 587
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E-plane sectoral horn 739

     aperture fields 740

     directivity 751

     radiated fields 743

     three-dimensional field pattern of 747f

Equation numbers 109t

Equiangular metallic solid surface, creating 616

Equiangular spiral antennas 614

     conical spiral 619

     planar spiral 614

Equirotational stack ESPRIT (ES-ESPRIT) 965

Equivalence principle 654 833

      See also Field

Equivalence Principle

Equivalence principle models 657f 659

Equivalent admittance 821

Equivalent circuits 518f

     receiving mode 245

     small loop 243

     T-match 532

     transmitting mode 244

Equivalent circuit gamma match 533

Equivalent current densities 757

     cavity model 832

     circular patch antenna 847

Equivalent formation 665

Equivalent impedance 433

Equivalent magnetic current density 833 839

Equivalent magnetic ring current 447

Equivalent parabola technique 930 932

Equivalent radii 517

     cylindrical dipole antennas 513
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Equivalents

     circular aperture 686 688t

     pyramidal horn 769

     rectangular apertures 672t 677

Equivalent sources 653 654 658 659

ESPRIT 964

Estimation of Signal Parameters via Rotational

Invariance Technique (ESPRIT) algorithm 964

Exact values of directivity 55t 57 58 63

Excitation coefficients 327

     binomial arrays 328

     circular arrays 366

Excitation distribution, discrete source antenna

system 393

Expansion functions 437 441 451

Extrapolation method 1031

F

Fade zones 956

Fading 956

“Fading channels,” 991

Far-field approximations 166f 167

Far-field pattern, Yagi-Uda array 584

Far-field phase patternmeasuring system 1028f

Far-field polarization, measuring 1038

Far-field radiation 142

Far-field radiation characteristics, procedure to

determine 162t

Far-field (Fraunhofer) region 35 157 159 164 165 167

     small loop 242

Far-zone field 88

      See also  Far-field entries
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Far-zone (far-field) region, for a radiator 144

Fast fading 956

Fast Fourier Transform (FFT) algorithm 1016

Fast Subspace Decomposition(FSD) technique 964

f/d ratio 1011

Feed arrangement, log-periodic dipole array 625

Feed design

     helical antenna 575

     parabolic reflector 916 918 925

Feed element

     corner reflector 885

     parabolic reflector 906

Feed gap, finite 181

Feeding methods, microstrip antennas 813

Feed networks, microstrip antenna 865

Feed pattern, CATR reflector 1008

Feed reactance 855

Feed-to-vertex spacing, corner reflector 886

Ferrite core transformers 541

Ferrite-loaded receiving loop 267

Ferrite loop 266

Field configurations (modes), cavity model 828

Field Equivalence Principle 653 832

     See also  Equivalence principle

Field intensity, parabolic reflector 904

Field patterns 27 28 149

Field regions 34

Fields. See also  Aperture fields; Far-field entries;

Near-field entries; Radiated fields

     rectangular aperture 672t
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Field strength

     corner reflector 889 891f 892

     parabolic reflector 920

“Figure of merit,” 47 48

Filamentary line-source current 445 446

Finite conductor thickness, methods to account for 497

Finite cones 504

Finite diameter wires, current distribution on 442 497

Finite-Difference Time-Domain (FDTD) analysis 773

Finite dipole geometry 165

Finite feed gap 181

Finite length dipole 170

Finite straight wire, charge distribution of 435

First-Null Beamwidth (FNBW) 42 43 670 675 678

Flaring 747

Focal point 800 893

Folded dipole antenna 515

      See also  T-match

Folded dipole technique, Yagi-Uda antenna 594

Folded program 521 542

“Forced surface wave,” 491

Formulas 109t 215t

     loop antenna 271t

FORTRAN programs 180 255 345 472 491 586

636 663 780 781 843 926

      See also

Multimedia resources

Four-element arrays 348

Fourier series 255

Fourier transforms 393

     aperture admittance 713

     in aperture antenna theory 701
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Fourier transforms (Cont.)

     in asymptotic evaluation of radiated fields 707

     dielectric-covered apertures 712

     radiated fields and 703

     spectral domain 702

Fractal antennas 641

     space-filling properties 644

Fractal dipole geometries 646

Fractal electrodynamics 642

Fractal geometries 642

Fractal loop 645

Fractional bandwidth, microstrip antennas 853

Fraunhofer region 35

      See also  Far-field entries

Free-space ranges 1003

     gain measurements and 1029

Frequency bandwidth, Yagi-Uda array 592

Frequency Division Multiple Access (FDMA) 978

Frequency domain techniques 711

Frequency independent antennas 21 70 611

     equiangular spiral antennas 614

     fractal antennas 641

     limits of electrically small antennas 637

     log-periodic antennas 619

     theory of 612

     types of 611

Frequency Modulation (FM) radio 1096

Frequency reuse 948

Frequency spectrums 1095

Fresnel integrals 743 744 758 1057

Fresnel region 34 169

      See also Near-field entries
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Friis Transmission Equation 94

Fringe factor 819

Fringing effects 816 831

Front-fed parabolic reflector 896

Full-wave analysis method 816

Full-wave moment method 742

G

Gain 65

     See also  Super gain

     horn antenna 779

     log-periodic dipole array 630f

     measurements 1028

     pyramidal horn 781

     reflector antenna 921

Gain-transfer (gain-comparison) measurements 1029 1033

Galerkin’s method 456 458

Gamma match 533

     design procedure 535

     Yagi-Uda antenna 593

Gamma program 538 542

Gegenbauer’s finite integral 411

General shape equation 612

Geometrical balancing 618

Geometrical Optics (GO) 23 721 928 1007

Geometrical scale modeling 1044

Geometrical Theory of Diffraction (GTD) method 22 653 721 1007

Gibbs’ phenomena 399

Goubau antenna 641

Grating lobes 296 297 351 486 986

     formation of 354

Grazing angles 211 212
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Gregorianreflector forms 932

Grooved pyramidal horn 787

Ground curvature effects, for circular loops 261

Ground effects 205

Ground plane

     edge effects in 721

     helical antenna and 566 567f

     simulation of 511

Ground-reflection range method 1032

H

Half-Power Beamwidth (HPBW) 29 42 43 51 55 295

     array length and 363

     binomial array 329

     Dolph-Tschebyscheff array 340 345

E-plane sectoral horn 752 753f

H-plane sectoral horn 765

     planar arrays 357 358 360f

     pyramidal horn 779

     rectangular apertures 671 675 678

     scanning array 304

     Taylor design 408

     Taylor Tschebyscheff-Error 363

     triangular, cosine, and cosine-squared

distributions 418t

     uniform linear array 319

Half-wavelength dipole 182 322

Hallen’s Integral Equation 459 498 434 442 446

Handoffs 949

Hankel functions 740
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Hansen-Woodyard end-fire arrays 304

     directivity of 317

     nulls, maxima, half-power points, and minor

lobe maxima for 312t

Hansen-Woodyard end-fire radiation 573 574

Height gain 213

Helical antenna 258 566

      See also

Helix antenna

     axial (end-fire) mode for 573

     design procedure 571

     feed design 575

     modes of 568

Helix antenna 195

     See also  Helical antenna

Helix program 576 600

Helmholtz equation 136

Hemispherical antenna 498f

Hertz potentials 133 135

H-fields 154 156 158 159 171 654

658 659 660 698

      See also  Magnetic fields

     biconical antenna 501

High-frequency asymptotic techniques 721

Horizontal electric dipole 197

     ground effects 206

Horn antennas 739

     aperture-matched 792

     conical horn 783

     corrugated horn 785

     dielectric-loaded 797

E-plane sectoral horn 739
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H-plane sectoral horn 755

     multimedia resources 802

     multimode horns 794

     phase center and 799

     pyramidal horn 769

Horn-design equation 781

Horns. See also  Horn antennas directivity formulas

and equation numbers for 786t

     phase center of 800

H-plane 33 667 669f

E-plane sectoral horn and 746 747 748f

     microstrip antenna 836

H-plane amplitude patterns, rectangular patch 984

H-plane arrangement 856 858

H-plane electric field, H-plane sectoral horn 759 761

H-plane patterns

     corrugated horn 790

     for Yagi-Uda antenna 587

H-plane sectoral horn 755

     aperture fields 756

     directivity 763

     normalized directivity of 767f 768

     radiated fields 757

     three-dimensional field pattern of 760f

H-plane universal patterns 764f

Huygens’ principle 653 832

Huygens’ source 907

Hyperbolic identities 1076

I

“Ideal” current distribution 181

Identities 1075
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IEEE 578

IEEE Standard Definitions of Terms for Antennas 1 44

IEEE Standard Test Procedures for Antennas 1002

Image theory 184

Imaginary (reactive) power 155

Impedance. See also  Input impedance

     of a complement 698 699

     factors related to 433

     loop antenna 258

     V antenna 563 564f

Impedance bandwidth 70

Impedance calculation methods 433

Impedance characteristics, polygonal loop

antennas 266

Impedance measurements 1036

Impedance program 491

Impedance step-up 519

Incident electric field 443 446

Incident parallel rays, focusing 893

Incremental switched-line PIN-diode phase shifter 301

Index of smoothness 925

Indoor antenna ranges 1003 1025

Induced current density, parabolic reflector 899

Induced emf method 461 471

Induced power 85

Induced voltage, along linear dipole 449

Inductive reactance, small loop 245

Infinite cones 503

Infinite ground plane

       TE10-mode distribution on 679

       TE11-mode distribution on 690

     uniform distribution on 665 685
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Infinite perfect conductors, linear elements near or

on 184

Infinite plane surface 899

Infinite regular array, coupling in 482

Infinitesimal dipole 151 171

     far-zone spherical electric and magnetic fields

of 200

     geometrical arrangement of 152f

     power patterns for 173

     radiation resistance of 156

     three-dimensional radiation pattern of 161f

     vector effective length for 160

Infinitesimal horizontal dipole, amplitude pattern

of 202f

Infinitesimal magnetic dipole, small loop and 237

Inhomogeneous vector potential wave equation 139

Initiator geometry 642

In-phase current distribution 249

Input impedance 80 193 458

      See also

Impedance

     biconical antenna 503

     circular-loop antenna 257f 263f

     cylindrical dipole antenna 509

     electrically small antenna 639

     folded dipole antenna 516

     gamma match 535

     helical antenna 571 575

     horizontal electric dipole 204

     linear dipole 459 464

     log-periodic antenna 626

     long wire antenna 557
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Input impedance (Cont.)

     microstrip antenna 825 855

     mobile hand-held unit 270f

     spiral slot antenna 618

     Yagi-Uda antenna 580

     Yagi-Uda array 592

Input reactance 465

Input reflection coefficient, variations of 91

Input resistance 179 465 466

     formulas for approximate 193

     log-periodic dipole arrays 629t

     wire radius and 467

Instantaneous electric-field intensity 38

Instantaneous magnetic-field intensity 38

Institute of Radio Engineers (IRE) 578

Instrumentation, measuring 1023

Integral computer subroutines 438

Integral Equation (IE) method 22 434

Integral Equation Method of Moments 59 580

     See also  Method of

Moments (MoM) code; Moment Method

(MM)

     techniques using 469 470

Integral equations 181 441

Integrated DOA estimation technique 965

Intensity. See  Radiation intensity

Intermediate band 499

Intermediate-field region 157 158

Intermediate loop approximation 252

Intersymbol interference (ISI) 957

Inverse transformation 702

Invisible region 389 717 718f



Index Terms Links

This page has been reformatted by Knovel to provide easier navigation.

Isotropic radiator 32 40

Iterative Least Squares Projection Based Constant

Modulus Algorithm (ILSP-CMA) 965

J

Java-based applets 108 217 269 369 423

Java-based interactive questionnaire 491

     See also

Multimedia resources

Journal of I.E.E. of Japan 578

Junction capacitance 825

K

Koch dipole 646

Koch fractal loop 642 645

Kraus’ formula 54

L

Land mobile systems 1096

Large loop approximation 252

Law of reflection 186

Leaky-wave antenna 491 551

Least Mean Square (LMS) algorithm 972 966

Left-hand polarization 72

Lens antennas 7 8

Linear antennas 549

Linear arrays 392 959

     array factor of 396

     rectangular patch 984

     Woodward-Lawson method with 404
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Linear dipole

     current distribution along 459

     induced voltage along 449

     input impedance of 459 464

Linear distribution 419

Linear elements

     mutual impedance between 468

     near or on infinite perfect conductors 184

     Yagi-Uda array of 577

Linearly polarized standard gain antenna 1034

Linear polarization 72 73 74

Linear program 973

Linear wire antennas 151

     computer codes 214

     current distributions along 176f

     finite length dipole 170

     ground effects 205

     half-wavelength dipole 182

     infinitesimal dipole 151

     linear elements near/on infinite perfect

conductors 184

     multimedia resources 217

     region separation 165

     small dipole 162

Line-source distributions 393

     continuous 386

     Woodward-Lawson method with 400

Line-source phase distributions 418

Linville method 476

Loaded-line phase shifter 304
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Log-periodic antennas 284 619

     dipole array 623 629

     planar and wire surfaces 619

     21-element 635f

Log-Periodic Dipole Array (log perd) program 636 648

Log-periodic dipole arrays

     design of 629

     experimental models of 628

     feed arrangement of 625

Logarithmic identities 1077

Longitudinal section electric (LSE) mode 799

Long wire antenna 551

     input impedance 557

     polarization 558

Long wires, resonant 559

Loop antennas 231

     circular loop of constant current 246

     circular loop with nonuniform current 255

     ferrite loop 266

     ground and earth curvature effects for circular

loops 261

     mobile communication systems applications 268

     multimedia resources 269

     parameters and formulas associated with 271t

     polygonal 263

     small circular loop 232

Loop Yagi-Uda array 597

Lorentz condition 136

Lorentz Reciprocity Theorem 145 1015

Loss area 90

Loss figure 785

Lossless isotropic source 66
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Loss resistance 639

     small loop 239

Love’s equivalence principle 655

Low-frequency asymptotic method 721

See also Moment Method (MM)

Low-noise applications 410

Low-profile antennas 811

     See also  Microstrip

antennas

M

Magnetic current density 447 448

Magnetic current sources

     dual equations for 144t

     electric and magnetic fields for 138

     vector potential for 137

Magnetic dipole fields, parabolic reflector 907

Magnetic Field Integral Equation (MFIE) 23 442 471

Magnetic fields. See also  H-fields

     biconical antenna 501f 502

     circular patch antenna 844

     for electric and magnetic current sources 138

Magnetic-frill generator 447

Magnetic-frill model 459

Magnetic vector potential 133 844

Major lobes 31 52 351

     rectangular array 352

MANET 977

Matching techniques 523

     baluns and transformers 538

     gamma match 533

     omega match 538
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Matching techniques (Cont.)

     quarter-wavelength transformer 523

     stub-matching 523

     T-match 531

     Yagi-Uda array 592

Materials method 99

MATLAB programs 180 254 345 472 491 531

533 538 560 576 586 636

663 683 691 726 780 781

802 843 926 973

See also Multimedia resources

Maxima, long wire antenna 556

Maximum absolute gain 67 68

Maximum coupling 478

Maximum directivity 45 46 48 50 52 61

92

      See also Directivity

     arithmetic mean of 54

     half-wavelength dipole 183

Maximum effective aperture 93

     small loop 243

Maximum effective area 91 92

Maximum forward gain, Yagi-Uda array 599

Maximum Likelihood (ML) techniques 965

Maximum phase deviation, conical horn 785

Maximum phase error 167 168 169

Maximum power transfer 1036

Maximum radiation

    E-plane sectoral horn 751

     Hansen-Woodyard end-fire array 307

     phased (scanning) array and 301

Maxwell’s curl equation 135 136 137 139
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Maxwell’s equations 20

Medium Access Control (MAC) protocol 978 980

Metal strip log-periodic configuration 620f

Metamaterials 23

Method of Moments (MoM) code 214

See also

Integral Equation Method of Moments;

Moment Method (MM)

Method of stationary phase 1089

Microcells 948

Microstrip antennas 4 6 811

     arrays and feed networks 865

     characteristics of 812

     circular patch 843

     circular polarization 859

     coupling 856

     design of 812

     disadvantages of 811

     feeding methods 813

     input impedance 855

     methods of analysis 815

     multimedia resources 872

     parameters and formulas associated with 869t

     quality factor, bandwidth, and efficiency 852

     rectangular patch 816

Microstrip designs 528

Microstrip patch 812

     design of 982

Microstrip program 843 852 872

Miniaturization. See  Electrically small antennas;

Small entries

Minimum Mean Square Error (MMSE) criterion 971
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Mini Numerical Electromagnetics Code

(MININEC) 214 470 471

Minkowski island fractal 642

Minor lobes 31 52

     Dolph-Tschebyscheff array 340

     Taylor (One-Parameter) design 406 410

mnp mode 830

Mobile Ad hoc NETworks (MANETs) 977

     employment of smart-antenna systems 978

     protocol used for 980

Mobile communication systems

     antennas for 195

     loop antennas for 268

Modal expansion principle 1015

     for planar systems 1018

Moment Method (MM) 23 181 434 441 450 508

511 721 774 1007.

See also  Integral Equation Method of

Moments; Method of Moments (MoM) code

     full-wave 742

Moment Method/NEC data 474

Moment Method program 459

Monopole configurations 499f

     examples of 195 197f

Monostatic RCS 98

MSE cost function 971 973

Multifunction, reconfigurable antennas 24

Multihop connectivity 977

Multimedia resources 108

     antenna synthesis 423

     aperture antennas 726

     arrays 369
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Multimedia resources (Cont.)

     broadband dipoles 541

     frequency independent antennas 648

     horn antennas 802

     linear wire antenna 217

     loop antennas 269

     microstrip antennas 872

     reflector antennas 936

     smart antennas 994

     traveling wave and broadband antennas 600

Multimode horns 794

Multipath condition 954

Multipath signals 208

Multiple access techniques 978

Multiple section quarter-wavelength transformer 524

MUltiple SIgnal Classification (MUSIC) algorithm 964

Multiturnloops 239

MUSIC 964

Mutual conductance 823 858

Mutual coupling 857 969

     in arrays 478

     in an infinite regular array 482

     in the receiving mode 481

     in the transmitting mode 479

Mutual impedance 470 482 1036 1038

     between linear elements 468

N

Narrowband 499

National computer codes 470

Natural resistance 511

Near-field/far-field (NF/FF) techniques 1010 1013
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Near-field measurements, determining far-zone

field from 1019

Near-field phase pattern measuring system 1028f

Near-field (Fresnel) region 156 158

     of dipole 462

     radiating 168

     reactive 170

     small loop 241

Near-field to far-field (NF/FF) transformation

techniques 1015

Nearly periodic functions 892

N-element circular array 365f

N-element linear arrays

     broadside array 296 298f

     directivity of 313

     end-fire array 297

     Hansen-Woodyard end-fire array 304

     phased (scanning) array 300

     three-dimensional characteristics of 320

     uniform amplitude and spacing 290

     uniform spacing and nonuniform amplitude 324

Network delay 988 989

Network throughput 959 978 981 987

      See also

Throughput

     adaptive beamformer 988

90° bent wire configuration 564f 565

90° corner reflector 887

Node 977

Nonradiating slots 834 839

Nonreciprocal antenna system 148

Nonresonant antennas 550
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Nonspherical reflecting surfaces 213

Nonuniform amplitude arrays 326t 327

Nonuniform-current circular loop 255

     design procedure for 260

Nonuniform phase fronts 418

Normalized directional impedance 484

Normalized driving impedance 487

Normalized field/power patterns 27 28 29

Normal (broadside) mode 568

Nulls

     of an array 294

     long wire antenna 556

Numerical Electromagnetics Code (NEC) program 214 470 471

Numerical techniques 58

Nyquist rate 986

O

Offset-parabolic reflector 894

Ohmic resistance, circular-loop antenna 239

Omega match 538

Omnidirectional patterns 33 55

Omnidirectional systems 947 950f

Open-ended wire antennas 549

OPNETTM Modeler/Radio® tool 979 987

Optics, Babinet’s principle in 697

Optimal beamforming techniques 971

Optimization, Yagi-Uda array 589

Optimum design 637

Optimum focal length 935

Optimum included angles, V antenna 562 563f

Outdoor ranges 1003
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P

Parabolic cylinders 896

Parabolic reflector 422 893

      See also

Paraboloidal reflectors; Reflector antennas;

Reflectors

     aperture distribution method 900

     cross-polarization 904

     current distribution method 907

     directivity and aperture efficiency 911

     feed design 925

     forms of 893

     front-fed 896

     induced current density 899

     phase errors 922

     surface geometry 896

Parabolic right cylinder 893

Paraboloidal reflectors 894

     See also

Parabolic reflector

Parallel-in-echelon configuration 473 477f

Parallel plate waveguide 718

Parallel polarization, reflection coefficient for 206 207

Parallel type (antiresonance) resonance 195 269

Parameters 109t 215t

     See also

Antenna parameters

     loop antenna 271t

Parasitic elements 468 595t 596

Parseval’s theorem 702 715

Partial directivity 45 1035
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Partial effective area 91

Partial gain 67

Pascal’s triangle 328 643

Passive driving impedance 480

Patch antennas 813

      See also  Microstrip antennas

Patches, coupling between 856

Pattern, beamwidth of 42

     See also  Radiation

patterns

Pattern bandwidth 70

Pattern cut 1023

Pattern measurements 1001

Pattern multiplication 172 189 286 291f

Peer-to-peer interaction 978

Perfect electric conductor (PEC) 559

Periodic field strength 892

Permittivity values 206

Perturbational technique 590

Phase-amplitude method 1042

Phase cancellation 956

Phase center 799

     locating 800

Phase center nomographs 801

Phased (scanning) array 300

Phase distribution, control of 362

Phase efficiency 913

Phase errors 419

     parabolic reflector 922

Phase measurements 1028

Phase quadrature 80

Phase ripple 1008
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Physical Optics (PO) 1007

Physical-optics approximation 899

Piecewise constant subdomain functions 452f

Piecewise linear functions 453

Piecewise linear subdomain functions 453f

Piecewise sinusoidal subdomain functions 454f

Piecewise sinusoids-Galerkin method 456 457f

PIN-diode phase shifter, incremental switched-line 301

Pitch angle 567 571

Planar array design, rectangular patch 986

Planar arrays 349 960 984

     array factor of 349

     beamwidth of 356

     directivity of 360

     4 × 4 versus 8 × 8 986

Planar array theory, principles of 353

Planar inverted F antenna (PIFA) 195

Planar log-periodic structure 619

Planar near-field data 1015

Planar program 973

Planar spiral antenna 614

Planar systems, modal-expansion method for 1018

Plane wave spectrum 1018

Plexiglas booms 597

Pocklington’s Integral Equation 434 442 443 459 581

Poincaré sphere 73 1040

Point-matching method 442 446 451 456 458

Point-source array 286

Poisson’s equation 140

Polar graph, construction of 324
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Polarization 70

      See also  Circular polarization

     elliptical 576

     helical antenna 570

     long-wire antenna 558

     of a radiated wave 71

     source antenna 1024

     spiral slot antennas 618

Polarization efficiency 76 97 913

Polarization ellipse 1041

Polarization loss factor (PLF) 76 1040

Polarization measurements 1038

“Polarization mismatch,” 76 77

Polarization pattern 72 1041

Polar plots 1025

Polygonal loop antennas 263

Potential functions 133 138

Power density 95 97 154 177

     constant-current circular loop 249

     half-wavelength dipole 182

     small loop 237

     parabolic reflector 911

Power pattern 27 28

Power Point (PPT) viewgraphs 491 636

See also

Multimedia resources

Poynting vector 38 39 154

     dipole 173

Poynting vector method 434

Primary polarization 1035

Principal patterns 33

Principal term 368
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Printed-circuit technology 521

Probe compensation technique 1015

Proceedings of IRE 578

Proceedings of the IEEE 3 578

Propagating waves 707

Propagation constant 705

Propagation factor 704

Protocol 978

     MANET 980

“Pseudoperiodic” field strength 892

Pulse basis point-matching 456

“Pulse” functions 437 452

Pyramidal horn 769 782

     constructing 772

Pyramidal Horn-Analysis program 780 802

Pyramidal Horn-Design program 781 802

Q

Q method 239

“Quad” antenna 599

Quadratic distribution 419

Quadratic phase error 784

Quadratic phase term 741 742 783

Quadrature Phase Shift Keying (QPSK) 991

Quality factors, microstrip antennas 852

Quarter-wavelength monopole 191 195

Quarter-wavelength transformer 523

Quarterwave program 531 541

Quasistationary fields 158 241

“Quiet zone,” 1003 1008

Quiet-zone fields 1010

Quiet-zone ripple 1008 1010
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Q values 646

     electrically small antennas 639

R

Radar cross section(RCS) 96 97 98

     methods of predicting 99

Radar IEEE band designations 1097

Radar Range Equation 94 96

Radial waveguide 740 756

Radian 36 37

Radian distance 156

Radian sphere 157

Radiated fields 151 171 703

     asymptotic evaluation of 707

     biconical antenna 501

     constant-current circular loop 246

E-plane sectoral horn 743

H-plane sectoral horn 757

     loop antenna 233

     pyramidal horn 772

     rectangular aperture 677

Radiated power

     circular patch antenna 849

     horizontal electric dipole 201

     vertical electric dipole 190

Radiated wave, polarization of 71

Radiating near-field (Fresnel) region 34 165 168

Radiating slots 833 835

Radiation characteristics

     for circular apertures and circular planar arrays 422t

     corrugated horn 791f

     helical antenna 567
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Radiation characteristics (Cont.)

     loop antennas 269

     parabolic reflector 899

     rhombic antenna 565

     two-element loop array 599

Radiation efficiency 97

     See also Efficiency

     measurements of 1036

     of small circular loops 240

     small loop 239

Radiation energy, optimizing 3

Radiation equations 660

Radiation fields

     circular aperture 686 688t

     rectangular apertures 666

Radiation intensity 40 46 54 160

     broadside array 314

     constant-current circular loop 252

     dipole 173

     end-fire array 316

     half-wavelength dipole 182

     Hansen-Woodyard end-fire array 310 317

     horizontal electric dipole 201 203

     paraboloidal reflector 901

     small loop 242

     vertical electric dipole 190

Radiation intensity patterns, three-dimensional 47f

Radiation mechanism, aperture-matched horns 793

Radiation pattern lobes 30

Radiation patterns 17

     cylindrical dipole antennas 511

     electromagnetic horns 797
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Radiation patterns (Cont.)

     measuring 1021 1035

     polygonal loop antennas 266

     reciprocity for 148

Radiation power density 38

    See also  Power

density

Radiation problems, computer

animation-visualization of 15

Radiation resistance 1 155 161 165 177

     biconical antenna 503

     computing 180

     constant-current circular loop 252 259f

     dipole 179

     ferrite loop 266

     half-wavelength dipole 184

     horizontal electric dipole 201 203

     long wire antenna 559

     loop antenna 231 258

     small loop 238

     vertical electric dipole 191 192f

Radiators, polarization state of 1041

Radio frequency spectrums 1096

Radio systems, cellular 947

Random error efficiency 913

Random fractals 642

Range maps 1005

Rayleigh fading 956 992

Ray tracing 900

RCS control methods 99

Reaction 146

Reactive near-field region 34 165 170
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Reactive power density 155

Receiving antenna, polarization of 1040

Receiving field pattern 149

Receiving loop, ferrite-loaded 267

Receiving mode 79

     coupling in 481

Reciprocal network 469

Reciprocity

     for antenna radiation patterns 148

     theorems 144

     for two antennas 147

Recording equipment 1025

Rectangular anechoic chambers 1005 1006f

Rectangular apertures 420 663 712

     design considerations for 693

     on an infinite electric ground plane 665

       TE10-mode distribution on an infinite ground

plane 679

     uniform distribution in space 676

Rectangular array 351 352

Rectangular coordinates 1084

Rectangular loop antennas 265

Rectangular microstrip antennas 819 843

Rectangular patch antenna 816 864 983

Rectangular patch arrangements 860f

Rectangular pyramidal horn 797

Rectangular-to-cylindrical transformations 1079

Rectangular-to-polar graphical solution 322

Rectangular-to-spherical transformations 661 1083

Reference aperture voltage 716

Reference terminals 65f
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Reflection

     from flat and spherical surfaces 210f

     law of 186

Reflection coefficient 205 207 837 1037

     magnitude of 485f

     variations of 490

Reflection point, determination of 213

Reflection ranges 1003

Reflector antennas 6 883

     corner reflector 884

     multimedia resources 936

     parabolic reflector 893

     plane reflector 883

     software package for 926

     spherical reflector 934

Reflector edge treatments 1009

Reflector efficiencies, maximum 920

Reflector program 937

Reflectors. See also  Reflector antennas feed for 800

     Yagi-Uda antenna 579 580

Reflector systems, geometrical configuration for 884f

Region separation 165

Relative gain 66

Repulsive mechanism 827

Request-To-Send (RTS) signal 980

Reradiated power 85

Residuals 368 456

Resistive sheet problem 485

Resolution capability 43

Resonance, cylindrical dipole antennas 510

Resonance forms 269

Resonant antenna 550
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Resonant frequencies, microstrip antennas 819 830 845

Resonant input resistance

     circular patch antenna 851

     microstrip antennas 822

Resonant wire antennas 559

Retractable/telescopic monopole 195

Return loss 983

RF absorbers 1005

Rhombic antenna 565

Rhombic loop antennas 265

Right-hand polarization 72

Root-matching method 388

Root-MUSIC algorithm 964

Rotational mounts 1025 1027

Rough surface statistics 212

Rumsey’s equation 612

RXTRN training packet 980

S

Safety factor 348

Scalar horn 787 788f 926

Scalar potential 136

Scale modeling 611 1029

Scale model measurements 208 1044

Scaling factor, Taylor design 407

Scalloping 189 201

Scan angle

     array impedance and 483

     versus normalized element impedance 487f 489f

Scan angular volume 866

Scan blindness 491 866 867

Scanning, principle of 304
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Scanning arrays 300 362

Scanning surfaces, near-field to far-field methods 1015

Scattered (reradiated) power 85

Scattered electric field 443 444

Scattered fields 100 908

Scattered power density 97

Scattering 434

Scattering area 90

Schelkunoff polynomial method 388 498

Sectoral array 196 284

Sectoral pattern 394 398

Sectoring 949 950f

Self And Mutual Impedances program 472

Self-impedance 433 458 1036

Self-reactance 466f

Self-resistance 466f

Sense of rotation 1039 1040 1042

Sensitivity factor 346

Series-feed network 865

Series type resonance 195 269

Shadowing 927

Shannon sampling theorem 400

Shaped reflectors 895

Shaping method 99

Short-circuited stub 523

Short dipole, impedances of 488

Side-by-side configuration 472 475f 476f

Side lobe level

     circular aperture 687 688t

     rectangular apertures 672t 674 677 680

Side lobe reduction 795
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Sidelobes 31 32

     Hansen-Woodyard end-fire array 319

     relation to amplitude distribution 417

     Taylor (One-Parameter) design 411

     triangular, cosine, and cosine-squared

distributions 418t

Sierpinski gasket 643

Signal fading 956

      See also  Fading entries

Signal propagation, smart antennas 954

Signals-not-of-interest (SNOIs) 947 951 952 955 959 981

990

Signals-of-interest (SOIs) 947 951 952 955 959 990

Signal-to-interference ratio (SIR) 957 987

Signal-to-noise ratio (SNR) 957

Sine integrals 1053

Single hop connectivity 977

Single parabolic-cylinder reflector system 1013

Single paraboloidal reflector CATR design 1010

Single-Plane Collimating Range (SPCR) 1013

Single section quarter-wavelength transformer 523

Single-slot directivity, microstrip antennas 840

Single wire radiation mechanism 9

Sinusoidal current distribution 463

Slant ranges 1005

Slaw wave 551

Slightly rough surface 212

Slot antennas 699 718

     linearly polarized, flush-mounted, log-periodic 623

     spiral 617

Small antennas. See  Electrically small antennas

Small circular loop antenna 232
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Small dipole 162

     current distribution of 163

Small loop

     design procedure for 260

     infinitesimal magnetic dipole and 237

     maximum effective aperture of 243

     power density and radiation resistance of 237

     radiation efficiency of 240

Small loop approximation 252

Smart antennas 22 24 945

      See also  Smart

antenna systems

     antenna beamforming 962

     antenna elements 958

     beamforming, diversity combining,

Rayleigh-fading, and trellis-coded

modulation 990

     benefits and drawbacks of 957

     cellular radio systems evolution 947

     geometries 993

     MANETs 977

     multimedia resources 994

     signal propagation 954

     system design and simulation 982

Smart-antenna systems 949

     capacity of 954

Smart program 973 995

Smith chart 537

Snell’s law of reflection 898

Snell’s law of refraction 206 207

Soft/hard surfaces 23

Solid angle 36
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Source antennas 1024

Source modeling 447

Source node (SRC) 980

Space-attenuation 1008

Space Division Multiple Access (SDMA) 952 978

Space factor 171 386

     circular aperture 421

     line-source distribution 393

     rectangular distribution 420

     Taylor (One-Parameter) design 406 411

     triangular, cosine, and cosine-squared

distributions 418t

     two-dimensional distribution 666

Spatial Division Multiple Access (SDMA) 952

Spatial processing 945

Spectral techniques 703 711

Spherical aberration 934 936

Spherical coordinates 1085

Spherical phase term 742 783

Spherical reflector 894 934

Spherical surface near-field measurements 1017

Spherical-to-cylindrical transformations 1082

Spherical-to-rectangular transformations 1083

Spherical vector waves (modes) 637

Spillover efficiency 913 915 920 921f

Spiral slot antennas 617

Spiral wire antennas 615

Square aperture 683

Square loop antennas 264

Square patch 861 863 864f

Standard gain horn 780

Standing wave antennas 550
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Standing waves 2

Stationary phase method 707

Stationary points 708

Steradian 36

Structural scattering term 102

Stub-matching 523

Subdomain functions 452

Subroutines

     of Directivity program 64

     integral computer 438

Subspace DOA estimation methods 964

Superdirective arrays 326

Superdirectivity 345

Super gain 346

Surface geometry, paraboloidal reflector 896

Surface reactance, corrugated surface 789

Surface roughness effects 924

Surface wave antenna 551

Swept-frequency instrumentation 1030f

Switched-beam systems 950

Switched-line phase shifter 301

Symmetrical loading 799

Symmetrical planar folded dipoles 521

Synthesis 385

      See also  Antenna synthesis

Synthesis program 417 423

System noise power 107

System noise temperature 108

T

Tai & Pereira formula 54

Tapered anechoic chambers 1005
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Tapered antenna 498f

Taper efficiency 913 916 920 921f 923

Taylor design, procedure for 408

Taylor Line-Source (One-Parameter) design 362 410

Taylor Line-Source (Tschebyscheff-Error) design 362 363 406

TE10-mode distribution, on an infinite ground

plane 679

TE11-mode distribution 796

     on an infinite ground plane 690

Tee program 533 542

Te_horn program 802

Television frequency spectrums 1095

TE mode, parabolic reflector 926

Temperature, antenna 104

Terminal voltage 482

Terminated V antennas 560 562f

Terminating impedance 481

     See also  Aperture

admittance

Termination, long wire antenna 557

Termination (load) impedance 636

Termination resistance, long wire antenna 557

Test antenna 1001 1033

Testing functions 455

Theorem of similitude 1045

Thevenin equivalent circuit 83 84f

Thick dipoles 508

Thin dipoles 508

     amplitude patterns for 174f

Thin wire antenna, current distribution on 17

Three-antenna absolute polarization method 1043

Three-antenna gain measurement technique 1031
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Three-dimensional amplitude patterns 298f

Three-dimensional array factor 297

Three-dimensional field pattern, rectangular

aperture 667 669f

Three-dimensional programs 48

3-D Spherical program 48 109

Throughput 959 978 981 982 987 988

Time-average power density 158 249

     long wire antenna 553

Time delays 962 963

Time DivisionMultiple Access (TDMA) 978 980

Time-phase quadrature 569

T-match 530f 531

TM mode, parabolic reflector 926

Tolerance errors 348

Top-hat-loaded antennas 151

Total directivity 45 1035

Total electric field 159 206 443

Total phase error 935

Total radiated power 40 41

     long wire antenna 554

Total tangential electric field 446

Training packets 980

Transformers 538

Transmission-line analysis method 815

Transmission-line current 517

Transmission-line method 434

Transmission-line mode 516

     rectangular patch 816

Transmission-line model 519

Transmission lines, log-periodic dipole array 636
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Transmission region, log-periodic antenna

structure 626

Transmitting field pattern 149

Transmitting mode 79

     coupling in 479

Transverse ElectroMagnetic (TEM) field 242

Transverse ElectroMagnetic (TEM) mode 501 502

Transverse ElectroMagnetic (TEM) wave 159 559

Traveling wave antennas 549

     long wire antenna 551

     multimedia resources for 600

     rhombic antenna 565

     V antenna 560

Trellis-coded modulation(TCM) 991

“Triangle” functions 453

Triangular amplitude distribution 417

Triangular array configuration antenna 196 198f

Triangular loop antennas 265

Triangular sheet antenna 506

Trigonometric identities 1075

Triple-stub configuration 523

Truncated antennas 611

Truncated cosine subdomain functions 454f

Truncated log-periodic configuration 625

Trunking efficiency 949

Tschebyscheff arrays 987

     See also

Dolph-Tschebyscheff arrays

     directivities of 361

Tschebyscheff design quarter-wavelength

transformer 528

Tschebyscheff-error 407
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Tschebyscheff polynomials 332 334f 339 528 529

“Twin-lead” transmission line 515

Two-antenna gain measurement technique 1029

Two-antenna system, reciprocity for 147

Two-dimensional Fourier transforms 387

Two-dimensional patterns 1022

2-D Polar program 109

2-D Unitary ESPRIT technique 965

Two-element array 284

     designing 966

     DOA of 965

     with mutual coupling 969

Two-element folded dipole 521

Two-element loop array, radiation characteristics

of 599

Two-port network 468

Two-reflector system 926

Two-slot directivity, microstrip antennas 841

Two-wire radiation mechanism 11

TXTRN training packet 981

U

Ultra High Frequency (UHF) channels 1095

Unbounded space 654 655

Unidirectional V antennas 560 561f

Uniform amplitude array 325

Uniform arrays 363

     array factor for 292

Uniform circular array (UCA) 993

Uniform current distribution 86
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Uniform distribution

     on an infinite ground plane 665 685

     in space 676

Uniform linear arrays 993

Uniform linear scanning array 319

Uniform planar circular array (UPCA) 993

Uniform rectangular arrays (URAs) 993

Unipoles 506

Uniqueness theorem 654

Unit vectors 963

     parabolic reflector 898

     paraboloidal reflector 902

Universal curves 750

H-plane sectoral horn 761

V

V antenna 560

Varactor diodes 863

Vector analysis 1079

Vector diagram 594

Vector differential operators 1084

Vector effective length 87

     for infinitesimal dipole 160

Vector identities 705 707 1086

Vector potentials 133 828 829

     constant-current circular loop 248

     for an electric current source 135

     for a magnetic current source 137

Vector potential wave equation, inhomogeneous 139

Vector transformations 1079

Vector wavenumber 704

Vertex 893
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Vertical electric dipole 185

     ground effects 205

Vertically polarized omnidirectional antennas 637

Vertical monopole antenna 195

Very High Frequency (VHF) channels 1095

Very rough surface 212

Virtual feeds 930 932

“Virtual vertex” compact range 1011

Visible region 389 717 718f

Voltage standing wave ratio (VSWR) 65 487 488 490f 526 528

     antenna input impedance and 1037

     aperture-matched horns 794

     corrugated horn 790

     helical antenna 576

     log-periodic dipole array 630f

W

Wave antenna 550

     See also Traveling wave antennas

Wave equation, inhomogeneous vector potential 139

Waveguides 896

Wavenumber spectrum 1021

Wave polarization 1038

Weighted residuals method 456

Weighting (testing) functions 455

     choice of 458

Wheeler method 239

Wide band 499

Wiener filters 972

Wiener-Hopf equation 973

Wiener solution 972
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Wire antennas 4

     See also  Linear wire antennas

current distribution of 163

     log-periodic 621

     radiation characteristics of 513

     spiral 615

Wire-grid corner reflectors 885f

Wireless Local Area Network (WLAN) 978

Wire loop antenna, current distribution of 255

Wire-simulated cone surface 522f

Wire simulation antennas 506

Woodward-Lawson method 399

X

X-axis, N-elements along 321

X-band horn 778 782

Y

Yagi-Uda antenna 260 536

     design procedure 594

Yagi-Uda array 250 258 284

     far-field pattern of 584

     input impedance and matching techniques 592

     of linear elements 577

     of loops 597

     optimizing 589

Yagi-Uda dipole TV array 598f

Yagi_Uda program 586 587 600

Y-axis, N-elements along 321
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Z

Z-axis, N-elements along 320



 




